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SPECIAL TOOLS BULLETIN 


Issue No. 1/Sept. 1965 


The following tools were designed and placed into production after the printing date for the new catalogue. 


Engine & 
Clutch 
186.1043 |Protector Sleeve Primary Gear Oil Seal All Minis and 1100's when fitted with Red | Supersedes 570 — refer to 
Oil Seal. Pt. No. 13H.2934 page 22 (Engine) 


18G.284N | Crankshaft Oil Passage Bobbin Remover V.P. Princess 4 Litre R. 


186.1044 Engine Front Cover Centraliser All ‘A’ Series standardised engines fitted 
with new front cover and internally fitted oil 
seal. 


186.1046 Engine Front Cover Centraliser All ‘B' Series standardised engines fitted 
with new front cover and internally fitted oil 
seal. 


18G.1047 sl Guide Remover and Replacer (Main | V.P. Princess 4 Litre R. 
ool 


18G.1047A | Valve Guide Remover and Replacer (in| V.P. Princess 4 Litre R. 
and ex) Adaptor Set 


186.1048 | Valve Guide Reamer—Block Head -005” O/S | V.P. Princess 4 Litre 
18G6.1048A | Valve Guide Reamer—Block Head -010” O/S | V.P. Princess 4 Litre 
186.1049 | Valve Seat Finishing Cutter—Exhaust V.P. Princess 4 Litre 


186.1050 | Valve Guide Reamer—internal Bore (in and | V.P. Princess 4 Litre 
ex 
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186.1054 Cylinder Liner Replacer (95 M/M and 100 | 2:8, 3-4, 3-8, 5-1, 5-7 engines 
M/M) 


18G.1051 Clutch Shaft Oil Seal Protector Sleeve Austin 1800 


Fuel 
Injection 
18G6.638A | Automatic Advance Gauge All models fitted with D.P.A. Pump Supersedes 18G.638—refer to 
page 51 (Fuel Injection) 


186.1063 Steering Arm and Swivel Hub Ball Pins | All Car models plus 6 cwt. vans, +-ton vans, 
Remover J.2, J.4 Morris A/35 van, +-ton van 101, 
152 Austin 


Gearbox 
186.1045 | Mainshaft Drift Austin 1800 from Car No. 300 onwards Refer to page 81 (Gearbox) 
18G.1028 for early models 


Body & 
Misc. 
18G.486B | Glazing Tool Adaptor Set Austin 1800 


V. L. CHURCHILL & Co. Ltd. : 


P.O. Box No. 3, LONDON ROAD, DAVENTRY, NORTHANTS. 
Telephone: Daventry 2235 & 2276 (10 Lines). Telex: 31326 A/B Garaquip, Daventry. Telegrams: Garaquip, Daventry, Northants. Telex 


Printed by FGR 10M 
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service tools 


INTRODUCTION TO THE 1965 B.M.C. CATALOGUE 

Service Tools are more than ever necessary due to 
modern trend of vehicle design and to ensure a repair is 
carried out efficiently and without damage to the component. 


Co-operation between B.M.C. Service Development 
Engineers and Churchill Tool Designers has produced the 
tools listed in this catalogue. 


Tools are introduced only where an operation cannot 
be satisfactorily covered by existing equipment and where- 
ever possible the principle of using a basic tool with 
appropriate adaptors to cover many models is utilised, in 
an endeavour to reduce costs. 

Efficient service can only be given providing the right 
tools are used. There are many reasons why service tools 
are essential to efficient service, not the least of which is 
the time saving factor. 

This catalogue will enable you to review your own stock 
of service tools. Orders for additional tools and renewals 
should be sent direct to:— 


V. L. CHURCHILL & CO. LTD. 


P.O. BOX NO. 3, LONDON ROAD 
DAVENTRY, NORTHANTS 


Telephone: DAVENTRY 2235, 2276 (10 lines). 
Telegrams: Garaquip Daventry, Northants. Telex. 
Telex: 31326 A/B Garaquip Davtry. 
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GENERAL INDEX 


ENGINE AND CLUTCH 


Pages 1—41 


FUEL INJECTION 


Pages 42—61 


GEAR BOX 


Pages 62—104 


FRONT SUSPENSION AND STEERING 


Pages 105—133 


FRONT AND REAR HUBS 


Pages 134—160 


REAR SUSPENSION AND FINAL DRIVE 


Pages 161—186 


BODY AND MISCELLANEOUS 


Pages 187—190 


service tools 


ENGINE 
& CLUTCH 


service tools 


Part No. Description Page 
18G 134 Bearing and Oil Seal Replacer. 
18G 231 Gear and Pulley Remover. 
18G 284 Impulse Extractor—U.N.F. 
18G 304 Front and Rear Hub Remover. 
18G 372 Torque Wrench (30 to 140 Ib. ft.). 
18G 536 Torque Wrench (2 to 8 Ib. ft.). 
18G 537 Torque Wrench (10 to 50 Ib. ft.). 
18G 592 Torque Wrench (35 to 225 Ib. ft.). 
18G 1004 Circlip Pliers (small). 
18G 257 Circlip Pliers (large). 
18G 1014 Gear and Pulley Remover. 
18G 134 BC Crankshaft Primary Gear Oil Seal Replacer Adaptor. 
18G 134 BD Timing Case Oil Seal Replacer Adaptor. 
18G 134 BE Exhauster Oil Seal Remover and Replacer Adaptor. 
18G 134 BF Exhauster Bearing Outer Race Replacer Adaptor. 
18G 134 BH Flywheel and Front Hub Oil Seal Replacer. 
18G 134 BQ Adaptor—Replacer Crankshaft Oil Seal (Rear). 


18G 134 BT Adaptor—Replacer Clutch Shaft Oil Seal. 
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18G 134 CA Adaptor Needle Bearing Replacer (Idler Gear). 

18G 231 A Adaptor—Remover Crankshaft Pulley. 

18G 231 B Adaptor—Remover Gear and Pulley. 

18G 231 C Adaptor—Remover Gear and Pulley. 

18G 231 D Camshaft Sprocket Remover Thrust Pad. 

18G 231 E F.1. Pump/Exhauster Sprocket Remover Thrust Pad. 

18G 231 H Timing Cover Remover Adaptors. 

18G 231 J Adaptor—Remover Crankshaft Pulley. 

18G 231 K Adaptor—Remover Crankshaft Pulley. 

18G 231 M Crankshaft Pulley Hub Plug Adaptor. 

18G 284 A Main Bearing Cap Remover Adaptor—U.N.F. 

18G 284 C Adaptor—Remover Main Bearing Cap. 

18G 284 D Adaptor Sliding Weight Large. 

18G 284 H Adaptor—Basic Bearing Remover. 

18G 284 K Adaptor—Remover, Idler Gear Needle Bearing. 

18G 284 L Adaptor—Remover Crankshaft Spigot Bush. 

18G 304 M Flywheel and Clutch Remover Adaptors. 11 

18G 304 N Flywheel and Clutch Remover Adaptors. 11 

18G 1014 A Adaptor—Remover Water Impeller and Hub. 11 

18G 96 Starting Nut Spanner. 12 

18G 97 Starting Nut Spanner. 12 

18G 98 A Starting Nut Spanner. 12 

18G 391 Starting Nut Spanner. 12 

18G 520 Starting Nut Spanner. 13 

18G 1009 Crankshaft Pulley Nut Spanner. 13 

18G 1010 Crankshaft Gear Nut Spanner. 13 

18G 1 Crankshaft Gear, Pulley and Propeller Shaft Flange Replacer. 13 

18G 2 Crankshaft Gear, Pulley and Propeller Shaft Flange Remover. 14 

18G 2A Gear Remover Legs. 14 

18G 3 Engine Front Cover Locating Bush. 14 

18G 138 Crankshaft Gear and Pulley Replacer. 14 

18G 16 Crankshaft Gear and Pulley Replacer. 15 

18G 58 Camshaft Gear Remover. 15 

18G 232 Camshaft Sprocket Locking Fixture. 15 

18G 241 Timing Chain Tensioner Position Tool. 16 

18G 123 A Camshaft Liner Reamer (Basic Tool). 16 

18G 123 AL Fibre Box (Camshaft Reamers). 16 
Camshaft Cutter and Pilot Sets. 17, 18, 19 

18G 124 A Camshaft Liner Remover and Replacer (Basic Tool). 19 
Camshaft Liner Remover and Replacer Sets. 19, 20 

18G 42 A Main Bearing Cap Remover (Basic Tool). 21 

18G 42 B Main Bearing Cap Remover Adaptors. 21 

18G 42 C Rear Main Bearing Cap Remover Adaptor. 21 


Part No. Description Page 
18G 570 Crankshaft Primary Gear Oil Seal Protector Sleeve. 22 
18G 1037 Replacer—Crankshaft Spigot Bush. 22 
18G 55 A Piston Ring Compressor. 22 
18G 616 Connecting Rod Bush Remover and Replacer. 23 
18G 1002 Gudgeon Pin Remover Replacer. 23 
18G 227 C Cylinder Liner Remover. 23 
18G 227 D Cylinder Liner Remover Conversion Pad. 24 
18G 544 Oil Gallery Plug Tool. 24 
18G 69 Oil Pump Release Valve Grinding-in Tool. 24 
18G 61 Water Pump Bearing Remover and Replacer. 25 
18G 187 Radiator Reverse Flush Adaptors. 25 
18G 396 Cylinder Head Nut Spanner, 25 
18G 545 Cylinder Head Nut Spanner. 25 
18G 694 Cylinder Head Nut Spanner. 26 
18G 21 Valve Rocker Bush Remover and Replacer. 26 
18G 226 Valve Rocker Bush Remover and Replacer. 26 
18G 226 A Valve Rocker Bush Remover and Replacer (Drift only). 27 
18G 45 Valve Spring Compressor. 27 
18G 106 Valve Spring Compressor. 27 
18G 1011 Valve Spring Compressor. 28 
18G 120 Valve Insert Remover. 28 
18G 228 Valve Guide Remover. 29 
18G 229 Valve Guide Reamer. 29 
18G 191 C Valve Timing Checking Adaptor Set. 29 
18G 29 Valve Grinding-in Tool. 30 
18G 29 B Suction Pad Valve Grinding-in Tool. 30 
18G 29 C Suction Pad Valve Grinding-in Tool. 30 
18G 27 Valve Seat Cutter and Pilot Handle (Basic Tool). 31 
18G 27B Fibre Box—Valve Seat Cutters. 31 

Valve Seat Cutter Sets. 31, 32, 33, 34, 35 
18G 577 Exhauster Oil Seal Guide Sleeves (one pair). 36 
18G 557 A Exhauster Oil Seal Guide Sleeve Nut. 36 
18G 1008 Exhauster Remover and Drive Gear Holder. 36 
18G 39 Clutch Centralizer. 37 
18G 680 Clutch Centralizer 37 
18G 79 Clutch Centralizer. 37 
18G 554 Clutch Centralizer. 37 
18G 81 Clutch Centralizer. 38 
18G 435 Clutch Centralizer. 38 
18G 436 Clutch Centralizer. 38 
18G 628 Clutch Centralizer. 38 
18G 139 Clutch Centralizer. 39 
18G 571 Clutch Centralizer. 39 
18G 684 Clutch Centralizer. 39 
18G 688 Clutch Centralizer. 39 
18G 1027 Clutch Centralizer. 39 
18G 1023 Clutch Shaft Nut Spanner. 40 
18G 99 A Clutch Assembly Gauging Fixture. 40 
18G 99 B Clutch Spacer Adaptor. 40 
18G 99 C Clutch Setting Jig Adaptor Set. 41 
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Foreword 


AUSTIN 


MORRIS 


WOLSELEY 
RILEY 

M.G. 

VANDEN PLAS 


la AUSTIN 


MORRIS 

WOLSELEY 

? RILEY 
M.G. 


* AUSTIN 


WOLSELEY 
VANDEN PLAS 


Where reference is made to standardised Units 
against Tool application the car models referred to, 
are as follows :— 


‘A’ type engine 
A.35 (all versions) 

A.40 (A.2S6 & Mk.{I) (all versions) 
Healey Sprite—Mk.1, II and III 

Mini (all versions) 

Mini-Cooper (all versions) 

1100 


Minor Il and 1000 (all versions) 
Mini (all versions) 
Mini-Cooper (all versions) 
1100 

Hornet—Mk.] and Il 

Elf—Mk.| and II 

Midget—Mk.! and Il 


Princess 1100 


é +] 7 
B’ type engine 
A.55, and Mk.II, A.60 (all versions) 
Metropolitan 
1800 
Cowley, Cowley 1500, Oxford II, lil, IV, V, VI (all versions) 
1500, 15/50, 15/60, 16/60 
1.5, 4/68, 4/72 


M.G. A. 1500, 1600 and Mk.II, M.G. B. 
Magnette ZA, ZB, Mk.II], Mk.IV 


‘C’ type engine 


A.90/6, A.95, A.99, A.105, A.110, and Mk.II 
Healey 100/6, Healey 3000, and Mk.II 


6/90, Mk.II, Mk.II, 6/99, 6/110, and Mk.II 


Tincess itre 
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18G 592 


Torque wrench 
35 to 225 Ib. ft. (4-84 to 31:14 kg.m.) 


A universal torque wrench for use with standard. 
sockets. This tool is essential if the recommended 
maximum torque for various studs is not to be 
exceeded. 


18G 1004 


Circlip pliers (small) 


These pliers are supplied with detachable 
points, covering various applications. 


18G 257 


Circlip pliers (large) 


These pliers will accommodate circlips up to 6 in. 
in diameter. The replaceable jaws (points) can 
be removed with the socket key provided. 


18G 1014 


Gear & pulley remover 


adaptor 


18G 1014 A 


See page 71 
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18G 134 BC 


Crankshaft primary gear oil 
seal replacer adaptor 


Used on ‘‘A” type standardised engines. 
(Mini and 1100 versions). ; 


18G 134 BD 
Timing case 
oil seal replacer adaptor 


Used on ‘‘A”’ type standardised engines. 
Also suitable for 1500 cc. diesel engine. 


18G 134 BE 


Exhauster oil seal remover 
and replacer adaptor 
Austin Trucks 


4-ton (Series 403 and 404) diesel, 5-ton (Series 503 
and 504) diesel; 7-ton (Series 701 and 702). 


Morris Trucks 
4-ton (Series 403 and 404) diesel, 5-ton (Series 503 
and 504) diesel, 7-ton (Series 701 and 702). 


18G 134 BF 


Exhauster bearing outer race 
replacer adaptor 


n= 
Austin Trucks 

4-ton (Series 403 and 404) diesel, 5-ton (Series 503 
and 504) diesel, 7-ton (Series 701 and 702). 


Morris Trucks 
4-ton (Series 403 and 404) diesel, 5-ton (Series 503 
and 504) diesel, 7-ton (Series 701 and 702). 
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18G 134 BH 


Flywheel and front hub 
oil seal replacer 


<> 


Win 
tt i 


Tw 


Used on ‘‘A” type standardised engines. 
(Early Mini versions, with lubricated 
primary drive gear bushes.) 


18G 134 BQ 


Adaptor-replacer 
crankshaft oil seal (rear) 


Austin 
1800. 


M.G. 
M.G. B. 


18G 134 BT 


Adaptor-replacer 
clutch shaft oil seal 


Austin 
1800. 


M.G. 
M.G. B. (5,Bearing crankshaft.) 


18G 134 CA 


Adaptor needle bearing 


replacer (idler gear) i | 


Austin 
1800. 
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~18G 231 A 


Adaptor-remover 
crankshaft 


pulley 

a 
Austin Trucks~” 
Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
8-ton (Series 303 and 304) diesel, 4-ton (Series 403 
and 404) diesel, 5-ton (Series 504) diesel. 
F.J. Series. | 
Morris Trucks 
LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton 
(Series 403 and 404) diesel, 5-ton (Series 504) 
diesel. F.J. Series. 


18G 231 B 


Adaptor-remover 
gear and 


pulley 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 
and 404) diesel, 5-ton (Series 503 and 504) diesel, 
7-ton (Series 701 and 702). F.J. Series. 

Morris Trucks 

LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton 
(Series 403 and 404) diesel, 5-ton (Series 503 and 
504) diesel, 7-ton (Series 701 and 702). 


F.J. Series. 

18G 231 C 
Adaptor-remover 
gear and 

pulley 


Vanden Plas Princess 4-Litre R. 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 
and 404) diesel, 5-tom (Series 503 and 504) diesel, 
7-ton (Series 701 and 702) diesel, 

5-ton (Series 503 and 504) diesel, 7-ton (Series 701 
and 702). F.J. Series. 


Morris Trucks 

LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 

NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton 

(Series 403 and 404) diesel, 5-ton (Series 503 and 

504) diesel, 7-ton (Series 701 and 702). F.J. Series. 
eee ee 
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18G 231 D 


Camshaft sprocket remover 
thrust pad 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 
and 404) diesel, 5-ton (Series 503 and 504) diesel, 
7-ton (Series 701 and 702). F.J. Series. 


Morris Trucks 

LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 
NV0O.3, 3-ton (Series 303 and 404) diesel, 4-ton 
(Series 403 and 304) diesel, 5-ton (Series 503 and 
504) diesel, 7-ton (Series 701 and 702). F.J. Series. 


Use with 18G 231 C. 


18G 231 E 


F.1. pump/exhauster sprocket 
remover thrust pad 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, fl) 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton 

(Series 403 and 404) diesel, 5-ton (Series 503 and 

504) diesel, 7-ton (Series 701 and 702). 

Morris Trucks Use with 18G 231 C, 
LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 

3-ton (Series 303 and 304) diesel, 4-ton (Series 403 

and 404) diesel, 5-ton (Series 503 and 504) diesel, 

7-ton (Series 701 and 702). 


18G 231 H 


Timing cover remover adaptors 


Austin’ 
Taxi and Hire-car diesel. ‘ 


Austin Trucks 
LDO.1A, LDO.2A, Gipsy diesel. 


Morris Trucks 
LDO.1M, LDO.2M. 
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18G 231 J 


Adaptor-remover 
crankshaft pulley 


Austin Trucks : Morris Trucks 

2-ton (Series T200) petrol, 3-ton 2-ton (Series T200) petrol, 3-ton 
(Series 303 and 304) petrol, 4-ton (Series 303 and 304) petrol, 4-ton 
(Series 403 and 404) petrol, 5-ton (Series 403 and 404) petrol, 5-ton 
(Series 503) petrol. (Series 503) petrol. 


18G 231 K 


Adaptor-remover 
crankshaft pulley 


Austin Trucks 
5-ton (Series 503 and 504) diesel, 7-ton (Series 701 and 702). F.J. Series. 


Morris Trucks 
5-ton (Series 503 and 504) diesel, 7-ton (Series 701 and 702). F.J. Series. 


18G 231 M 


Crankshaft pulley 
hub plug adaptor 


‘ , Use with 18G 231 C. 
Vanden Plas Princess 4-Litre R. 


18G 284 A 


Main bearing cap 
remover adaptor—UNF 


Used on “B” & ‘‘C”’ type standardised engines. 


M.G. 
M.G. A. Twin Cam. 


Morris 
J2. 
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18G 284 C 


Adaptor-remover 
main bearing cap 


Vanden Plas 
Princess 4-Litre R. 


18G 284 D 


Adaptor sliding weight 
large 


A larger replacement weight for 18G 284. 


18G 284 H 


Adaptor-basic 
bearing remover 


Austin 
1800. « Use with either 18G 284 K or 18G 284 L. 


18G 284 K 


Adaptor-remover, idler 
gear needle bearing 


Austin Use with 18G 284 & 18G 284 H. 
1800. 
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18G 284 L 


Adaptor-remover 


crankshaft 
spigot bush 


Austin 
1800. 


18G 304 M 


Flywheel and clutch 
remover adaptors 


To remove the flywheel from the crankshaft, also to 
Used on ‘‘A" type standardised engines crosswise dismantle and reassemble the clutch assembly. 


version up to introduction of diaphragm clutch. NOTE: (Must not be used on diaphragm clutch). 


Identification, adaptors finished in black. 


18G 304 N 


Flywheel and clutch 
remover adaptors 


Used on ‘‘A”’ type standardised engines crosswise 
version for diaphragm clutch only. 
Use of incorrect tool will cause serious damage. 
Identification. Adaptors finished in Cadmium. 


18G 1014 A 


Adaptor-remover 
water impeller and hub 


Vanden Plas Princess 4-Litre R. nok Masirated 
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18G 96 
Starting nut spanner 


Austin 
Taxi“and Hire-car petrol and diesel. 


Vanden Plas . 
Princess 4-litre, Princess Mk.IV. 


Austin Trucks 

LD.1A, LDO.1A, 25-cwt. petrol, LD.2A, LDO.2A, 

14-ton (Series S200) petrol and diesel, 301 petrol, A ‘shock-type’ spanner designed to enable the starting 
2-ton 34-litre, 2-ton (Series 1 and 2), 2-ton (Series dog nut to be removed without locking the crankshaft. 
T200) petrol and diesel, 3-ton (Series 303 and 304) 

petrol, 4-ton (Series 403 and 404) petrol, 5-ton 34-litre, 

5-ton (Series 1 and 2), Gipsy petrol and diesel. 


Morris Trucks 

LD.1M, LDO.1M, LD.2M, LDO.2M, 14-ton (Series S200) 
petrol and diesel, LC.5, LC.5T, 2-ton (Series T200) 
petrol and diesel, 3-ton (Series 303 and 304) petrol, 
4-ton (Series 403 and 404) petrol. 


18G 97 


Starting nut spanner 


Austin Trucks 
Series 301 diesel, LCFO, 2-ton (Series T200) diesel, NVO.3, 3-ton (Series 303 
and 304) diesel, 4-ton (Series 403 and 404) diesel. 


Morris Trucks ., 
LEO; LCOST, LCFO, NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton 
(Series 403 and 404) diesel. not illustrated 


18G 98 A 


Starting nut spanner 


Used on ‘‘A”’ & ‘‘B”' type standardised engines. 


Austin Trucks 
Series 101, 152. 


Morris Trucks 
J. J.B., J2. 


18G 391 , 


Starting nut spanner 


Used on ‘‘C"’ type standardised engines. 
A ‘shock-type’ spanner designed to enable the starting nut 
to be removed without locking the crankshaft. 
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18G 520 


Starting nut 
spanner 


Austin Trucks 


A heavil tructed ‘shock-type’ spanner which will reach 
5-ton (Series 503 and 504) diesel, 7-ton (Series.701 and 702). F.J. Series. eeniy Sie bist es be 


the starter nut situated in the recess of the damper pulley 
without damaging the damper holding bolts. It also fits 
the propeller shaft flange holding nuts at both gearbox and 
rear axle ends of the shaft. 


Morris Trucks 
5-ton (Series 503 and 504) diesel, 7-ton (Series 701 and 702). F.J. Series. 


18G 1009 


Crankshaft pulley 
nut spanner 


=) \\ \\ 


Vanden Plas 


Princess 4-Litre R. 


18G 1010 


Crankshaft gear 
nut spanner 


RNY 
\\ \\\\\ WW 


us 


} 
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Vanden Plas 
Princess 4-Litre R. 


18G 1 - 


Crankshaft gear, pulley and 
propeller shaft flange replacer 


Used on “B"’ type standardised engines. 


This tool, primarily designed for driving on the 
Austin Trucks 


Series 101, 152. crankshaft gear or pulley. 
Morris Trucks For other uses see Final Drive Section. 
JB, J2. 


ee 
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18G 2 


Crankshaft gear, pulley and 
propeller shaft flange remover 


A multipurpose tool with alternative legs readily 
interchangeable: one pair with thin, flat ends designed for 
removing crankshaft gears and propeller shaft and bevel 
pinion flanges; the other pair has tapered ends suitable for 
fan pulley grooves other than later-type models fitted with 
narrow-section fan belts. 


Refer to workshop manual for application. 


18G 2A 


Gear remover legs 


Replacement legs for use with 18G 2. 


18G 3 


Engine front cover 
locating bush 


not illustrated. 


Used on ''B" & ‘'C”’ type standardised engines. 
Vanden Plas 
Princess 4-litre, Princess Mk. IV. 


Austin 
Taxi and Hire-car, petrol and diesel. 


Austin Trucks 
LD.1A, 25-cwt. petrol, LD.2A, 14-ton (Series S200) petrol, 


301 petrol, 2-ton 3}-litre, 2-ton (Series 1 and 2), 2-ton This tool ensures that the oil seal and cover are concentric 
(Series T200) petrol, 3-ton (Series 303 and 304) petrol, 4-ton with the crankshaft, thus safeguarding against oil-leaks. 
(Series 403 and 404) petrol, 5-ton 3$-litre, 5-ton (Series 1 and The tool is double-ended to make its use applicable to 

2), Gipsy petrol. crankshafts and front covers of different dimensions. 


Morris Trucks 

LD.1M, LD.2M, 14-ton (Series S200) petrol, LC.5, LC.5T, 
2-ton (Series T200) petrol, 3-ton (Series 303 and 304) petrol, 
4-ton (Series 403 and 404) petrol. 


18G 138 | 


Cran kshaft g ear and This tool will replace the crankshaft gear and ensure that 
| the engine front cover is correctly located. The oil seal 
pu lley rep acer and cover must be concentric with the crankshaft, thus 
safeguarding against oil-leaks. 
Used on “‘A”’ type standardised engines. For other uses see Final Drive Section. 


Page 14 


$ 
« 


service tools \ 


18G 16 


Crankshaft gear 
and pulley replacer 


a 
Used on ‘‘C”’ type standardised engines. 


Vanden Plas 

Princess 4-litre, Princess Mk.IV. 

Austin Trucks 

LD.1A, LDO.1A, LD.2A, LDO.2A, 25-cwt. petrol 
14-ton (Series S200) petrol and diesel, Gipsy petrol, 
and diesel. 

Morris Trucks 

14-ton (Series S200) petrol and diesel. 


18G 58 


Camshaft gear remover 


For other uses see Gear Box Section. 


Used on ‘'C” type standardised engines. 


Austin Trucks 

LD.1A, LDO.1A, 25-cwt. petrol, LD.2A, LDO.2A, 
14-ton (Series S200) petrol and diesel, 301 petrol, 
2-ton 3}-litre, 2-ton (Series 1 and 2), 2-ton (Series 
T200) petrol, 3-ton (Series 303 and 304) petrol, 
4-ton (Series 403 and 404) petrol, 5-ton 34-litre, 
5-ton (Series 1 and 2), Gipsy petrol and diesel. 


This tool will remove the tightest camshaft gear 
Moris ‘Trucks quickly and without damage. The centre drive 


LD.1M, LDO.1M, LD.2M, LDO.2M, 14-ton (Series screw incorporates a hardened steel ball to reduce 


: ; friction; a separate thrust pad is provided for 
S200) petrol and diesel, LC.5, LC.5T, 2-ton (Series : : 
: : : rt bet th haft and th 
T200) petrol, 3-ton (Series 303 and 304) petrol, insertion between the camshaft an e ball to protect 


the end of the camshaft. 
4-ton (Series 403 and 404) petrol. 


Vanden Plas 
Princess 4-litre, Princess Mk.IV. 


18G 232 


Camshaft sprocket 
locking fixture 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 
and 404) diesel, 5-ton (Series 503 and 504) diesel, 
7-ton (Series 701 and 702). 


Morris Trucks 

LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton 
(Series 403 and 404) diesel, 5-ton (Series 503 and 
504) diesel, 7-ton (Series 701 and 702). 


The plate will bolt to the timing case with the teeth 
engaging the camshaft chain wheel to facilitate the 
removal or replacement of the shaft nut. 
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18G 241 


Timing chain tensioner 
positioning tool 


Austin 
Taxi and Hire-car diesel. 


Austin Trucks 

LDO.1A, LDO.2A, 14-ton (Series S200) diesel, 301 diesel, 
LCFO, 2-ton (Series T200) diesel, 3-ton (Series 303 and 304) 
diesel, 4-ton (Series 403 and 404) diesel, 5-ton (Series 503 


d 504) diesel, 7-t ies 701 and 702), Gipsy diesel. . 
aii dais sal iad a a Pay O13 This tool holds the tensioner sprocket in such a position 


Morris Trucks that the maximum amount of slackness in the chain is 
LDO.1M, LDO.2M, 14-ton (Series S200) diesel, LCO.5, available, at the same time leaving the operator with both 
LCO.5T, LCFO, 2-ton (Series T200) diesel, NVO.3, 3-ton hands free. 


(Series 303 and 304) diesel, 4-ton (Series 403 and 404) 
diesel, 3/5-ton ECVO, NCVO, NVO.5, FVO, FVSO, OP, 
5-ton (Series 503 and 504) diesel, 7-ton (Series 701 and 702). 


18G 123 A 


Camshaft liner reamer 
(basic tool) 


This equipment is essential when reconditioning cylinder 
blocks, otherwise camshaft liners cannot be reamed in line, 
and in consequence the clearance between the camshaft 
journal and liner will be incorrect. This basic tool must be 
used with the cutters and pilots supplied separately and 
shown against their respective models. Full instructions 
for using the equipment is supplied with each basic tool. 


Refer to adaptor sets for application. 


18G 123 AL 


Fibre box (camshaft reamers) 


A fibre box for the storage of camshaft liner reamer cutters 
and pilots, and partitioned to protect the machined edge of 
the cutters. 
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Typical example of set of cutters and pilots 
for camshaft liner reaming 


For early Engines with single (Front) White Metal Bearing, only the 
three following items are required. 


18G 123 AN Camshaft Liner Reamer Cutter 
18G 123 AH Camshaft Liner Reamer Pilot 
18G 123 AJ Camshaft Liner Reamer Pilot 
For later Engines with three White Metal Bearings. 
Used on “A” type 18G 123 B Camshaft Liner Reamer Cutter 
standardised engines. (CODE 1) : 
18G 123 AN Camshaft Liner Reamer Cutter 
18G 123 AP Camshaft Liner Reamer Cutter 
18G 123 AQ Camshaft Liner Reamer Pilot 
(CODE 18) 
18G 123 AT Camshaft Liner Reamer Pilot 
18G 123 BA Camshaft Liner Reamer Pilot 
18G 123 BB Camshaft Liner Reamer Pilot 
~ 18G 123 BC Camshaft Liner Reamer Pilot 
Used on"'B” type 18G 123 B Camshaft Liner Reamer Cutter 
standardised engines. (CODE 1) 
18G 123 E Camshaft Liner Reamer Cutter 
. k (CODE 4) 
Austin Trucks 18G 123 F Camshaft Liner Reamer Cutter 
Series 101, 152. ; (CODE 5) 
J2—M16. 18G 123 L Camshaft Liner Reamer Pilot 
; s (CODE 9) 
Morris Trucks 18G 123 T Camshatt Liner Reamer Pilot 
JB & J2. (CODE 16) 
J2—M16 eo 123 AB Camshaft Liner Reamer Pilot 
(CODE 12 A) 
Also used on 18G 123 AC Camshaft Liner Reamer Pilot 
M.G. A. Twin Cam (CODE 13A) 
(Half-Speed Shaft Liners.) 18G 123 AD Camshaft Liner Reamer Pilot 
(CODE 15) 
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‘ 
18G 123 C Camshaft Liner Reamer Cutter 
(CODE 2) 
18G 123 D Camshaft Liner Reamer Cutter 
(CODE 3) 
18G 123 E Camshaft Liner Reamer Cutter 
(CODE 4) 
18G 123 F Camshaft Liner Reamer Cutter 
a revs (CODE 5) 
Used on ‘‘C”’ type 18G 123 L Camshaft Liner Reamer Pilot 
standardised engines. (CODE 9) 
‘ 18G 123 T Camshaft Liner Reamer Pilot 
(CODE 16) 
18G 123 AA Camshaft Liner Reamer Pilot 
(CODE 13) 
18G 123 AB Camshaft Liner Reamer Pilot 
(CODE 12A) 
18G 123 AM Camshaft Liner Reamer Pilot 
(CODE 14A) 
ee ee ee 
18G 123 B Camshaft Liner Reamer Cutter 
(CODE 1) 
18G 123 C Camshaft Liner Reamer Cutter 
(CODE 2) 
18G 123 D Camshaft Liner Reamer Cutter 
(CODE 3) 
18G 123 E Camshaft Liner Reamer Cutter 
Vanden Plas (CODE 4) 
18G A H Camshaft Liner Reamer Pilot 
Princess (Mark IV (CODE 6) 
Be sists : aie ) 186 123 J Camshaft Liner Reamer Pilot 
: (CODE 7) 
18G 123 M Camshaft Liner Reamer Pilot 
(CODE 10) 
18G 123 N Camshaft Liner Reamer Pilot 
(CODE 11) 
18G 123 AF Camshaft Liner Reamer Pilot 
(CODE 22) 
eee 
18G 123 B Camshaft Liner Reamer Cutter 
Austin (CODE 1) 
Taxi & Hire-car (petrol), Taxi & Hire-car (diesel) (cove 2) Camshaft Liner Reamer Cutter 
Austin Trucks (Cove y Camshaft Liner Reamer Cutter 
4 
ers ly tl clones, beg a 186 123 L Camshatt Liner Reamer Pilot 
14-ton (Series S200), Petrol & Diesel. (CODE 9) 
301 (Petrol), Gipsy (Petrol), Gipsy (Diesel). 18G 123 M Camshaft Liner Reamer Pilot 
‘ (CODE 10) 
Morris Trucks 18G 123 Q Camshaft Liner Reamer Pilot 
LD.1M, LDO.1M, LD.2M, LDO.2M. (CODE 13) 
14-ton (Series S200 Petrol & Diesel, 18G 123 T Camshaft Liner Reamer Pilot 
LC.5, LC.5T. (CODE 16) ; 
: 18G 123 AD Camshaft Liner Reamer Pilot 
(CODE 15) 
> 18G 123 B Camshaft Liner Reamer Cutter 
Austin Trucks (CODE 1) 
2 ton 3}-Litre 18G 123 C Camshaft Liner Reamer Cutter 
2 ton (Series 1 & 2) (CODE 2) 
5 ton 3}-Litre (cove 4) Camshaft Liner Reamer Cutter 
5 ton (Series 1 & 2) 18G 123 F Camshaft Liner Reamer Cutter 
(CODE 5) 


Continued on following page 
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Continued from previous page 


Austin Trucks 

2 ton 3}-Litre 

2 ton (Series 1 & 2) 
5 ton 34-Litre 

5 ton (Series 1°&-2y 


18G 123 H 
(CODE 6) 
18G 123 K 
(CODE 8) 
18G 123 N 
(CODE 11) 
18G 123 P 
(CODE 12) 
18G 123 AF 
(CODE 22) 


Camshaft Liner Reamer Pilot 
Camshaft Liner Reamer Pilot 
Camshaft Liner Reamer Pilot 
Camshaft Liner Reamer Pilot 


Camshaft Liner Reamer Pilot 


18G 124 A 


Camshaft liner remover 
and replacer (basic tool) 


This basic tool with appropriate adaptors enables 
camshaft liners to be removed and replaced without 
the damage invariably associated with the use of 
improvised drifts. Adaptors to suit a wide range of 
models are obtainable separately. Full instructions for 
use are supplied with each basic tool. 


Typical example of camshaft liner 
remover and replacer, adaptor set 


Refer to Adaptor Sets for application. 
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For early engines with single (Front) White Metal Bearing, only the 
following item is required. 


18G 124 K Camshaft Liner Remover Adaptor 
Used on ‘'A”’ type For later engines with three White Metal Bearings. 
standardised engines. 18G 124 B Camshaft Liner Remover Adaptor 
(CODE 1) 
18G 124 K Camshaft Liner Remover Adaptor 
> cit 18G 124 M Camshaft Liner Remover Adaptor 
Used on ‘'B”’ type ; 
standardised engines. 18G 124 B Camshaft Liner Remover Adaptor 
: (CODE 1) 
Austin ie 18G 124 C Camshaft Liner Remover Adaptor 
Series 101, 152. (CODE 2) 
Morris Trucks 18G 124 F Camshaft Liner Remover Adaptor 
JB, J2. (CODE 5) 
Also used on M.G. A. Twin Cam 18G 124 H Camshaft Liner Remover Adaptor 
(Half-Speed Shaft Liners.) (GOODE &) 
18G 124 C Canshaft Liner Remover Adaptor 
(CODE 2) 
18G 124 D Camshaft Liner Remover Adaptor 
(CODE 3) 
Used on ‘'C”’ type (CODE. ; Camshaft Liner Remover Adaptor 
tandardised ines. 4 
ic hd 18G 124 F Camshaft Liner Remover Adaptor 
(CODE 5) 
18G 124 H Camshaft Liner Remover Adaptor 
(CODE 6) 
18G 124 L Camshaft Liner Remover Adaptor 
(CODE 8) 
a a a ee Se 
18G 124 B Camshaft Liner Remover Adaptor 
(CODE 1) 
18G 124 D Camshaft Liner Remover Adaptor 
Vanden Plas (CODE 8) 
Princess (Mark IV) (CODE 4 Camshaft Liner Remover Adaptor 
Princess 4-Litre. 18G 124 F Camshaft Liner Remover Adaptor 
(CODE 5) 
18G 124 H Camshaft Liner Remover Adaptor 
(CODE 6) 
18G 124 J Camshaft Liner Remover Adaptor 
(CODE 7) 
es ee et ee eee 
18G 124 B Camshaft Liner Remover Adaptor 
e (CODE 1) 
Austin 
Taxi & Hire-car (Petrol), Taxi & Hire-car (Diesel). 
Austin Trucks 18G 124 D Camshaft Liner Remover Adaptor 


25 cwt. Petrol, LD.1A, LDO.1A, LD.2A, LDO.2A, (CODE 3) 
14-ton (Series S200) Petrol & Diesel. 
301 Petrof, Gipsy Petrol & Diesel. 


Morris Trucks 18G 124 F Camshaft Liner Remover Adaptor 
LD.1M, LDO.1M, LD.2M, LDO.2M, (CODE 5) 
14-ton (Series S200) Petrol & Diesel. 
LCS) EC-ST. 
18G 124 H Camshaft Liner Remover Adaptor 
(CODE 6) 
18G 124 B Camshaft Liner Remover Adaptor 
(CODE 1) ; 
Austin Tracks (cove 2) Camshaft Liner Remover Adaptor 
2 ton 34-litre, 18G 124 D Camshaft Liner Remover Adaptor 
2 ton (Series | & II) (CODE 3) 
5 ton 3+-litre (CODE , Camshaft Liner Remover Adaptor 
: 5 
5 ton (Series | & I!) 18G 124 H Camshaft Liner Remover Adaptor 
(CODE 6) 
18G 124 J Camshaft Liner Remover Adaptor 
(CODE 7) 
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18G 42 A 


Main bearing cap remover 
(basic tool) 


This basic tool must be used with adaptors supplied 
separately, when it will remove main bearing caps from \f 
a wide range of models. See 18G 42 B, 18G 42 C. 


18G 42 B 


Main bearing cap 
remover adaptors 


Used on ‘'C"’ type standardised egnines. 


Austin 
Taxi & Hire-car (petrol & diesel). 


Austin Trucks 
LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton (Series S200) 
petrol and diesel, 301 petrol, Gipsy petrol and diesel. 


Morris Trucks 
LD.1M, LDO.1M, LD.2M, LDO.2M, 14-ton (Series S200) 
petrol and diesel, LC.5,"LC.5T. 


Vanden Plas 
Princess (Mark IV), Princess 4-litre. 


18G 42 C 


Rear main bearing cap 
remover adaptor 


Austin 

A55, A55 (Mark II), Metropolitan. 
Austin Trucks 

Series 101, 152. 

Morris Trucks 

JB, J2. 
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18G 57/0 


Crankshaft primary gear 
oil seal protector sleeve 
hints 

Mini (All versions) 

1100 (All versions) 


Morris 
Mini (All versions) 
1100 (All versions) 


Riley 
Elf (All versions) 


For use when fitting flywheel housing. This sleeve will 
prevent the clutch splines on the primary drive damaging 
the oil seal. 


Wolseley 
Hornet (All versions) 


Vanden Plas 
1100 


18G 1037 


Replacer—crankshaft 
spigot bush 


Austin 
1800 


M.G. 
M.G. B (5 bearing crankshaft) 


18G 55 A 


Piston ring compressor 


Suitable for all models with 
from 24” (60 mm.) 
to 5” (125 mm.) 


bore sizes 


Where piston is fitted from top of block. 
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18G 616 


Connecting rod bush 
remover and replacer 


. 


: Austin Trucks 
Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 
and 404) diesel, 5-ton (Series 503 and 504) diesel, 
7-ton (Series 701 and 702). F.J. Series. 


Morris Trucks This tool should be used with a suitable press and will 
LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, ensure that wrapped-type bushes are fitted without 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton (Series distortion. 


403 and 404) diesel, 5-ton (Series 503 and 504) diesel, 
7-ton (Series 701 and 702). F.J. Series. 


18G 71002 


Gudgeon pin remover- 
replacer 


Austin 
Cooper "'S" 


Morris 
Cooper "S"” 


CD 


18G 227 C 


Cylinder liner remover 


ference eect 


tet 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 and 
404) diesel, 5-ton (Series 503 and 504) diesel, 7-ton 
(Series 701 and 702). F.J. Series. 


Morris Trucks 


LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel The feet of this remover are of phosphor-bronze to 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton (Series prevent damage to the machined surface of the cylinder 
403 and 404) diesel, 5-ton (Series 503 and 504) diesel block. This improved version is suitable for both 95 mm. 
7-ton (Series 701 and 702). F.Jd. Series. and 100 mm. bores (see also 18G 227 D). 
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18G 227 D 


Cylinder liner remover 
conversion pad 


~ 


This redesigned pad will convert 18G 227 A (now 
obsolete) to 18G 227 C, which is suitable for cylinder 
liners of 95 mm. and 100 mm. bore. See 18G 227 C for 
models covered. 


18G 544 
Oil gallery plug tool 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 
and 404) diesel, 5-ton (Series 503 and 504) diesel, 
7-ton (Series 701 and 702). 


Morris Trucks 

LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 
and 404) diesel, 5-ton (Series 503 and 504) diesel, 
7-ton (Series 701 and 702). 


A special peg tool for the removal and replacement 
of oil gallery plugs on the models listed. 


18G 69 


Oil pump release valve 
grinding-in tool 


Used on ‘‘A”, “‘B’’ and “C”’ type standardised engines. 


Vanden Plas 
Princess Mk.1IV, Princess 4-litre. 


Austin Trucks 

Series 101, 152, LD.1A, LDO.1A, 25-cwt. petrol, LD.2A, 
LDO.2A, 14-ton (Series S200) petrol and diesel, 301 
petrol, 3-ton (Series 1 and 2), 2-ton (Series T200) petrol, 
3-ton (Series 303 and 304) petrol, 4-ton.(Series 403 and 
404) petrol, 5-ton (Series 1 and 2), Gipsy petrol and diesel. 


Morris Trucks 

JB, J2, LD.1M, LDO.1M, LD.2M, LDO.2M, 14-ton (Series 
$200) petrol and diesel, LC.5, LC.5T, 2-ton (Series T200) 
petrol, 3-ton (Series 303 and 304) petrol, 4-ton (Series 
403 and 404) petrol. 


Designed to facilitate the removal and grinding-in of the 
engine oil release valve. Tightening the set screw 
expands the rubber plunger, which ensures that the tool 
is a tight fit when inserted into the hollow oil release 
valve. 
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18G 61 


Water pump bearing remover 
and replacer 


Used on ‘‘C’’ type standardised engines. 
Prior to introduction of one piece spindle bearing 
assembly. 


Vanden Plas 

Princess 4-litre, Princess Mk. IV. 

Austin Trucks 

LD.1A, LDO.1A, 25-cwt. petrol, LD.2A, LDO.2A, 14-ton 
(Series S200) petrol and diesel, 301 petrol, 2-ton 3-litre, 
2-ton (Series 1 and 2), 2-ton (Series T200) petrol, 3-ton 
(Series 304 and 404) petrol, 4-ton (Series 403 and 404) 
petrol, 5-ton 34-litre, 5-ton (Series 1 and 2), 5-ton 
(Series 503 and 504) petrol, Gipsy petrol and diesel. 
Morris Trucks 

LD.1M, LDO.1M, LD.2M, LDO.2M, 14-ton (Series $200) 
petrol and diesel, LC.5, LC.5T, 3-ton (Series 303 and 304) 
petrol, 4-ton (Series 403 and 404) petrol, 5-ton (Series 
503 and 504) petrol. 


18G 187 


Radiator reverse-flush 


The adaptors should be used in pairs, one for the 
ad apto rs radiator inlet hose and one for the outlet hose. The 


hose connection is 1 in, (25:4 mm.) in diameter. 
Suitable for radiators on all models. 


18G 396 


Cylinder head nut 
spanner 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 and 
404) diesel, 5-ton (Series 503 and 504) diesel, 7-ton 
(Series 701 and 702). F.J. Series. 


_ 


Morris Trucks 


LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, \s 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton (Series A suitably shaped spanner for tightening certain 
403 and 404) diesel, 5-ton (Series 503 and 504) diesel, cylinder head nuts, without removing the rocker 


7-ton (Series 701 and 702). F.J. Series. shaft. 


18G 545 | 


Cylinder head nut spanner 


Used.on ‘‘C”’ type standardised engines. A suitably shaped spanner for tightening certain 
2 cylinder head nuts, without removing the rocker 
shaft. 


SS ee ee 
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18G 694 
Cylinder head nut spanner 


a 
Austin } All models fitted with 
Morris 1500 diesel engine. : 


A suitably shaped spanner for tightening 
certain cylinder head nuts, without 
removing the rocker shaft. 


18G 21 


Valve rocker 
bush remover and 
replacer 


Used on ‘'C”’ type standardised engines. 


Vanden Plas 


Princess (Mark IV), Princess 4-litre. 
Taxi & Hire-car (petrol & diesel). 


Austin Trucks 

LD.1A, LDO.1A, 25-cwt petrol, LD.2A, LDO.2A, 

14-ton (Series S200) petrol and diesel, 301 petrol, 

2-ton 34-litre, 2-ton (Series T200) petrol, 3-ton (Series 303 
and 304) petrol, 4-ton (Series 403 and 404) petrol, 5-ton 
3$-litre, 5-ton (Series 1 and 2), Gipsy petrol and diesel. 


The flange of the driver is recessed to prevent the split 


Morris Trucks bush from opening when being driven into position; 


LD.1M, LDO.1M, LD.2M, LDO.2M, LC.5, LC.5T, the anvil'is also recessed to retain the rocker during 
1}-ton (Series S200) petrol and diesel, 2-ton (Series the operation. Use of a light press is desirable when 
T200) petrol, 3-ton (Series 303 and 304) petrol, 4-ton using this tool; alternatively a vice or copper- 

(Series 403 and 404) petrol. faced hammer may be used. 


18G 226 


Valve rocker 
bush remover and 


replacer 


Used on “‘B”’ type standardised engines. 


Austin Trucks 
Series 101, 152 


Morris Trucks 
JB, J2. 
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18G 226 A 


Valve rocker bush remover 


and replacer (Drift only) 


Used on “A tyge standardised engines. 


NOTE: Must not be used on pressed steel 
type rockers. 


To be used in conjunction with the anvil part of 
18G 226. 


18G 45 


Valve 
spring 
compressor 


Used on ‘“‘A”’ & ‘‘B” type standardised engines. 


Austin 
Taxi & Hire-car (petrol & diesel). 


Vanden Plas 
Princess Mk lv, Princess 4-litre. 


Austin Trucks 

Series 101, 152, LD.1A, LDO.1A, 25-cwt. petrol, 

LD.2A, LDO.2A, 14-ton (Series S200) petrol and diesel, 
301 petrol, 2-ton 3}-litre, 2-ton (Series 1 and 2), 2-ton 
(Series T200) petrol and diesel, 3-ton (Series 303 and 
304) petrol, 4-ton (Series 403 and 404) petrol, 5-ton 
34-litre, 5-ton (Series 1 and 2), 5-ton (Series 503 and 504) 
petrol, Gipsy petrol and diesel. 


Morris Trucks 

JB, J2, PV LD.1M, LDO.1M, LD.2M, LDO.2M, LC, 
LC.3, LC.4, 14-ton (Series S200) petrol and diesel, 
LC.5, LC.5T, 2-ton (Series T200) petrol and diesel, 
30-cwt./3-ton CV, ECV, NV, 3-ton (Series 303 and 304) 
petrol, 4-ton (Series 403 and 404) petrol, 3/5-ton CV, 
ECV, NCV, FV, PP, 5-ton (Series 503 and 504) petrol. 


18G 106 


Valve spring 
compressor 


Used on ‘‘C"’ type standardised engines. 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 and 
404) diesel, 5-ton (Series 503 and 504) diesel, 5-ton 
Perkins diesel, 7-ton (Series 701 and 702). F.J. Series. 
Morris Trucks" 

LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton (Series 
403 and 404) diesel, 3/5-ton NVS.3, NVS.5, FVS, 
ECVO, NVCO, NVO.5, FVO, FVSO, OP, 5-ton 

(Series 503 and 504) diesel, 7-ton (Series 701 and 702). 
F.J. Series. 
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This tool is designed for o.h.v. engines. 
It has a cam and lever action, 

and screw adjustment. The adaptor 
ring is shaped to facilitate the fitting 

of cotters. 


f 
This tool is designed for o.h.v. engines. 
It has a cam and lever action and screw 
adjustment. The adaptor ring is shaped 
to facilitate the fitting of the cotters. 


18G 1011 


Valve spring 
compressor 


Vanden Plas 
Princess 4-litre R. 


NOTE: 
Instructions for use included with tool. 
Also in workshop manual. 


18G 120 


Valve insert 
remover 


Austin Trucks 
2-ton 3}-litre, 2-ton (Series 1 and 2), 2-ton (Series T200) 


petrol, 3-ton (Series 303 and 304) petrol, 3-ton (Series This remover will facilitate the reconditioning of 
303 and 304) petrol, 4-ton (Series 403 and 404), petrol, cylinder heads where valve seat inserts have been 
5-ton 3$-litre, 5-ton (Series 1 and 2). fitted. The tool has a built-in thrust race and shaped 


forged steel legs to remove seat inserts with the 


: minimum of effort and maximum efficiency. 
Morris Trucks 


2-ton (Series T200) petrol, 3-ton (Series 303 and 304) 
petrol, 4-ton (Series 403 and 404) petrol. 
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18G 228 


Valve guide remover 


ta 


Austin Trucks - 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
3-ton (Series 303 and 304) diesel, 4-ton (Series 403 and 
404) diesel, 5-ton (Series 503 and 504) diesel, 7-ton 
(Series 701 and 702). F.J. Series. 


Morris Trucks 

LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton (Series 
403 and 404) diesel, 5-ton (Series 503 and 504) diesel, 
7-ton (Series 701 and 702), F.J. Series. 


18G 229 


Valve guide reamer 


Austin Trucks 

Series 301 diesel, LCFO, 2-ton (Series T200) diesel, 
38-ton (Series 303 and 304) diesel, 4-ton (Series 403 
and 404) diesel, 5-ton (Series 503 and 504) diesel, 
7-ton (Series 701 and 702). F.J. Series. 


Morris Trucks 

LCO.5, LCO.5T, LCFO, 2-ton (Series T200) diesel, 
NVO.3, 3-ton (Series 303 and 304) diesel, 4-ton 
(Series 403 and 404) diesel, 5-ton (Series 503 and 504) 
diesel. 7-ton (Series 701 and 702). F.J. Series. 


18G 191 C 


Valve timing 


checking 

adaptor set 

_ 
Use in conjunction with Dial indicator 
part of 18G 191. 
NOTE: 

Vanden Plas See final drive section for basic tool. 


Princess 4-litre R. 
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18G 29 
Valve grinding-in tool 


Used on ‘B” & “‘C"’ type standardised engines. 


Austin Trucks 

Use with 18G 29 A: Series 101, 152, LD.1A, LDO.1A, 
25-cwt. petrol, LD.2A, LDO.2A, 14-ton (Series S200) 
petrol and diesel, LCFO, 301 petrol and diesel, 2-ton 
34-litre, 2-ton (Series 1 and 2), 2-ton (Series T200) petrol 
and diesel, 3-ton (Series 303 and 304) petrol and diesel, 
4-ton (Series 403 and 404) petrol and diesel, 5-ton 34-litre, 
5-ton (Series 1 and 2), 5-ton (Series 503 and 504) petrol 
and diesel, 5-ton Perkins diesel, 7-ton (Series 701 and 
702), Gipsy petrol and diesel. F.J. Series. 


Morris Trucks 
Use with 18G 29 A: Jd, J2, JB, LD.1M, LDO.1M, LD.2M, 
LDO.2M, 14-ton (Series S200) petrol and diesel, LC.5, 


LC.5T, LCO.5, LCO.5T, LCFO, 2-ton (Series T200) petrol NOTE: 
and diesel, 3-ton (Series 303 and 304) petrol and diesel, A replacement suction pad available under 
4-ton (Series 403 and 404) petrol and diesel, 5-ton Part No. 18G 29 A. 


(Series 503 and 504) petrol and diesel, 7-ton (Series 
701 and 702), F.J. Series. 


18G 29 B 


Suction pad 
valve grinding-in tool 


Use with 18G 29. 
Used on ‘‘A”’ type standardised engines. 


not illustrated 


18G 29 C 


Suction pad 
valve grinding-in tool 


Vanden Plas Use with 18G 29. 
Princess 4-litre R. 


not illustrated 
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18G 27 


Valve seat cutter 
& pilot handle 
(basic tool) 


SUITABLE ALL MODELS. 


18G 27B 


Fibre box— 
valve seat cutters 


A strongly made fibre box for the storage 
of valve.seat cutters, glaze breakers, pilots, 
and handle. Partitioned to protect the 
machined edge of the cutters. 


Typical examples of 
cutter pilot 
& valve seat cutters 


VALVE SEAT CUTTER PILOT 


VALVE SEAT GLAZE BREAKER 

VALVE SEAT NARROWING CUTTER—TOP 
VALVE SEAT FINISHING CUTTER 

VALVE SEAT NARROWING CUTTER—BOTTOM 


Fe woOND = 
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Used on “A” type 18G 167 D Pilot (Exhaust & Inlet). 
standardised engines, 18G 167 Finishing Cutter—Exhaust & Inlet. 
except for Cooper versions 18G 167 A Glaze Breaker—Exhaust & Inlet. 
and non-standard engines. 18G 167 B Narrowing Cutter—Top—Exhaust & Inlet. 
18G 167 C Narrowing Cutter—Bottom—Exhaust & Inlet. 
” gh 18G 174 D Pilot (Inlet & Exhaust). 
18G 25 Finishing Cutter—Exhaust. 
18G 25 A Glaze Breaker—Exhaust. 
: 18G 25B Narrowing Cutter—Exhaust—T op. 
Used on “'B”’ type 18G 25 C Narrowing Cutter—Exhaust—Bottom. 


standardised engines. 18G 174 Finishing Cutter—Inlet. 


18G 174 A Glaze Breaker—Inlet. 


18G 174 B Narrowing Cutter—Inlet—Top. 
18G 174 C Narrowing Cutter—Inlet—Bottom. 
18G 28 B Narrowing Cutter—Top—tInlet. Magnette 
18G 28 C Narrowing Cutter—Bottom—lInlet. ZA & ZB 
18G 174 D Pilot (Exhaust & Inlet). 

Used on “‘C” type 18G 28 Finishing Cutter—Exhaust. 

‘ _ 18G 28 A Glaze Breaker—Exhaust. 

standardised engines. 

For other Healey versions 18G 28 B Narrowing Cutter—Top—Exhaust. 

(see separate heading) 18G 28 C Narrowing Cutter—Bottom—Inlet & Exhaust. 

p 9). 18G 373 Finishing Cutter—Inlet 30°. 


18G 373 A Glaze Breaker—Inlet 30°. 


18G 174 D Pilot (Inlet & Exhaust). 


18G 28 Finishing Cutter—Exhaust. 
H ealey 18G 28 A Glaze Breaker—Exhaust. 
100/6 six-port head 18G 28 B Narrowing Cutter—Top—Exhaust. 
3000 |, Il, & Ill. 18G 28 C Narrowing Cutter—Bottom—Inlet & Exhaust. 
For 100/6 prior to 18G 30 Finishing Cutter—Inlet. 
six port head, see ‘'C”’ type 18G 30 A Glaze Breaker—Inlet. 
standardised list. 18G 30 B Narrowing Cutter—Top—tinlet. 
18G 30 C Narrowing Cutter—Bottom—Inlet. 


18G 174 D Pilot (Inlet & Exhaust) Petrol & Diesel. 


18G 25 Finish Cutter—Exhaust—Diesel. 
18G 25 A Glaze Breaker—Exhaust—Diesel. 
18G 25 B Narrowing Cutter—Top—Exhaust—Diesel. 
A usti n 18G 25 C Narrowing Cutter—Bottom—Exhaust—Diesel. 
: 18G 28 Finishing Cutter—Inlet Diesel—Inlet & Exhaust 
Taxi and Hire-car Petrol. 
(Petrol & Diesel). 18G 28 A Glaze Breaker—Inlet Diesel—Inlet & Exhaust 
Petrol. 
18G 28 B Narrowing Cutter—Top—Inlet Diesel—Inlet 
& Exhaust Petrol. 
18G 28 C Narrowing Cutter—Bottom—Inlet Diesel— 


Inlet & Exhaust Petrol. 


18G 174 D Pilot (Inlet & Exhaust). 


18G 25 Finishing Cutter—Exhaust. 
M G : 18G 25 A Glaze Breaker—Exhaust. 

Sine an 18G 174 B Narrowing Cutter—Top—Exhaust. 
M.G. A. (1500). 18G 25 C Narrowing Cutter—Bottom—Exhaust. 
M.G. A. (1600 Mk.|). 18G 28 B Narrowing Cutter—Top—tnlet. 

18G 28 C Narrowing Cutter—Bottom—Inlet. 


18G 174. \ Finishing Cutter—Inlet. 
18G 174A Glaze Breaker—Inlet. 
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18G 174 D Pilot (Inlet & Exhaust). 


18G 28 Finishing Cutter—Inlet. 
G 18G 28 A Glaze Breaker—Inlet. 
Pha 33 18G 28 B Narrowing Cutter—Top—lInlet. 
M.G. A. Twin Cam 18G 174 Finishing Cutter—Exhaust. 
18G 174 A Glaze Breaker—Exhaust. 
18G 174 B Narrowing Cutter—Top—Exhaust. 
~ 
18G 174 D Pilot (Exhaust & Inlet). 
18G 28 Finishing Cutter—Exhaust. 
‘ 18G 28 A Glaze Breaker—Exhaust. 
Vanden Plas 18G 28 B Narrowing Cutter—Top—Exhaust. 
Princess Mk. IV. 18G 28 C Narrowing Cutter—Bottom—Exhaust. 
Princess 4-Litre. 18G 30 Finishing Cutter—Inlet. 
18G 30 A Glaze Breaker—Inlet. 
18G 30 B Narrowing Cutter—Top—inlet. 
18G 30 C Narrowing Cutter—Bottom—Inlet. 
CS. SSS 
= 18G 174 D Pilot (Inlet & Exhaust) 
Austi n 18G 25 Finishing Cutter—Exhaust. 
1800 18G 25 A Glaze Breaker—Exhaust. 
18G 174 B Narrowing Cutter—Top—Exhaust. 
M fs G 2 18G 25 C Narrowing Cutter—Bottom—Exhaust. 
18G 28 Finishing Cutter—Inlet. 
M.G. A (1600 Mk. II 
M.G. B ( ) 18G 2A Glaze Breaker—Inlet. 
ore 18G 28 B Narrowing Cutter—Top—Inlet. 
18G 28 C Narrowing Cutter—Bottom—tInlet. 
— ee 
Austin 18G 174 D Pilot (Inlet & Exhaust). 
, LDO.1A diesel 18G 25 Finishing Cutter—Exhaust. 
oo LDO a vie 18G 25 A Glaze Breaker—Exhaust. 
a-ton 2A diesel. 18G 25 B Narrowing Cutter—Top—Exhaust. 
. 18G 28 Finishing Cutter—Inlet. 
Morris ; 18G 28 A Glaze Breaker—Inlet. 
20 cwt. LDO.1M diesel. 18G 28 B Narrowing Cutter—Top—lInlet. 
30 cwt. LDO.2M diesel. 18G 28 C Narrowing Cutter—Bottom—lInlet. 
Austin 18G 174 D Pilot (Inlet & Exhaust). 
1-ton LD.1A petrol « 18G 28 Finishing Cutter—Inlet & Exhaust. 
14-ton LD.2A petrol. 18G 28 B Narrowing Cutter—Top—tinlet & Exhaust. 
Morris 


20-cwt. LD.1M petrol 
39-cwt. LD.2M petrol 


18G 174 D Pilot (Inlet & Exhaust). 


18G 25 Finishing Cutter—Exhaust. 

1 : 18G 25 A Glaze Breaker—Exhaust. 
Austin 18G 25 B Narrowing Cutter—Top—Exhaust. 
1g-ton Series S200 P & D. 18G 25 C Narrowing Cutter—Bottom—Exhaust. 
Gipsy. diesel. 18G 28 Finishing Cutter—Inlet. 

18G 28 A Glaze Breaker—Inlet. 
18G 28 B Narrowing Cutter—Top—tInlet. 
18G 28 C Narrowing Cutter—Bottom—tInlet. 
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1 18G 230 Pilot (Inlet & Exhaust). 
Morris 18G 174 Finishing Cutter—Inlet & Exhaust. 
30-cwt./3-ton 18G 28 Finishing Cutter—Inlet & Exhaust. 
NVO.3 diesel. 18G 28 A Glaze Breaker—Inlet & Exhaust. 

» 

. 18G 174 D Pilot (Inlet & Exhaust). 
Austin . 186 25 Finishing Cutter—Exhaust. 
10-cwt. Series 101 petrol. 18G 25 A Glaze Breaker—Exhaust. 
15-cwt. Series 152 petrol. 18G 25 B Narrowing Cutter—Top—Exhaust. 

18G 25 C Narrowing Cutter—Bottom—Exhaust. 

. 18G 174 Finishing Cutter—Inlet. 
Morris 18G 174 A Glaze Breaker—Inlet. 
10-cwt. JB petrol. 18G 174 B Narrowing Cutter—Top—tInlet. 
15/20-cwt. J2 petrol. 18G 174 C Narrowing Cutter—Bottom—tInlet. 
Morris 18G 534 D Pilot (Inlet & Exhaust). 

PV. LC 18G 534 Finishing Cutter—Inlet & Exhaust. 

LC.3, LC.4, 18G 534 A Glaze Breaker—Inlet & Exhaust. 
eee 
Austin eae 

301 FC, (LCFO), 2 ton Series T200. : 

; : 18G 174 A Glaze Breaker—Exhaust. 
3-ton Series, 303 & 304 diesel. . 

: . 18G 174 B Narrowing Cutter—Top—Exhaust. 
4-ton Series 403 & 404 petrol & diesel. nara 

. : 18G 28 Finishing Cutter—lInlet. 
5-ton Series, 503 & 504 diesel. 

: : 18G 283A Glaze Breaker—Inlet. 
7-ton Series, 701 & 702 diesel. ‘ 

Fu Series (5-1 & 5-7 underfloor) 18G 28 B Narrowing Cutter—Top—tnlet. 

: : 18G 28 C Narrowing Cutter—Bottom—Inlet. 

Morris 


2-ton LCFO diesel. 

2-ton Series, T200 petrol & diesel. 
3-ton Series, 303 & 304 diesel. 

4-ton Series, 403 & 404 petrol & diesel. 
5-ton Series, 503 & 504 diesel. 

7-ton Series, 701 & 702 diesel. 

FJ Series (5:1 & 5:7 underfloor). 


Austin 18G 230 Pilot (Inlet & Exhaust). 

. ; 18G 174 Finishing Cutter—Exhaust. 
teeta Sones 003 alse. 18G 174 A Glaze Breaker—Exhaust. 
Morris 18G 174 B Narrowing Cutter—Top—Exhaust. 

18G 174 C Narrowing Cutter—Bottom—Exhaust. 
30-cwt./2-ton Series. 18G 28 Finishing Cutter—inlet. 
LCO.5, LCO.5T diesel. 18G 28 A Glaze Breaker—Inlet. 
Morris 18G 533 D Cutter Pilot—Inlet & Exhaust. 
30-cwt./3-ton CV, ECV, NV petrol. 18G 533 Finishing Cutter—Inlet & Exhaust. 
3/5-ton CV, ECV, NCV, FV, PP petrol. . 18G 533 A Glaze Breaker—Inlet & Exhaust. 
Morris 18G 533 D —Cutter Pilot—inlet & Exhaust. 

18G 28 Finishing Cutter—Inlet & Exhaust. 
3/5-ton NVS.3, NVS.5, FVS petrol. 18G 28 A Glaze Breaker—Inlet & Exhaust. 
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18G 174 D Pilot (Inlet & Exhaust). 


A usti n 18G 28 Finishing Cutter—Inlet & Exhaust. 

25-cwt. petrol. 18G 28 A Glaze Breaker—Inlet & Exhaust. 
18G 28 B Narrowing Cutter—Top—Inlet & Exhaust. 
18G 28 C Narrowing Cutter—Bottom—lInlet & Exhaust. 

7 18G 28 D Pilot (Inlet & Exhaust). 

A usti n 18G 28 Finishing Cutter—Inlet & Exhaust. 

2-ton S-litre petrol. 18G 28 A Glaze Breaker—Inlet & Exhaust. 

ria Series iS 2 pene 18G 28 B Narrowing Cutter—Top—Inlet & Exhaust. 

5-ton Series 1 & 2 petrol. 18G 28 C Narrowing Cutter—Bottom—Inlet & Exhaust. 


5-ton 3}-litre petrol. 
ee 


18G 174 D Pilot (Inlet & Exhaust). 


A usti n 18G 28 Finishing Cutter—Inlet & Exhaust. 
: 18G 28 A Glaze Breaker—Inlet & Exhaust. 
Gipsy petrol. 18G 28 B Narrowing Cutter—Top—lInlet & Exhaust. 
18G 28 C Narrowing Cutter—Bottom—lInlet & Exhaust. 


ess 


Morris 18G 174 D Pilot (Inlet & Exhaust). 
30-cwt. 2-ton LC.5, LC.5T petrol. 18G 28 Finishing Cutter—Inlet & Exhaust. 


—_—————-_—  qo——— SSS 


Morris 18G 376 D Pilot. 
3/5-ton, FVO, FVSO, OP diesel. 18G 535 Finishing Cutter—Inlet & Exhaust. 
10-cwt. J petrol. 18G 535 A Glaze Breaker—Inlet & Exhaust. 
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18G 577 


Exhauster 

oil seal 
guide sleeves 
(One pair) 


Austin Trucks 
4-ton (Series 403 and 404) diesel, 5-ton (Series 503 
and 504) diesel 7-ton (Series 701 and 702). 


Morris Trucks 
4-ton (Series 403 and 404) diesel, 5-ton (Series 503 
and 504) diesel, 7-ton (Series 701 and 702). 


18G 557 A 


Exhauster 

oil seal 

guide sleeve nut aophie 
om 


Austin Trucks 

4-ton (Series 403 and 404) diesel, 5-ton (Series 503 

and 504) diesel, 7-ton (Series 701 and 702). 

For use with 18G 577. 
Morris Trucks 

4-ton (Series 403 and 404) diesel, 5-ton (Series 503 
and 504) diesel, 7-ton (Seriés 701 and 702). 


18G 1008 


Exhauster remover and 
drive gear holder 


3-4, 3-8, 5-1, 5-7-litre engines 
when fitted with exhauster. 
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service tools 


centralizer 


Used on ‘‘B" type standardised engines. 
a 


ta 


Austin Trucks 
Series 101, 152. . For later models (Rolled Spline Clutch Hubs) see 


18G 680. 
Morris Trucks 


J, JB, J2. 


18G 680 


Clutch 
centralizer 


Austin 

A55 van from 15N—L—210323 approx. 
A60. 

Morris ‘ 

Oxford (Series V1) 

Wolseley 

1500 from 15WC—U—L 39342 

16/60 

M.G. 

M.G. A. 1600 (Mk.II) from 16GC—U—H 3929 
and 16GC—U—L 3854 

Magnette IV. 

Riley 

1:5 from 15RB—U—H 17443, 

4/72 


18G 79 


Clutch 
centralizer 


Used on ‘‘C”’ type standardised engines. 

Austin 

Taxi (Series FX3) petrol up to Chassis No. 151282, 
Hire-car (Series FL1) petrol up to Chassis No. 153579, 
also suitable for models converted from petrol to diesel. 
For later Taxi models see 18G 554. 

Austin Trucks 

25 cwt. petrol. 


18G 554 


Clutch 
centralizer 


Austin 
Taxi (FX3 and FX8D) from Chassis No. 151283, = 
Hire-car (FL2 and FL2D) from Chassis No. 15358, 

Taxi and Hire-car (FX4D and FL2D) manual gearbox, 

Gipsy petrol and diesel. 


Austin Trucks 
LD.1A, LDO.1A, LD.2A, LDO.2A, 1}-ton (Series S200) 
petrol and diesel, 301 petrol (NC. and FC.). continued on next page 
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service tools 


Continued from last page. 


Morris Trucks 
LD.1M, LDO.1M, LD.2M, LDO.2M, 14-ton (Series S200) 
petrol and diesel, LC.5, LC.5T. 


18G 31 


Clutch 
centralizer 


Vanden Plas 

Princess 4-litre, Princess Mk.IV. 

Austin 

Taxi and Hire-car (16 h.p. petrol) from Chassis No. 151283, 
Taxi and Hire-car (2-2 diesel), A125, A135. 

Austin Trucks 

2-ton (Series 2), 2-ton (Series T200) petrol and diesel, 
3-ton (Series 303 and 304) petrol and diesel, 4-ton 
(Series 403 and 404) petrol and diesel, 5-ton (Series 503 
and 504) petrol and diesel, 7-ton (Series 701 and 702). 
Morris Trucks 

2-ton (Series T200) petrol and diesel, 3-ton (Series 303 
and 304) petrol and diesel, 4-ton (Series 403 and 404) 
petrol and diesel, 5-ton (Series 503 and 504) petrol and 
diesel, 7-ton (Series 701 and 702). 


18G 435 


Clutch 
centralizer 


Austin Trucks 
Series 301 diesel, LCFO. 


Morris Trucks 

LCO.5, LCO.5T, LCFO, 30-cwt./3-ton, CV, ECV, NV, 
NVO.3, 3/5-ton CV, ECV, NCV, FV, PP, NVS.3, NVS.5, 
FVS, ECVO, NCVO, NVO.5, FVO, FVSO, OP. 


18G 436 


Clutch 
centralizer 


Morris Trucks 
PV. LC, EG.3, iLC.4. not illustrated 


18G 628 


Clutch 
centralizer 


Austin Trucks 

Series 152 diesel, 10/12 cwt. diesel. 
Morris Trucks 

JO.2, JO.4. 
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18G 139 


Clutch 
centralizer 


NOTE: 
In-line models only. 


Used on “A” type standardised engines. 


18G 571 


Clutch 
centralizer 


Austin 
Mini (all versions). 


Morris 
Mini (all versions). 


Riley 
Elf. é 


Wolseley 
Hornet. 


18G 684 


Clutch 
centralizer 


(Dry Bush Type Primary Gear) 


Austin Riley == =| 
Mini-Cooper. Elf. ———— 1 0,4) ca) 


For later models see 18G 684. 


1100. = =— 
Morris Wolseley — 
Mini-Cooper. Hornet. 

1100. 

M.G. Vanden Plas 

1100. 1100. 


18G 688° 


Clutch 
centralizer 


_ §, 7-ton with ENV 5-speed gearbox. 


F.J. Series. 


18G 1027 
Fericticer 


Austin 
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18G 1023 

Clutch shaft 5 
nut spanner 

Austin 


18G 99A 


Clutch assembly 
gauging fixture 


Used on ‘‘A"’, “B"’ & ‘C"’ type standardised (in-line) 

engines. Prior to introduction of diaphragm clutch. 

Vanden Plas 

Princess 4-litre, Princess Mk.IV. 

Austin Trucks ° 
Series 101, 152, LD.1A, LDO.1A, 25-cwt. petrol, LD.2A, 

LDO.2A, 14-ton (Series S200) petrol and diesel, 301 petrol 

and diesel, LCFO, 2-ton 3$-litre, 2-ton (Series 1 and 2), 

2-ton (Series T200) petrol and diesel, 3-ton (Series 303 

and 304) petrol and diesel, 4-ton (Series 403 and 404) 
petrol and diesel, 5-ton 34-litre, 5-ton (Series 1 and 2), 
5-ton (Series 503 and 504) petrol, 5-ton Perkins diesel, 
Gipsy petrol and diesel. F.J. Series. 


Morris Trucks 
J, JB, J2, PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, 
LC.3, LC.4, 14-ton (Series S200) petrol and diesel, 

LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 2-ton (Series T200) 
petrol and diesel, 30-cwt./3-ton CV, ECV, NV, NVO.3, 
3-ton (Series 303 and 304) petrol and diesel, 4-ton 


(Series 403 and 404) petrol and diesel, 3/5-ton CV, ECV, igi eit ie ihe tele antes assembly can be 
NCV. FV. PP. NVS.3, NVS.5, FVS, ECVO, NCVO quickly dismantled, rebuilt, and finally adjusted with 
NVOS EVO 'EVSO OP eee (Series 503 and 504) a high degree of accuracy. This is a universal tool for 


petrol, F.d. Series clutch assembly from 64 to 11 in. diameter. 


18G 99 B 


Clutch , 
spacer adaptor 


M.G 
M.G. A Twin Cam. 
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18G 99 C 


Clutch setting 
jig adaptor 
set ‘~ 


Austin Trucks 
5-ton (Series 503 and 504) diesel, 7-ton (Series 701 


and 702). 

Morris Trucks For use with 18G 99 A when setting clutch 
5-ton (Series 503 and 504) diesel, 7-ton (Series 701 assemblies of 12” & 13” diameter. 

and 702). 
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service tools 
FUEL INJECTION 
PUMPS 

SIMMS AND C.A.V. 
IN-LINE 
C.A.V. (DPA) 


INJECTOR 


service tools 


Part No. Description Page 
186 12 A Bevel Pinion Bearing Remover. 42 
18G 134 Bearing and Oil Seal Replacer. 42 
18G 500 F.l. Pump Bearing Outer Race Remover. 42 
18G 536 Torque Wrench 2 to 8 Ib. ft. 42 
18G 537 Torque Wrench 10 to 50 Ib. ft. 43 
18G 372 Torque Wrench 30 to 140 Ib. ft. 43 
18G 12 D F.l. Pump Ball and Roller Bearing Inner Race Remover Adaptor. 43 
18G 12 E am F.I. Pump Ball Bearing Inner Race Remover Adaptor. 43 
18G 134 AA F.l. Pump Camshaft Bearing Outer Race Replacer Adaptor. 43 
18G 134 AC F.l. Pump Camshaft Oil Seal Replacer Adaptor. 43 
18G 500 A F.|. Pump Bearing Outer Race Remover Adaptor. 43 
18G 500 B F.l. Pump Bearing Outer Race Remover Adaptor. 44 
18G 500 C F.l. Pump Bearing Outer Race Remover Adaptor. 44 
18G 212 F.l. Pump “T" Spanner. 44 
18G 215 F.!. Pump Control Rod Setting Gauge. 44 
18G 216 F.|. Pump Outlet Sealing Caps. 45 
18G 233 F.l. Pump Spill Test Pipe. 45 
18G 235 A F.l. Pump Coupling Flange Remover. 45 
18G 236 F.l. Pump Coupling Flange Wrench. 45 
18G 237 F.l. Pump Delivery Valve Guide Remover. 45 
18G 240 F.l. Pump Bearing Outer Race Replacer. 46 
18G 501 F.l. Pump Spill Test Pipe. 46 
18G 513 A F.l. Pump Closing Plug Remover and Replacer. 46 
18G 514 F.l. Pump Tappet Spanners (3). 46 
18G 516 F.l. Pump Control Rod Bush Remover and Replacer. 47 
18G 517 F.|. Pump Control Rod Bush Reamer Set. 47 
18G 518 A Fuel Injection Pump Closing Plug Remover and Replacer. 47 
18G 521 F.l. Pump Camshaft Holding Tool. 47 
18G 522 F.l. Pump Outlet Sealing Caps. 48 
18G 526 F.l. Pump Plunger Forceps. 48 
18G 538 A F.l, Pump Camshaft End Float and Plunger Head Clearance Gauge Set. 48 
18G 541 F.l. Pump and Venturi Sealing Pliers. 48 
18G 547 F.l. Pump Tappet Holder. 49 
18G 550 A F.l. Pump Tappet Wedges. 49 
18G 667 Boxed Kit. 49 
18G 621 Injection Timing Gauge. 49 
18G 629 Injection Timing Gauge. 50 
18G 632 End Plate Sleeve Extractor. 50 
18G 633 DPA Assembly Base. 50 
18G 634 Assembly Box Spanner. 50 
18G 635 Protection Cap for Hydraulic Drive Shaft. 51 
18G 636 Transfer Pressure Adaptor. 51 
A8G 637 Assembly Rod. 51 
18G 638 Automatic Advance Gauge. 51 
18G 639 Protection Cap for Head Locating Fitting. 51 
18G 640 Protection Cap for Auto Advance Plug. 52 
18G 641 Assembly Drive Plate Spanner. 52 
18G 642 Hydraulic Shaft Seal Assembly Tool. 52 
18G 643 Protection Cap for Metering Valve Pinion. 52 
18G 644 Protection Cap for Stop Adjustment Screw. 52 
18G 645 Protection Cap for End Plate Sleeve. 53 
18G 646 Torque Spanner Sockets. 53 
18G 647 Assembly Cap. 53 
18G 648 Universal Flange Marking Gauge. 53 
18G 649 Protection Cap for Idling Stop Adjuster Screw. 53 
18G 651 Drive Shaft Holding Tool. 54 
18G 652 Rotor Plug Spanner. 54 
18G 653 Relief Valve Timing Adaptor. 54 
18G 654 Protection Cap for Shut-Off Spindle. 54 
18G 655 Drive Plate Screw Torque Adaptor. 55 


18G 656 Maximum Fuel Adjusting Probe. 55 


OINT, 
Weems 4, 
>) s. : . A 


service tools 


Part No. Description Page 
18G 657 Protection Cap for Mechanical Drive Shaft. 55 
18G 658 Oil Seal Extractor. 55 
18G 659 Drive Shaft Screw Assembly Tool. 55 
18G 660, Oil Seal Inspection Plug. 56 
18G 661 Locating Pin. 56 
18G 662 Plate. 56 
18G 663 Oil Seal Guide. 56 
18G 664 Torque Adaptor. 56 
18G 665 Protection Cap—Throttle and Shut-Off Shaft. 56 
18G 666 Regulator Plug Key. 57 
18G 690 End Plate Adjusters. 57 
18G 691 Pilot Guide. 57 
18G 697 Shut-Off Lever Adjuster. 57 
18G 698 Injection Timing Gauge. 57 
18G 109 A Injector Nozzle Testing Machine. 58 
18G 109 B Pintaux Nozzle Testing Adaptor. 58 
18G 109 E Injector Nozzle Reverse Flush Adaptor. 58 
18G 210 Injector Nozzle Nut Spanner. 58 
18G 213 Injector Nozzle Sleeve Remover. 59 
18G 213 A Injector Nozzle Sleeve Tap and Wrench. 59 
18G 388 Injector Nozzle Dismantling Fixture. 59 
18G 430 Injector Nozzle Dismantling Fixture. 59 
18G 431 Injector Nozzle Cap Nut Spanner. 60 
18G 432 Injector Nozzle Body Spanner. 60 
18G 433 Injector Nozzle Remover. 60 
18G 487 Injector Nozzle Cleaning Kit. 60 
18G 487 B injector Nozzle Cleaning Wire. 60 
18G 491 A Injector Nozzle Remover. 61 


18G 561 Injector Nozzle Sleeve Replacer. 61 


service tools 


Basic tools for use with various adaptors (as listed). 


ES A S i C TOO LS For application adaptors refer. 


Refer to workshop manuals for method of use. 


18G 12 A 


Bevel pinion 
bearing remover 


adaptors a 
18G 12 D 2 
18G 12 E ie! 


See page 43 


18G 134 


Bearing & oil 
seal replacer 


adaptors 


18G 134 AA 
18G 134 AC 


18G 500 


F.1. pump bearing 
outer race remover 
adaptors 
18G 500 A 

18G 500 B 

18G 500 C 


18G 536 


Torque wrench—2 to 8 Ib. ft. (-28 to 1:11 kg. m.) 


See page 43 


See page 44 
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‘To remove and replace camshaft bearing inner races 


ot Sag, 


A 1, 

oS pee 
hy n>) & 
ey 
> 


eOIN7, 
wv Ae. 
aA 


18G 537 


Torque wrench— 
10 to 50 Ib. ft. (1:38 to 7:92 kg. m.) 


18G 372 


Torque wrench— 
30 to 140 Ib. ft. (4.15 to 19-35 kg. m.) 


18G 12 D 


F.l. pump ball & roller bearing 
inner race remover adaptor 


To remove and replace C.A.V. ‘tA’ type pump camshaft 
bearing inner races. 


18G 12 E 


F.1l. pump ball bearing 
inner race remover adaptor 


on Simms pumps types SPE3, 4 and 6, and C.A.V. “AA” 
type pump. 


18G 134 AA 


F.1. pump -camshaft bearing 
- outer race replacer adaptor 


Used on C.A.V. “A” type in-line pumps. 


18G 134 AC 


F.l. pump camshaft oil seal 
replacer adaptor 


Simms pumps types SPE3, 4 and 6, and C.A.V. ‘‘AA” 
in-line pumps. 
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18G 500 A 


F.l. pump bearing outer race 
remover adaptor 


To remove both ball and roller bearing outer races 
fitted to the C.A.V. ‘‘A’’ in-line pumps. 


18G 500 B 


F.l. pump bearing outer race 
remover adaptor 


~ 
| 


if] Sin 
To remove the outer races from the closed end of i 


Simms four-cylinder and six-cylinder pump units. 


18G 500 C 


F.l. pump bearing outer race 
remover adaptor 


To remove the outer races from the open ends of 
Simms pumps and both ends of C.A.V. “AA” (six- 
cylinder) pumps. 


18G 212 
Fol. pump ‘T’-spanner 


Simms pumps only. 


A thin but very strong socket spanner, specially designed 
to remove the nuts which hold the top portion of the 
pump in position. 
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18G 215 


F.I. pump control rod 
setting gauge 


Simms pumps only. The use of this setting gauge enables the operator to set 
the control rod speedily and accurately to the 7 mm. 
idling position. 


18G 216 
F.1. pump outlet oe 
sealing caps 


* 


SY 


Supplied in sets of six for sealing the outlet unions, 
when the fuel pipes have been removed, to prevent 
foreign matter entering the pump. For C.A.V. four- 
cylinder and Simms four- and six-cylinder F.I. pumps. 
See 18G 522 for C.A.V. six-cylinder pump outlet sealing 
caps. 


18G 233 


F.l. pump spill 
test pipe 


The use of this pipe enables the ‘phasing’ of Simms \ 
three-, four- and six-cylinder and C.A.V. four-cylinder 
(BPE) injection pumps to be carried out with great 
accuracy, since it is possible to determine the exact 
point of spill cut-off (see also 18G 501). 


18G 235 A 


F.l. pump coupling 
flange remover 


18G 236 


F.I. pump coupling 
flange wrench 


This shaped flange wrench will secure the injection 
pump coupling flange on in-line and ‘Minimec’ pumps, 
whilst the nut is removed or tightened. 
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18G 237 


F.l. pump delivery 
valve guide remover 


Due to the slight expansion of the fibre sealing washers, 
the delivery valve seat can be very difficult to remove 
without this expanding extractor. The plunger must be 
at the bottom of its stroke for the extractor to be used. 


18G 240 


F.l. pump bearing 
outer race replacer 


The drift is the exact shape of the bearing face, thus 
ensuring even distribution of the driving force. 
For use on Simms pumps only. 


18G 501 


F.l. pump spill 
test pipe 


This tool will be found of great advantage for the 

accurate determination of inlet port closure when timing 

the fuel injection pump to the engine (C.A.V. four- 
cylinder ‘‘AA” and six-cylinder pumps). See also 

18G 233. 


18G 513 A 


F.l. pump closing plug 
remover and replacer 


Used to remove and replace the screwed closing plugs 
in the base of C.A.V. four-cylinder pumps. 
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18G 514 


F.1, pump 
tappet,spanners (3) 


For use on C.A.V. in-line pumps only. 


18G 516 


F.Il. pump control rod bush 


remover and replacer a*s 


Used to remove and refit the screwed bushes for the 
control rod on C.A.V. in-line pumps. 


18G 517 


F.l. pump control rod bush 
reamer set 


For use on C.A.V. in-line pumps only. 


18G 518 A 


F.l. pump closing plug 
remover and replacer 


Used to remove and replace the ‘knock-in type of 
closing plugs in the base of C.A.V. in-line pumps. NOTE: 


For screwed-type plugs on C.A.V. ‘‘A’’ type pumps use 
18G 513 A. 
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18G 521 


F.l. pump camshaft 
holding tool 


A sturdily constructed tool to prevent the F.I pump 
camshaft from rotating while the chain sprocket nut is 
being removed or replaced. It locates on the extended 
shaft and registers on the key fitted to the shaft. 


18G 522 


F.l. pump outlet 
sealing caps 


For use on C.A.V. four-cylinder ‘‘AA” and six-cylinder 


pumps. 

These caps provide a dustproof and dirtproof seal for NOTE: 

outlet unions after removal of the fuel pipes. They are For C.A.V. four-cylinder ‘‘BPE’’ and Simms pumps 
supplied in packs each containing one dozen. see 18G 216. 


18G 526 


F.l. pump plunger 
forceps 


The forceps are used for withdrawing and replacing the 
C.A.V. injection pump plungers in the barrels. The 
tool is spring-loaded and thumb-operated, the jaws 
gripping the plunger to effect removal without damage. 


18G 538 A 


F.l. pump camshaft end-float 


and plunger head clearance 
gauge set 


A neatly boxed set containing all necessary adaptor 
for checking camshaft end-float and plunger head 
clearance on all four- and six-cylinder fuel injection 
pumps fitted to B.M.C. diesel engines. 
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service tools 


18G 541 


F.l. pump and venturi 
sealing, pliers 


For use when resealing the F.I. pump and venturi with 
wire and lead seal after resetting the maximum and NOTE: 


idling speeds and excess fuel control on all B.M.C. Wires and lead seals are obtainable in packs of 36 from 
diesel engines. B.M.C. Services Ltd. 


18G 547 


F.l. pump 
tappet holder wu 


For use on C.A.V. pumps only. 


18G 550 A 


F.l. pump 
tappet wedges 


FOR C.A.V. EQUIPMENT ONLY 

Designed to hold tappets in the raised position to facilitate 
removal or replacement of the camshaft.. Supplied as a 
set of six. 


18G 667. 


Boxed kit 


A fitted wooden box containing small tools for the 

overhaul of C.A.V. distributor-type (DPA) F.!. pumps. x 
In addition, items 18G 633 and 18G 649 must be ordered -.S 
for use with this kit. 
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sleeve extractor 


18G 621 


Injection timing gauge 


An essential tool, enabling the correct pump timing 
mark to be scribed on the pump mounting bracket 
flange after making any necessary allowance for lost 
motion in the pump drive. 

For use on engines fitted with C.A.V. distributor-type 
(DPA) F.I. pump only. 


18G 629 


Injection timing gauge 


An essential tool for checking and setting the injection 
timing points on the DPA-type F.I. pump drive hub. 


18G 632 


End plate 


For use on C.A.V. distributor-type (DPA) F.I. pump with 
steel end plate. 


18G 633 


DPA assembly base 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


\ 


service tools 


18G 634 


Assembly box spanner 


a 


For use on CAV. distributor-type (DPA) F.1. pump. 


18G 635 


Protection cap for 
hydraulic drive shaft 


aie ; 
ialuite Lau wayne) 


mje ith 


For use on C.A.V. distributor-type (DPA) F.1I. pump. 


18G 636 


Transfer pressure adaptor 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 637 


Assembly rod 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 638 


Automatic advance gauge 


For use on C.A.V. distributor-type (DPA) F.I. pump. 
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18G 639 


Protection cap for head 
locating fitting 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 640 


Protection cap for auto 
advance plug 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 641 


Assembly drive 
plate spanner 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 642 


Hydraulic shaft seal 
assembly tool 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 643 


Protection cap for 
metering valve pinion 


For use on C.A.V. distributor-type (DPA) F.I. pump. 
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service tools 


18G 644 


Protection cap for 
stop adjustment screw 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 645 


Protection cap for 
end plate sleeve 


For use on CAV. distributor-type (DPA) F.I. pump. 
with steel end plate. 


18G 646 


Torque spanner sockets 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 647 


Assembly cap 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 648 


Universal flange 
marking gauge 


—> 
—>=*~ 


i 
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For use on C.A.V. distributor-type (DPA) F.I. pump. 


Page 53 
4 


service tools 


18G 649 


Protection cap for idling 
stop adjustment screw 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 651 


Drive shaft 
holding tool 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 652 


Rotor plug spanner 


For use on C.A.V. distributor-type (DPA) F.1. pump. 


18G 653 


Relief valve 
timing adaptor 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 654 


Protection cap for 
shut-off spindle 


For use on C.A.V. distributor-type (DPA) F.1. pump. 
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service tools 


18G 655 


Drive plate screw 
torque adaptor 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 656 


Maximum fuel 
adjusting probe 


For use on C.A.V. distributor-type (DPA) F.I. pump. 


18G 657 


Protection cap 
mechanical drive shaft 


C.A.V. (DPA) pump with mechanical governor. 


18G 658 


Assembly’ oil seal a 
extractor 


C.A.V. (DPA) pump with mechanical governor. 


18G 659 


Drive shaft screw in i! 
assembly tool Casa 


C.A.V. (DPA) pump with mechanical governor. 
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18G 660 


Oil seal 
inspection plug 


C.A.V. (DPA) pump with mechanical governor. 


18G 661 


Locating pin 


C.A.V. (DPA) pump with mechanical governor. 


18G 662 


Plate 


C.A.V. (DPA) pump with mechanical governor. 


18G 663 


Oil seal guide 


C.A.V. (DPA) pump with mechanical governor. 


18G 664 


Torque adaptor 


C.A.V. (DPA) pump with mechanical governor. 


18G 665 


Protection cap throttle and 
shut-off shafts 


C.A.V. (DPA) pump with mechanical governor. 
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18G 666 


Regulator plug key 


’ 
~ 


C.A.V. (DPA) pump with mechanical governor. 


18G 690 


End plate adjuster 


C.A.V. distributor pump with hydraulic governor. 


With this tool adjustment of the transfer pressure can be 
carried out while the fuel injection pump is running at the 
specified speed on the test bench. 


18G 691 


Pilot guide 


A precision pilot for lining-up the hydraulic governor to 7) 
the injection pump. 


18G 697 


Shut-off lever 
adjuster 


To set the shut-off lever to obtain a predetermined fuel 
C.A.V. (DPA) pump with mechanical governor. delivery, thus enabling the advance position to be set by 
means of the metering valve adjustment screw. 


18G 698 


Injection timing gauge 


, : An essential tool for checking and setting the injection 
C.A.V. (DPA) pump with mechanical governor. timing pointer on the injection pump drive hub. 
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18G 109 A 


Injector nozzle 
testing machine 


Essential for testing and setting injector nozzles after 
overhaul. The machine with suitable adaptors will test 
any type of nozzle at its normal working pressure. 


18G 109 B 


Pintaux nozzle 
testing adaptor 


18G 109 E 


Injector nozzle 
reverse-flush adaptor 


18G 210 


Injector nozzle 
nut spanner 


A socket spanner specially designed to fit the flats 
machined on the nozzle body, and suitable for use with 
a standard ratchet wrench. 


service tools 


18G 213 


Injector nozzle 
sleeve .remover 


18G 213 A 


Injector nozzle sleeve 
tap and wrench 


The tap is used to cut an internal thread in the copper 
sleeve before the remover 18G 213 is inserted. 


18G 388 = 


Injector nozzle 
dismantling fixture 


Both C.A.V. and Simms injectors can be held ina 
- suitable working position with this universal fixture, 
either in a vice or screwed to a bench. 


18G 430 


Injector nozzle 
dismantling fixture 
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18G 431 


Injector nozzle 
cap nut spanner 


18G 432 


Injector nozzle 
body spanner 


18G 433 


Injector nozzle 
remover 


18G 487 


Injector nozzle 
cleaning kit 


The complete kit is packed in a sectioned, polished 
wooden box, thus ensuring the cleanliness and care of 
tools so essential when dealing with injection pumps 
and nozzles. 


18G 487 B 


Injector nozzle 
cleaning wires 


Replacements for 18G 487. 
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18G 491 A 


Injector nozzle remover 


This tool is supplied complete with two sets of adaptors, 
one for stud fixings and one for bolt fixings. It will 
remove the tightest nozzle without damage. It can be 
used with the engine in or out of the frame. 


18G 561 


Injector nozzle 
sleeve replacer 


The retractable pilot is located in the injector nozzle 
aperture and the sleeve driven into position after ensuring 
that the piston is at the bottom of its stroke. 
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GEARBOX 


including overdrive 
and automatic 


’ 


service tools 


Part No. Description Page 
18G 2 Crankshaft Gear, Pully and Propellor Shaft Flange Remover. 64 
18G 47C Differential Bearing Remover. 64 
18G 83 First Motion Shaft Remover. 65 
18G 134 Bearing and Oil Seal Replacer. 65 
18G 1004 Circlip Pliers. 66 
18G 257 Circlip Pliers. 66 
18G 260 Bearing Outer Race Remover. 66 
18G 284 Impulse Extractor—UNF. 66 
18G 389 Gearbox Rear Oil Seal Remover. 66 
18G 581 Bearing Remover Front Suspension and Idler Gear. 67 
18G 705 Bearing Race Centre Remover. 67 
18G 372 Torque Wrench—30 to 140 Ib. ft. (4-15 to 19:35 kg.m.). 67 
18G 536 Torque Wrench-—2 to 8 Ib. ft. (-28 to 1:11 kg.m.). 67 
18G 537 Torque Wrench—10 to 50 Ib. ft. (1:28 to 6-90 kg.m.). 68 
18G 592 Torque Wrench—35 to 225 Ib. ft. (4:84 to 31:14 kg.m.). 68 
18G 83 A First Motion Shaft Remover Adaptor. 68 
18G 83 B First Motion Shaft Remover Adaptor. 68 
18G 83 D First Motion Shaft Remover Adaptor. 69 
18G 134 L Gearbox Rear Oil Seal Replacer Adaptor. 69 
18G 134 N Gearbox Rear Oil Seal Replacer Adaptor. 69 
18G 134 AR Gearbox Front Cover Oil Seal Replacer Adaptor. 69 
18G 134 BK Gearbox Rear Oil Seal Replacer Adaptor. 70 
18G 260 L First Motion Shaft Bearing Remover/Replacer Adaptor. 70 
18G 284 B First Motion Shaft Remover Adaptor. 70 
18G 284 F First Motion Shaft Adaptor Remover. 70 
18G 389 A Gearbox Rear Oil Seal Remover Adaptor. 70 
18G 389 B Gearbox Rear Oil Seal Remover Adaptor. 11 
18G 389 C Gearbox Rear Oil Seal Remover Adaptor. 71 
18G 581 B First Motion Shaft Spigot Bearing Remover Adaptor. 71 
18G 705 C First Motion Shaft Spigot Bearing Race Remover Adaptor. 72 
18G 552 Gearbox Front Cover Replacing Sleeve. 72 
18G 598 Gearbox Front Cover Centralizer. 72 
18G 630 Gearbox Front Cover Centralizer. 72 
18G 4 First Motion Shaft Assembly Replacer and Rear Hub Bearing Replacer. 73 
18G 50 First Motion Shaft Assembly Replacer. 73 
18G 91 First Motion Shaft Assembly Replacer. 73 
18G 140 First Motion Shaft Assembly Replacer. 73 
18G 569 First Motion Shaft Bearing Circlip Gauge. 74 
18G 579 First and Third Motion Shaft Bearing Replacer. 74 
18G 5 First Motion Shaft Nut Spanner. 74 
18G 49 First Motion Shaft Nut Spanner. 74 
18G 77 First Motion Shaft Nut Spanner. 75 

186 589: First Motion Shaft Spigot Bearing Replacer. 75 
18G 624 Primary Shaft Nut Spanner. 75 
18G 617 A Roller Bearing Outer Race Remover and Replacer. 76 
18G 617 B Replacement Centre Assembly. 76 
18G 72 Dummy Layshaft. 76 
18G 471 Dummy Layshaft. 76 
18G 194 Needle-Roller Bearing Replacer. rit 
18G 626 Layshaft Circlip Guide. 77 
18G 673 Synchromesh Unit Assembly Ring. 77 
18G 144 Synchromesh Unit Assembly Ring. 77 
18G 222 Synchromesh Unit Assembly Ring. 78 
18G 223 Synchromesh Unit Assembly Ring. 78 
18G 262 Synchromesh Unit Assembly Ring. 78 
18G 263 Synchromesh Unit Assembly Ring. 79 
18G 572 Synchromesh Unit Assembly Ring. 79 
18G 1026 Synchromesh Unit Assembly Ring. 79 
18G 84 Third Motion Shaft Remover. 80 
18G 88 Third Motion Shaft Assembly Replacer. 80 
18G 613 Third Motion Shaft Bearing Remover. 80 


f 


Part No. Description Page 
18G 444 Third Motion Shaft Bearing Remover. 81 
18G 1024 Mainshaft Nut Spanner. 81 
18G 1028 Mainshaft Drift. 81 
18G 291 Gearbox Mainshaft Nut Spanner. 81 
18G 627" Mainshaft Circlip Guide. 82 
18G 623 Rear Coupling Nut Spanner. 82 
18G 582 Bearing Replacer Front Suspension and Idler Gear. 82 
18G 440 Reverse Gear Shaft Remover. 82 
18G 625 Reverse Shaft Remover. 83 
18G 41 Selector Fork Rod Guide. 83 
18G 573 Change Speed Selector Shaft Oil Seal Replacer. 83 
18G 622 Selector Fork Lock Screw Spanner. 83 
18G 1029 Selector Shaft Assembly Guides (3 off). 84 
18G 54 Selector Fork Rod Guide. 84 
18G 442 Selector Fork Rod Guide. 84 
18G 443 Selector Fork Lock Screw Spanner. 84 
18G 488 Gearbox Oil Seal Clinching Tool. 85 
18G 389 B Gearbox Rear Oil Seal Remover Adaptor. 85 
18G 389 D Gearbox Rear Oil Seal Remover Adaptor. 85 
18G 134 BK Gearbox Rear Oil Seal Replacer. 85 
18G 177 Oil Seal Replacer. 86 
18G 178 Roller Clutch Assembly Ring. 86 
18G 179 Accumulator Housing Piston Ring Compressor. 86 
18G 180 Operating Piston Ring Compressor. 86 
18G 181 Accumulator Housing Ring Guide. 87 
18G 182 Accumulator Housing Remover. 87 
18G 183 Oil Pump Body Remover. 87 
18G 183 A Adaptor-Remover Oil Pump Body. 87 
18G 184 Oil Pump Body Replacer. 88 
18G 185 Dummy Mainshaft. 88 
18G 186 Mainshaft Bearing Replacer. 88 
18G 1039 Dummy Mainshaft. 88 
18G 1040 Oil Pump Body Key. 89 
18G 1042 Annulus Spigot Bearing Replacer. 89 
18G 47 C—Z Basic Adaptor Ring. 89 
18G 47 AP Adaptor—-Remover-Replacer Annulus Tailshaft Bearing. 89 
18G 251 Hydraulic Pressure Test Set. 90 
18G 251 A Hydraulic Pressure Gauge. 90 
18G 251 B Hydraulic Pressure Gauge Pipe. 90 
18G 251 C Hydraulic Pressure Gauge Pipe Unions. 90 
18G 251 D Pressure Test Adaptor. 90 
18G 708 Drain Plug Spanner. 90 
18G 134 AT Output Shaft Bush Remover and Replacer Adaptor. 91 
18G 1004 H Circlip Plier Points. 91 
18G 480 Solenoid Shaft Oil Seal Replacer. 91 
18G 481 Output Shaft Assembly Guide. 91 
18G 482 Control Shaft Oil Seal Replacer. 92 
18G 499 Governor Nut Spanner. 92 
18G 502 Hydraulic Pressure Test Set. 92 
18G 502 A Gauge. 93 
18G 502 B Pipe. 93 
18G 502 C , Adaptor—Straight. 93 
18G 502 D Adaptor—Right-angle. 93 
18G 502 E Adaptor—Straight. ~ 93 
18G 502 F Adaptor—Right-angle. 93 
18G 502 H Adaptor—45° Angle. 93 
18G 502 L Hydraulic Pressure Test Adaptor. 93 
18G 2C Mainshaft Bearing Remover Adaptor. 94 
18G 519 Mainshaft Bearing Replacer. 94 
186 2D Propeller Shaft Flange Remover Adaptor. 94 
18G 389 E Gearbox Rear Oil Seal Remover Adaptor. 94 
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service tools 


Part No. Description Page 
18G 134 AB Gearbox Rear Oil Seal Replacer Adaptor. 95 
18G 503 Brake Band Setting Gauge. 95 
18G 504 Bench Cradle. 95 
18G 505 Converter Aligning Flange and Pilot Studs. 95 
18G 506 Spline Alignment Fixture. 96 
18G 507 Spring Retainer Remover (3). 96 
18G 508 Governor Shaft Set Screw Key. 96 
18G 509 Clutch and Piston Remover and Replacer. 96 
18G 510 Lubrication Valve Plug Test Rod. 97 
18G 511 Mainshaft End-Float Gauge. 97 
18G 673 Gearbox Cradle. 97 
18G 674 Input End-Float Checking Tool Shaft. 97 
18G 675 Circlip Pliers. 98 
18G 676 Clutch Spring Compressor. 98 
18G 677 Pressure Test Equipment. 98 
18G 677 A Adaptor—Pressure Test. 98 
18G 502 K Pressure Hose (8 ft.) and Adaptor. 98 
18G 678 Front Servo Spanner and Gauge. 99 
18G 681 Torque Screwdriver Set. 99 
18G 679 Inhibitor Switch Locknut Spanner. 99 
18G 681 A Screwdriver Bit. 99 
18G 681 B Screwdriver Bit Holder. 99 
18G 701 Rear Band Adjusting Tool. 100 
18G 702 Rear Clutch Piston Seal Replacer. 100 
18G 536A Adaptor—Torque Wrench (#” Internal Square to $#” External Square). 100 
18G 536 B Adaptor—Torque Wrench (” Internal Square to Screwdriver Blade). 100 
18G 537 A Adaptor—Torque Wrench (4” Internal Square to }” External Square). 101 
18G 537 B Adaptor—Torque Wrench (” Internal Square to 4” External Square). 101 
18G 681 C Adaptor—Flexible Drive—Torque Screwdriver. 101 
18G 69 Removal Tube—Use to Remove Reat Pump Discharge Tube. 102 
18G 1016 Clutch Spring Compressor. 102 
18G 1017 Front Clutch Piston Assembly Tool. 102 
18G 1018 Rear Clutch Piston Assembly Tool. 102 
18G 1019 Gearbox Cradle. 103 
18G 34A Bevel Pinion Flange Wrench. 103 
18G 602 Governor Sleeve Alignment Gauge. 103 
18G 489 Rear Servo Setting Gauge. 103 
18G 490 Front Servo Setting Gauge. 104 
18G 502 J Hydraulic Pressure Gauge Adaptor. 104 
18G 492 Gearbox Lifting Eyebolt. 104 
18G 677 A 


104 


service tools 


Where reference is made to standardised Units against 
Foreword Tool application, the car models referred to are as 
follows :— 


‘A’ type gearbox 


AUSTIN A385 (all versions) 
A40 (A2S6 & Mk. II) (all versions) 
Healey Sprite—Mk. |, Il & III. 


MORRIS Minor II and 1000 (all versions) 


M.G. Midget Mk. | & Il. 


‘B’ type gearbox 


AUSTIN A55 and Mk II, A60 (all versions) 
Metropolitan 


MORRIS Cowley, Cowley 1500, Oxford Il, Ill, IV, V, VI (all versions) 
WOLSELEY 1500, 15/50, 15/60, 16/60 
RILEY 1-5, 4/68, 4/72 


M.G. M.G. A. 1500, 1600 & Mk. Il, M.G. B., M.G. A. Twin Cam 
Magnette ZA, ZB, Mk. Ill, Mk. IV 


‘C’ type gearbox 


AUSTIN A90/Six, A95, A105, A99, A110 Mk. | & II 
. Healey 100/Six, Healey 3000 Mk. | & II 


WOLSELEY 6/90, Mk. Il, Ill, 6/99, 6/110, Mk. | & II 


VANDEN PLAS Princess 3-litre 
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Where reference is made to type of Automatic 


Foreword Transmission against tool application, the models to 
which these may be fitted are as follows :— 
B. W. Model 35 
AUSTIN A60, A110 Mk. Il 
MORRIS Oxford Mk. VI 
M.G. Magnette Mk. IV 
RILEY 4/22 
WOLSELEY 16/60, 6/110 Mk. II 
B. W. Model D. G. 
AUSTIN A95, A105, A99, A110 Mk. | 
WOLSELEY 6/90, 6/99, 6/110 Mk. | 


VANDEN PLAS 


Princess 3-litre 


VANDEN PLAS 


VANDEN PLAS 


Warner Model 8 


Princess 4-litre R 


Hydramatic 


Princess (Mark IV) 
Princess 4-litre. 
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Basic tools for use with various adaptors (as listed). 


B A S ! C TO O LS For model application, adaptors refer. 


For method and use see Workshop Manual. 


a 
’ 


18G 2 


Crankshaft gear, pulley, 
and propeller shaft flange 
remover 


adaptors 


18G 2C 
18G 2D 


See page 93 


(Borg-Warner automatic) 


18G 47 C 


Differential bearing remover 


adaptors 


18G 47 C—Z 
18G 47 ‘AP 


See page 89 


A standardised basic tool which must be used with the 


(Laycock overdrive) appropriate adaptor. 
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18G 83 


First motion shaft remover 


adaptors 
18G 83 A 


18G 83.B 
18G 83 D 


See pages 68 and 69 


This tool enables the first motion shaft to be withdrawn 
easily and without any possible damage to the gears. 
Improvised drifts should not be used for this operation. 


18G 134 


Bearing and oil seal 


replacer 

adaptors 

18G 134 L ‘ 69 

18G 134 BK 70 and 85 

186 134N 69 

186 134 AR YEE pages 69 

18G 134 AT 91 
18G 134 AB 95 
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18G 1004 


Circlip pliers 


Points 18G 1004 H 
See page 97 


18G 257 


Circlip pliers 


18G 260 


Bearing outer race 
remover 


OS ED 
C7 PK 


adaptor 
18G 260 L 


See page 70 


18G 284 


Impulse extractor—UNF 
adaptors 


18G 284 B 
18G 284 F 


See page 70 


18G 389 


Gearbox rear oil seal 


remover 

adaptors 

18G 389 A 70 
18G 389 B 71 and 85 
18G 389 Cc See pages 71 
18G 389 D 85 
18G 389 E 93 


Page 66 


18G 581 


Bearing remover front 
suspension and idler gear 


adaptors 
18G 581 B 


See page 77 


18G 705 


Bearing race centre 
remover 


adaptor 


18G 705 C 


See page 72 


18G 372 


Torque wrench— 
30 to 140 Ib. ft. 
(4:15 to 19:35 kg.m.) 


18G 536 


— Torque wrench— 
2 to 8 Ib.ft. 

(-28 to 1:11 kg.m.) 
_ adaptors 


18G 536 A 
18G 536 B 


See page 100 
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18G 537 


Torque wrench— 
10 to 50 Ib. ft. 

(1:38 to 6:90 kg.m.) 
adaptors | 


18G 537 A 
18G 537 B 


See page 101 


18G 592 


Torque wrench— 
35 to 225 Ib.ft. 
(4-84 to 31:14 kg.m.) 


18G 83 A 


First motion shaft 
remover adaptor 


Austin Trucks 
25-cwt. 


18G 83 B 


First motion shaft remover 
adaptor 


Austin Trucks 

2-ton (Series T200) petrol and diesel, 3-ton (Series 303 and 
304) petrol and diesel. 4-ton (Series 403 and 404) petrol 
and diesel, 5-ton (Series 503 and 504) petrol and diesel, 
7-ton (Series 701 and 702). . 


Morris Trucks ~ 

2-ton (Series T200) petrol and diesel, 3-ton (Series 303 and 
304) petrol and diesel, 4-ton (Series 403 and 404) petrol 
and diesel, 5-ton (Series 503 and 504) petrol and diesel, 
7-ton (Series 701 and 702). 
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First motion shaft remover 
adaptor 


2, 


rr, 


service tools 


A] 


Austin and Morris Trucks 

7-ton Underfloor. 

18-ton Prime Mover 

F.J. Series 5-ton, 7-ton and 18-ton Prime Mover. 


18G 134 L 


Gearbox rear oil seal 
replacer adaptor 


Used on ‘‘A"’ type standardised in-line units. 


18G 134 N 


Gearbox rear oil seal 
replacer adaptor 


Used on “‘B” type standardised unit with internal 
mounted seal. 


Used on ‘‘C"’ type standardised unit. 


Austin Trucks 
Series 101, 152 from Chassis No. 3733 onwards, 14-ton 
(Series S200) petrol and diesel. 


‘Morris Trucks 
JB, J2 from Chassis No. 3733 onwards, 14-ton (Series S200) 
petrol and diesel. 


18G 134 AR 


Gearbox front cover oil seal 
replacer adaptor 


Austin Trucks 
Series 301 diesel, LCFO. 


Morris Trucks 
LCO5, LCOS5T, LCFO. 
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18G 134 BK 


Gearbox rear oil seal 
replacer adaptor 


Used on ‘‘B”’ type standardised units with external 
mounted seal. 

Austin Trucks . 

Series 152 up to chassis No. 3782. - 


Morris Tracks 
J2 up to chassis No. 3732. 


18G 260 L 


First motion shaft bearing 
remover/replacer adaptor 


(y 
All 
To 


Sy 


Austin 
1800 


18G 2384 B 


First motion shaft remover 7 eee.) 
adaptor “ee ‘ 


Used on ‘‘A"' type standardised crosswise mounted 
units. 


18G 284 F 


First motion shaft adaptor 
remover 


Austin 
1800 


18G 389 A 


Gearbox rear oil seal 
remover adaptor 


Used on ‘'‘A” type standardised in-line units. 
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18G 389 B 


Gearbox rear oil seal 
remover adaptor 


Used on “‘B"’ type standardised units and on “‘C”’ type 
standardised units. 


$-ton Van. 
Austin Take For manual gearboxes only. 
Series 101, 152. NOTE: With the exception of those models covered by 


18G 389 C 
Morris Trucks 
Series Ill onwards, JB, J2. 


18G 389 C 


Gearbox rear oil seal 
remover adaptor 


Austin 
A90/6 up to Chassis No. 25042. 


Morris 
Isis up to Engine No. 5037, Isis (Series II). 


Wolseley 
4/44, 6/90 up to Engine No. 5568. 


Riley 
Pathfinder up to Engine No. 4396. 


18G 531 B 


First motion shaft spigot 
bearing remover adaptor 


Used on “‘A”’ type standardised crosswise mounted 


units. 
For use when removing the needle-roller bearing from 
inside the bore of the first motion shaft. 
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18G 705 C 


First motion shaft spigot 
bearing race remover 
adaptor 


Used on ‘'A” type standardised crosswise mounted 
units. 


18G 552 


Gearbox front cover 
replacing sleeve 


Austin Trucks 


Series 301 diesel, LCFO. ' ‘ 
An essential tool when replacing the gearbox front cover 


Morris Trucks to avoid damage to the oil seal. 
LCO.5, LCO.5T, LCFO. 


18G 598 


Gearbox front cover 
centraliser 


Used on ‘'B” type standardised units. 


4-ton Van Series III onwards. 


The use of this tool will ensure the concentricity of the 
Austin Trucks front cover oil seal with the first motion shaft. 
Series 101, 152. 


Morris Trucks 
JB, J2. 


18G 630 


Gearbox front cover 
centraliser . 


Austin Trucks 
Series 152 diesel, 10/12-cwt. diesel. 


Morris Trucks 
JO.2, JO.4. 
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18G 4 


First motion shaft assembly 
replacer and rear hub 
bearing replacer 


Used on ‘‘B" type standardised units. 


18G 50 


First motion shaft assembly 
replacer 


Austin 
Hire-car, petrol and diesel. 


Austin Trucks 

25-cwt. petrol, 2-ton 3$-litre, 2-ton (Series 1 and 2), 2-ton 
(Series T200) petrol and diesel, 3-ton (Series 303 and 304) 
petrol and diesel, 4-ton (Series 403 and 404) petrol and 
diesel, 5-ton 34-litre, 5-ton (Series 1 and 2), 5-ton (Series 
503 and 504) petrol and diesel. 


Morris Trucks 

2-ton (Series T200) petrol and diesel, 3-ton (Series 303 and 
304) petrol and diesel, 4-ton (Series 403 and 404) petrol and 
diesel, 5-ton (Series 503 and 504) petrol and diesel. 


18G 91 


First motion shaft assembly 
replacer 


Vanden Plas 
Princess 4-litre. 


18G 140 


First motion shaft assembly 
replacer 


Used on ‘A’ type standardised in-line units. 


Page 73 


service tools 


18G 569 


First motion shaft bearing 
circlip gauge 


The use of this tool will ensure that the circlip selected will 
provide the correct end-float for the shaft and bearing 


Used on ‘A’ type crosswise mounted units. assembly, 


18G 579 


First and third motion shaft 
bearing replacer 


Used on ‘A’ type crosswise mounted units. 


For use when replacing first motion shaft bearing on shaft, 
and both first and third motion shaft bearings in housings. 


18G 5 


First motion shaft nut 
spanner 


Used on ‘B' & 'C’ type standardised units. 
1:75” AF. x 1-870” AF. 


18G 49 


First.motion shaft nut 
spanner 


Austin 
Taxi and Hire-car (Series FL1 and FX3) petrol and diesel. 


1800. 


Austin’ Trucks 

2-ton (Series T200) petrol and diesel, 3-ton (Series 303 and 
304) petrol and diesel, 4-ton (Series 403 and 404) petrol and 
diesel, 5-ton (Series 503) N.C. petrol and diesel. 


Morris Trucks 

2-ton (Series T200) petrol and diesel, 3-ton (Series 303 and 

304) petrol and diesel, 4-ton (Series 403 and 404) petrol and 

diesel, 5-ton (Series 503) N.C. petrol and diesel. 2.035” AF. x 2-065” AF. 
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18G 77 


First motion shaft nut 
spanner 


Austin 
Taxi and Hire-car (Series FXL and FL2). 


Vanden Plas 
Princess 4-Litre. 


Austin Trucks 
25-cwt. 2-425” AF, x 2.235” AF, 


18G 589 


First motion shaft spigot 
bearing replacer 


For use when replacing the needle-roller bearing in the 
bore of the first motion shaft. 


Used on ‘A’ type crosswise mounted units. 


18G 624 


Primary shaft nut spanner 


Austin Trucks 
5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 


For use on five-speed gearbox only. 


Morris Trucks 
5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 
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18G 617 A 


Roller bearing outer race 
remover and replacer 


Used on 'A’ type crosswise mounted units. An essential tool for the removal and replacement of the 
first motion shaft roller bearing outer race in the flywheel 
housing. 


18G 617 B 


Replacement centre 
assembly 


This converts original tool 18G 617 to 18G 617 A. 


18G 72 


Dummy layshaft 


= 


Vanden Plas 
Princess 4-Litre. 


18G 471 


Dummy layshaft 


Used on all versions of ‘A’ type standardised unit. <r ! 


Used on ‘B' type standardised unit., 


Austin Trucks 
Series 101, 152. 


Morris Trucks 
JB, J2. 
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18G 194 


Needle-roller bearing 


replacer 
a 
The replacement of needle-roller bearings in the laygear 
is greatly speeded up by the use of this replacing tool. 
It can also be used to fit the spring ring after the rollers 
Used on all versions of ‘A’ type standardised unit. have been fitted. 


18G 626 


Layshaft circlip guide 


Austin Trucks 
5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 


Morris Trucks 


5-ton (Series 504) petrol and diesel, 7-ton (Series 702). For use on five-speed gearbox only. 


18G 73 


Synchromesh unit 
assembly ring 


Vanden Plas 
Princess 4-Litre. 


18G 144 


Synchromesh unit . 
assembly ring 


Used on ‘A’ type standardised in-line units. 


Page 77 


service tools 


18G 222 


Synchromesh unit 
assembly ring 


Used on ‘B’ type standardised units. 


Austin Trucks 
Series 101, 152. 


Morris Trucks Designed to facilitate the assembly of second speed 
JB, J2, $-ton Van (Series Ill). mated synchronizer and sleeve. 


18G 223 


Synchromesh unit 
assembly ring 


Used on ‘B’ type standardised units. 


Austin Trucks 
Series 101, 152. 


Morris Trucks 


Designed to facilitate the assembly of third and top mated 
JB, J2, 3-ton Van (Series III). synchronizer and sleeve. 


18G 262 


Synchromesh unit 
assembly ring , 


Used on ‘C’ type standardised units. 
For use on first and second speed gear. 
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Used on ‘C’ type standardised units. For use on third speed and top gear. 


18G 572 


Synchromesh unit 
assembly ring 


Used on ‘A’ type standardised crosswise mounted units. 


18G 1026 


Synchromesh unit 
assembly fing 


Austin 
1800. 
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18G 84 


Third motion shaft 
remover 


Vanden Plas 
Princess 4-Litre. 


18G 88 


Third motion shaft 
assembly replacer 


Vanden Plas 
Princess 4-Litre. 


18G 613 
Third motion shaft i < | 


bearing remover ~ ii iM | 


For use when removing the third motion shaft bearing 
from the transmission casing without damage to the bearing 
Used on ‘A’ type standardised crosswise mounted units. housing. 
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18G 444 


Third motion shaft 
bearing remover 


Morris Trucks 


PV, LC, LC.3, 30-cwt./3-ton CV, ECV, NV, NVO.3, 3/5-ton A special extractor for easy removal of the gearbox third 
CV, ECV, NCV, FV, PP, NVS.3, NVS.5, FVS, ECVO, NCVO, motion shaft rear bearing. A distance block can be inserted 
NVO.5, FVO, FVSO, OP. as necessary. 


18G 1024 


Mainshaft nut spanner 


Austin 
1800. 


18G 1028 


Mainshaft drift 


Austin 
1800. 


18G 591 


Gearbox mainshaft nut 
spanner 


Austin 
A99, A110 Mk. I. 


Wolseley 
6/99, 6/110 Mk. | 

The spanner, piloting on the mainshaft spigot, enables the 
Vanden Plas thin-section nut to be tightened to the correct torque 
Princess 3-litre. To chassis No. 4784. figure. 


\ 


18G 627 


Mainshaft circlip guide 


* A 

Austin Trucks 

5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 
FJ Series. | 
Morris Trucks 

5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 

FJ Series. For use on five-speed gearbox only. 


18G 623 


Rear coupling nut spanner 


Austin Trucks 
5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 
Morris Trucks 
5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 


18G 582 


Bearing replacer front 
suspension and idler gear 


Used on ‘‘A’”’ type standardised crosswise mounted For use when replacing needle-roller bearings to 
units. transmission idler gear. 


18G 440 


Reverse gear shaft 
remover 


Morris Trucks 
PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4, 


LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 30-cwt./3-ton CV, } 
ECV, NV, NVO.3, 3/5-ton CV, ECV, NCV, FV, PP, NVS.3, 
NVS.5, FVS, ECVO, NCVO, NVO.5, FVO, FVSO, OP. 3 
This tool can be screwed into the end of the reverse shaft i 

Austin Trucks after removing the locating pin from the side of the gearbox. 
LD.1A, LDO.1A, LD.2A, LDO.2A, 301 petrol and diesel, The shaft is then withdrawn by rotating the hexagon head * 
LCFO. of the tool. ia 

a 
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18G 625 


Reverse shaft remover 


a 
." 


Austin Trucks 
5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 
FJ Series. 


Morris Trucks 
5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 
FJ Series. For use on five-speed gearbox only. 


18G 41 


Selector fork rod guide 


Used on ‘‘B" type standardised units. 


18G 573 


Change speed selector 
shaft oil seal replacer 


Used on ‘‘A"' type standardised crosswise mounted 
units. 


18G 622 


Selector fork lock screw 
spanner 


Austin Trucks 
5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 
FJ Series. 


Morris Trucks 
5-ton (Series 504) petrol and diesel, 7-ton (Series 702). 
FJ Series. For use on five-speed gearbox only. 
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18G 1029 


Selector shaft assembly 
guides (3 off) 


Austin 
1800. 


18G 54 


Selector fork rod guide 


PITT TTI 
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Austin Trucks 

25-cwt. petrol, 2-ton 34-litre, 2-ton (Series 1 and 2), 5-ton 
34-litre, 5-ton (Series 1 and 2), 5-ton (Series 504) petrol and 
diesel. 

Morris Trucks 

5-ton (Series 504) petrol and diesel. 


18G 442 


Selector fork rod guide 


Austin Trucks 

LD.1A, LDO.1A, LD.2A, LDO.2A, 301 petrol and diesel, 
LCFO. 

Morris Trucks 

PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4, 


LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 30-cwt./3-ton CV, A tool which facilitates the assembly of the centre selector 
ECV, NV, NVO.3, 3/5-ton CV, ECV, NCV, FV, PP, NVS.3, locking ball by compressing the coil spring while the ball 
NVS.5, FVS, ECVO, NCVO, NVO.5, FVO, FVSO, OP. and shaft are inserted. 


18G 443 


Selector fork lock screw 
spanner 


Austin Trucks 
LD.1A, LDO.1A, LD.2A, LDO.2A, 301 petrol and diesel, 
LCFO. 


Morris Trucks 

PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4, 
LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 30-cwt./3-ton CV, 
ECV, NV, NVO.3, 3/5-ton CV, ECV, NCV, FV, PP, NVS.3, A claw spanner to assist in removing the fork pin on the 
NVS.5, FVS, ECVO, NCVO, NVO.5, FVO, FVSO, OP. centre selector. 
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18G 488 


Gearbox oil seal 
clinching tool 


Austin Trucks 
Series 152 up to Chassis No. 3732. 


Morris Trucks 
J2 up to Chassis No. 3732 


Used on ‘‘A”’ type standardised in-line units. 


Used on ‘‘B"’ type standardised units when fitted with 
external rear oil seal. 


18G 389 B Overdrive tools 


Gearbox rear oil seal 
remover adaptor 


M.G. For other model application see page 71. 
M.G. B. 
Fitted with fixed flange ‘‘D" type Laycock overdrive. 


18G 389 D 


Gearbox rear oil seal 
remover adaptor 


not illustrated 


Austin 2 
Healey models. 
Fitted with ‘‘A"’ type Laycock overdrive. 


18G 134 BK 


Gear box rear oil seal 


replacer 

M.G. For other model application see page 70. 
M.G. B. 

Fitted with fixed flange ‘‘D"’ type Laycock overdrive. not illustrated. 
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18G 177 


Oil seal replacer 


4 


Austin Replacer designed to ensure the correct fitting of a new 
Healey models. : oil seal to the overdrive unit casing. It can be used with 
Fitted with ‘‘A’’ type Laycock overdrive. the gearbox and overdrive unit in position. 


18G 178 


Roller clutch assembly 
ring 


Austin 
Healey models. 
Fitted with ‘‘A’’ type Laycock overdrive. 


M.G. 
M.G. B. 
Fitted with fixed flange ‘‘D"’ type Laycock overdrive. 


This precision-made assembly ring is an essential tool for 
reassembling the roller clutch for the overdrive unit. 


18G 179 


Accumulator housing 
piston ring compressor 


XYYKn x 
XY 


Austin A special tool for fitting the accumulator into its housing 

Healey models. on the overdrive unit. It will ensure that the piston rings 

Fitted with ‘‘A”’ type Laycock overdrive. are fitted without breakage or damage to the aluminium 
housing. 


18G 180 


Operating piston ring 


compressor 

Austin 

Healey models. 

Fitted with ‘‘A”’ type Laycock overdrive. This tool entirely eliminates the possibility of breaking rings 
when fitting them to the operating piston on the overdrive 
unit. 
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18G 181 


Accumulator housing ring 
guide 


Austin 
Healey models. This ring guide is designed to prevent permanent distortion 
Fitted with ‘‘A’’ type Laycock overdrive. of the lower rubber ring when it is being fitted to the 


accumulator housing on the overdrive unit. 


18G 182 


Accumulator housing 
remover 


Austin 
Healey models. 


The difficulty of removing the accumulator housing from 


its bore on the overdrive unit is completely overcome by 
Fitted with ‘‘A"’ type Laycock overdrive. the use of this tool. 


18G 183 


Oil pump body remover 


Austin 
Healey models. 
Fitted with ‘‘A”’ type Laycock overdrive. 


For use on the overdrive unit. The short screwed end of the 
extractor bolt is screwed into the oil pump body in place 
of the special screwed plug. With the squared end of the 
centre screw held firmly with a spanner the oil pump body 
can be withdrawn by turning the wing nut clockwise. 


18G 183 A 


Adaptor-remover oil 
pump body 


M.G. NOTE: 
M.G. B. Used with centre screw and wing nut from 18G 183 for 
Fitted with fixed flange ‘‘D’’ type Laycock overdrive. removing. For replacing use centre screw only. 
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18G 184 


Oil pump body 
replacer 


Austin 
Healey models. 


. The guide rods ensure correct lining-up and easy 
Fitted with ‘‘A’’ type Laycock overdrive. 


replacement of the oil pump body to the overdrive unit. 


18G 185 


Dummy mainshaft 


Austin 

Healey models. . ' F : aoe 

Fitted with “A” type Laycock overdrive. This dummy mainshaft is essential when rebuilding the 
overdrive unit. 


18G 186 


Mainshaft bearing replacer 


Austin 
Healey models. 
Fitted with ‘‘A”’ type Laycock overdrive. 


This tool is designed for driving the mainshaft bearing and 
adaptor plate down the mainshaft and into position on the 
overdrive unit. 


18G 1039 


Dummy mainshaft 


M.G. 
M.G. B. 


A This dummy mainshaft is essential when rebuilding the 
Fitted with fixed flange ‘‘D"’ type Laycock overdrive. 


overdrive unit. 
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18G 1040 
Oil pump body key 


M.G. 
M.G. B. 
Fitted with fixed flange ‘‘D”’ type Laycock overdrive. 


18G 1042 


Annulus spigot bearing 
replacer 


M.G 
M.G. B. 
Fitted with fixed flange ‘‘D” type Laycock overdrive. 


18G 47 C—Z 


Basic adaptor ring 


18G 47 AP 


Adaptor-remover-replacer 
annulus tailshaft bearing 


M.G. 
M.G. B. 
Fitted with fixed flange ‘'D’’ type Laycock overdrive. Use with 18G 47 C—Z and 18G 47 Basic Tool. - 
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18G 251 


Hydraulic pressure test set 


Use on ‘‘A”’ and ‘‘D”’ type fixed flange Laycock 
overdrive. 


18G 251 A 


Hydraulic pressure gauge 


18G 251 B 


Hydraulic pressure gauge 
pipe 


18G 251 C 


Hydraulic pressure gauge 
pipe unions 


18G 251 D 


Pressure test adaptor 


M.G. 
M.G. B. 
Fitted with fixed flange ‘‘D’’ type Laycock overdrive. 


18G 708 


Drain plug spanner 


Austin 
Healey models. 
Fitted with ‘‘A’’ type Laycock overdrive. 


Service replacements for 18G 251. 
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18G 134 AT 


Output shaft bush remover 
and replacer adaptor 


Used on '‘B" and ‘‘C”’ standardised units. A two-part tool comprising a drift and a guide. The guide 

Fitted with Borge-Warner overdrive. will prevent the split bush distorting during fitting and will 
ensure that it is correctly positioned in the housing without 
damage to its prefinished surface. 


18G 1004 H 


Circlip plier points 


Used to remove the output bearing shaft circlip on “B” 
and ‘'C”’ standardised units fitted with Borg-Warner 


overdrive. not illustrated. 


18G 480 


Solenoid shaft oil seal 
replacer 


Used on ‘‘B” and ''C"’ standardised units fitted with : ; ; 
Borg-Warner overdrive. The new oil seal is placed on the tool and driven into 


position with the tool piloting in the overdrive housing. 


18G 481 


Output shaft assembly 
guide 


Used on “B”’ and ‘'C”’ standardised units fitted with When inserted into the output shaft bush the overdrive 
Borg-Warner overdrive. housing can be fitted without the splines on the shaft 
damaging the prefinished surface of the white-metal bush. 
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18G 482 


Control shaft oil seal 


replacer 
Used on “B” & ‘‘C"’ standardised units fitted with The new oil seal is placed on the tool and driven into 
Borg-Warner overdrive. position with the tool piloting in the overdrive housing. 


18G 499 


Governor nut spanner 


CHROME UL), 
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Used on “‘B”’ and “‘C”’ standardised units fitted with 
Borg-Warner overdrive. 


18G 502 


Hydraulic pressure test set 


18G502B 


Used on Borg-Warner model ‘‘D.G."’ automatic and 


se) vi 
hydramatic transmissions. Gg 3 


18GSO2E (8G:5O2A: ep 


18G502H 
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18G 502 A 


Gauge 
18G 502 B 
Pipe 


18G 502 C 


Adaptor—straight 


18G 502 D 


Adaptor—right-angle 


18G 502 E 


Adaptor—straight 


18G 502 F 


Adaptor—right-angle 


18G 502 H 


Adaptor—45° angle 


18G 502 L 


Hydraulic pressure test 
adaptor 


Used on Borg-Warner model ‘‘D.G."’ automatic 
transmission. 
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18G 2C 


Mainshaft bearing remover 
adaptor 


Used on Borg-Warner model ‘'D.G."’ automatic 
transmission. 


18G 519 


Mainshaft bearing replacer 


Used on Borg-Warner model ‘‘D.G."’ automatic 
transmission, also on Warner model 8 transmission. 


18G 2 D 


Propellor shaft flange 
remover adaptor 


Used on Borg-Warner model ‘'D.G."’ automatic 
transmission. 


18G 389 E 


Gearbox rear oil seal 
remover adaptor 


Used on Borg-Warner model “D.G."’ automatic 
transmission. 
Also Warner model 8 transmission. 
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18G 134 AB 


Gearbox rear oil seal 
replacer adaptor 


Used on Borg-Warner model ‘‘D.G."’ automatic 
transmission. 
Also Warner model 8 transmission. 


18G 503 


Brake band setting gauge 


Used on Borg-Warner model “‘D.G.”’ automatic 
transmission 


18G 504 


Bench cradle 


Used on Borg-Warner model ‘‘D.G."’ automatic 
transmission 


18G 505 


Converter aligning ange 
and pilot studs 


Used on Borg-Warner model ‘‘D.G."’ automatic 
transmission 
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18G 506 


Spline alignment fixture 


Used on Borg-Warner model ‘‘D.G."’ automatic 
transmission. 


18G 507 


Spring retainer remover (3) 


Used on Borg-Warner model ‘‘D.G."’ automatic 
transmission. 


18G 508 


Governor shaft set screw 
key = 


Used on Borg-Warner model ‘'D.G."’ automatic 
transmission. 


18G 3509 


Clutch and piston remover 
and replacer 


Used on Borg-Warner model ‘'D.G.’’ automatic 
transmission. 
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18G 510 


Lubrication valve plug 
test rod 


Used on Borg-Warner model ‘'D.G."’ automatic . 
transmission. To test tightness of the lubrication valve plug. 


18G 511 


Mainshaft end-float gauge 


Used on Borg-Warner model ‘'D.G.’’ automatic 
transmission. 


18G 673 


Gearbox cradle 


Used on Borg-Warner model 35 automatic transmission. 


To support the gearbox during dismantling and assembly 
operations. 


18G 674 


Input end float checking 
tool shaft. 


RRA ARG 


fy Hay} 
YY) 


For determining the end-float of the gear train in the 
Used on Borg-Warner model 35 automatic transmission. transmission case—to select correct thrust washer. 
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18G 675 


Circlip pliers 


Used on Borg-Warner model 35 automatic transmission 
and Warner model 8 transmission. 


18G 676 


Clutch spring compressor 


Used to compress the rear clutch spring prior to removal 
Used on Borg-Warner model 35 automatic transmission. and replacement of the circlip. 


18G 677 


Pressure test equipment 


Enables gearbox pressures to be tested at correct engine 


‘ _— revs. 
Used on Borg-Warner model 35 automatic transmission 


also Warner model 8 transmission. For adaptor to suit Vanden Plas Princess 4-litre R 
use adaptor 18G 677 A—see page 104. 


18G 502 K 


Pressure hose (8 ft.) and 
adaptor 


Used in conjunction with gauge from 18G 502 and 
suitable tachometer to check gearbox pressures at 
correct engine revs, on Borg-Warner model 35, and 
Warner model 8 transmission. 


Vanden Plas 
Princess 4-litre “R". 
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18G 678 


Front servo spanner 
and gauge 


Used on Borg-Warner model 35 automatic transmission, 
also Warner model 8 transmission. 


yw \ 
nnn yy 


For the correct adjustment of the front band in conjunction 
with torque screwdriver 18G 681. 


18G 681 


Torque screwdriver set 


Used on Borg-Warner model 35 automatic transmission 
also Warner model 8 transmission. 


For the tightening of slotted screws and in conjunction 
with 18G 678 for the adjustment of the front band. 


18G 679 


Inhibitor switch locknut 
spanner 


Used on Borg-Warner model 35 automatic transmission. 


18G 681 A 


Screwdriver bit 


18G 631 B 


Screwdriver bit holder 


To loosen and tighten the inhibitor switch locknut with the 
transmission /n situ. 


Service replacement for 18G 681. 
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18G 701 


Rear band adjusting tool 


a 


Used on Borg-Warner model 35 automatic transmission. 


18G 702 


Rear clutch piston seal 
replacer 


Used on Borg-Warner model 35 automatic transmission. 


Used in conjunction with 18G 537 to adjust rear band with 
transmission in situ. 


aw 


Used on assembly to avoid damage to the rubber seal. 


18G 536 A 


Adaptor—torque wrench 
2” internal square to 


ie 


+” external square) 


Used on Warner model 8 transmission, also hydramatic. 


18G 536 B 


Adaptor—torque wrench 


(2” internal square to 
screwdriver blade) 


Used in conjunction with 18G 536 A on oil pump screws. 
Warner model 8 transmission. 


Page 100 


service tools 


18G 537 A 


Adaptor—torque wrench 
(>” internal square to 
3 external square) 


Used on Warner model 8 transmission. 


not illustrated 


18G 537 B 


Adaptor—torque wrench 
(?” internal square to 
qs internal square) 


Used in conjunction with 18G 537 A for band 
adjustment—Warner model 8 transmission. 


18G 492 


Gearbox lifting eyebolt 


Used on hydramatic transmission. To facilitate the lifting and removal of the gearbox. 


18G 681 C 


Adaptor—flexible drive— 
torque screwdriver 


UP) 


Used on Warner model 8 transmission. 
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18G 69 


Removal tool 


Used on Warner model 8 transmission. Use to remove rear pump discharge tube. 


18G 1016 


Clutch spring compressor 


Used on Warner model 8 transmission. 


18G 1017 


Front clutch piston 
assembly tool 


Warner model 8 transmission Used on assembly to avoid damage to the rubber seal 


18G 1018 


Rear clutch piston 
assembly tool 


Warner model 8 transmission. Used on assembly to avoid damage to the rubber sea! 
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18G 1019 v 


Gearbox cradle 


a 
= 


Used on Warner model 8 transmission. 


To support the gearbox during dismantling and assembling 
operations. 


18G 34 A 


Bevel pinion flange wrench 


Used to hold gearbox flange on Borg-Warner model ‘'D.G.” 
automatic transmission, also Warner model 8 
transmission. 


18G 602 


Governor sleeve alignment 
gauge 


YOO 
D> 
SB ON 


For ensuring the correct alignment of the governor tower to 
Used on hydramatic t?fansmission. the governor body. 


18G 489 


Rear servo setting gauge 


Use on cars fitted with automatic transmission to enable 
Used on hydramatic transmission the rear servo band to be correctly adjusted and set. 
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18G 490 


Front servo setting gauge 


a 


Used on hydramatic transmission. To adjust and set the front servo band correctly 


18G 502 J 


Hydraulic pressure gauge 
adaptor 


Used on hydramatic transmission. 


18G 677 A 


Used on Warner model 8 transmission. 


oom »)) ) aD SSIS TSO 


NOTE: For test set see page 98. 
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FRONT 
SUSPENSION 
AND STEERING 
including 
POWER 
STEERING 


service tools 


Part No. Description Page 
18G 70 Steering Wheel Remover. 105 
18G 134 Bearing and Oil Seal Replacer (Basic Tool). 105 
18G 207 “* Bevel Pinion Bearing Preload Gauge. 105 
18G 284 Impulse Extractor—U.N.F. (Basic Tool). 106 
18G 305 Swivel Pin Die Nut Holder (Basic Tool). 106 
18G 582 Front Suspension and Idler Gear Bearing Replacer. 106 
18G 70 A Steering Wheel Remover Adaptor. 106 
18G 70 C Service Replacement Adaptor for 18G 70. 107 
18G 134 CC Adaptor—Replacer Suspension Arm Bearing. 107 
18G 207 A Steering Rack Pinion Preload Adaptor 107 
18G 305 A Swivel Pin Die Nuts—-015 in. U/S. 107 
18G 305 B Swivel Pin Die Nuts—-015 in. U/S. 108 
18G 582 A Front Suspension Arm Bearing Replacer Adaptor. 108 
18G 284 J Adaptor—Remover Suspension Arm Bearing. 108 
18G 284 H Adaptor—Basic Bearing Remover. 108 
18G 512 Steering Wheel Nut Spanner. 109 
18G 562 Steering Wheel Nut Spanner. 109 
18G 1030 Steering Rack Ball Joint Spanners. 109 
18G 706 Steering Rack Ball Joint Spanners. 109 
18G 707 Steering Rack Ball Joint Spanners. 110 
18G 75 A Steering Arm Remover. 110 
18G 75 B Steering Arm Remover Thread Protectors—U.N.F. 110 
18G 75 C Steering Arm Remover Thread Protectors—B.S.F. 111 
18G 390 Steering Arm Remover. 111 
18G 607 Steering Arm Remover (Manual). 111 
18G 1038 Steering Arm Remover. 111 
18G 312 Steering Tie-Rod Pin Spanner. 112 
18G 313 Steering Tie-Rod ‘C’ Spanner. 112 
18G 1003 Steering Relay Shaft Rebushing Equipment. 112 
18G 125 Steering Ball Joint Separator. 113 
18G 126 Steering Ball Joint Separator. 113 
18G 576 Steering Ball Joint Separator. 113 
18G 122 Swivel Axle Pin Remover. 114 
18G 122 A Service Adaptor for 18G 122. 114 
18G 122 B Service Adaptor for 18G 122. 114 
18G 122 C Service Adaptor for 18G 122. 114 
18G 464 Swivel Axle Pin Remover. 114 
18G 605 Swivel Axle Pin Remover. 115 
18G 57 Swivel Axle Bush Remover and Replacer. 115 
18G 85 Swivel Axle Bush Remover and Replacer. 115 
18G 1006 Swivel Axle Bush Remover and Replacer. 116 
18G 154 A Swivel Axle Bush Remover and Replacer. 116 
18G 486 Swivel Axle Bush Remover and Replacer. 116 
18G 596 Swivel Axle Bush Remover and Replacer. 1A7 
18G 68 Swivel Axle Bush Reamer Wrench. 117 
18G 62 Swivel Axle Bush Reamer—Top. 117 
18G 63 Swivel Axle Bush Reamer—Bottom. ne 74 
18G 64 Swivel Axle Bush Reamer—Top. 118 
18G 65 Swivel Axle Bush Reamer—Bottom. 118 
18G 66 Swivel Axle Bush Reamer. 118 
18G 71 Swivel Axle Bush Reamer. 119 
18G 467 Swivel Axle Bush Reamer. 119 
18G 597 Swivel Axle Bush Reamer. 119 
18G 604 Swivel Axle Bush Reaming Equipment. 120 
18G 604 A Swivel Axle Bush Reamer—Replacement for Reamer in 18G 604. 120 
18G 1006 A Swivel Axle Bush Reamer. 120 
18G 155 Swivel Axle Bush Broaching Equipment. 121 
18G 155 A Swivel Axle Bush Broach Guide. 121 
18G 606 Swivel Axle Bush Reaming Equipment. 121 
18G 485 Swivel Axle Bush Broaching Equipment. 122 
18G 485 A Swivel Axle Bush Broach, 122 


18G 532 Swivel Axle Bush Broaching Equipment. 122 


Part No. 


18G 
18G 
18G 
186 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 


532 A 
89 

89 A 
89, B 
56 

95 

78 
253 
18 

19 

76 
153 
574 B 
574 A 
693 
704 
587 
581 
1025 
682 A 


18G 682 B 


18G 
18G 
18G 
18G 
18G 
18G 
18G 
18G 
186 
18G 
18G 
18G 
18G 
18G 
186 


685 
703 
703 A 
703 B 
555 
556 A 
557 
558 
559 A 
559 B 
608 
609 
610 
610 A 
611 


18G 692 


service tools 


Description 


Swivel Axle Bush Broach. 

Front Suspension Assembly Fixture. 

Front Suspension Checking Fixture Adaptor. 
Front Suspension Assembly Fixture Adaptor. 
Front Suspension Checking Plate. 

Front Suspension Assembly Fixture. 

Front Suspension Checking Plate. 

Front Suspension Assembly Fixture. 

Front Spring Pin and Shackle Bush Remover. 
Front Spring Pin and Shackle Bush Remover. 
Front Suspension Spring Compressor. 

Front Suspension Spring Compressor. 
Suspension Rubber Spring Compressor. 


Suspension Rubber Spring Compressor (Replacement Spindle). 


Front Coil Spring Compressor. 

Bearing Remover—Replacer Front Suspension Arm 
Swivel Hub Ball Pin Nut Spanner. 
Front Suspension and Idler Gear Bearing Remover. 
Swivel Hub Ball Pin Nut Spanner. 
Major Service Kit. 

Minor Service Kit. 

Hydrolastic Unit Hand Pump. 
Hydrolastic Suspension Service Unit. 
Major Service Kit. 

Minor Service Kit. 

End Plug and Lock Ring Spanner. 

Ball Cup Spanner. 

Ball Cup Lock Screw Spanner. 

Bearing Oil Seal Replacer. 

Bearing ‘O’ Ring Fitting Sleeve. 

‘O' Ring Fitting Sleeve. 

End Plug and Lock Ring Spanner. 

Ball Cup Spanner. 

Bearing ‘O’ Ring Fitting Tool. 

‘O' Ring Fitting Sleeve. 

Piston Shaft Oil Seal Replacer. 

Valve Spool Locking Tool (Hydrosteer). 


Page 


122 
123 
123 
123 
124 
124 
124 
125 
125 
125 
125 
126 
126 
126 
127 
127 
127 
128 
128 
128 
128 
129 
129 
130 
130 
130 
130 
131 

131 

131 

132 
132 
132 
132 
133 
133 
133 
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service tools 


Basic tools for use with various adaptors (as listed). 


BAS i C TOO LS For model application adaptors refer. 


For method and use see Workshop Manual. 


18G 70 


Steering wheel remover 


A hinged pillar enables the remover to be placed quickly 
into position, and the soft plastic ring is proof against 
damage to the surface of the wheel. The centre screw 
incorporates a hardened-steel ball to reduce friction when | 
engaging the thrust provided. This adaptor which is 
suitable for most vehicles replaces the two screwed 


adaptors previously supplied and is available separately 
adaptors as 18G 70 C. 
18G 70 A 
18G 70 C 


See pages 106 and 107 


18G 134 


Bearing and oil seal 
replacer (basic tool) 


A detachable handle designed for use with a range of 
adaptors adaptors, supplied separately. 


18G 134 CC 


See page 107 


18G 207 


Bearing preload gauge 


adaptors 
18G 207 A 


See page 107 
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18G 284 


Impulse extractor—UNF 


adaptors .- 


18G 284 J 
18G 284 H 


See page 108 


18G 305 


Swivel pin die nut holder 


adaptors 
18G 305 A 
18G 305 B 


See pages 107 and 108 


18G 582 


Bearing replacer front 
Suspension and idler gear 


adaptors 
18G 582 A 


See page 108 


18G 70 A 


Steering wheel remover 
adaptor 


Austin 
A385, A99, A110. 


Wolseley 
6/99, 6/110 Mk. | & Il. 


Vanden Plas 
Princess 38-litre. 


Austin Trucks 
Gipsy petrol and diesel. 
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18G 70C 


Service replacement adaptor for 18G 70. 


18G 134 CC 


Adaptor-replacer 
suspension arm bearing 


Austin 
1800. 


18G 207 A 


Steering rack pinion 
preload adaptor 


Austin 

Mini, all versions, 1100. 
Morris 

Mini, all versions, 1100. 
M.G. 

1100. 

Wolseley 

Hornet. 


Riley 

Elf. 

Vanden Plas Use to ensure the correct preloading on the steering 
Princess 1400. pinion driving assembly. 


18G 305 A 


Swivel pin die nuts— 
015 in. U/S 


Used with die nut holder 18G 305, worn swivel pins can be 

reclaimed by recutting the threads -015 in. undersize. 
Morris Suitable undersize upper and lower links are available 
Minor, all versions. from B.M.C. Service. 
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18G 305 B 


Swivel pin die nuts— 
015 in..U/S 


Morris 
Oxford (Series MO), $-ton Van (Series MCV). 


18G 582 A 


Front suspension arm 
bearing replacer adaptor 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Wolseley 
Hornet. 


Riley 
Elf. 


18G 284 J 


Adaptor-remover 
suspension arm bearing 


Austin 
1800. 


not illustrated 


Use with 18G 582 when replacing needle roller bearings to 
upper suspension arms. 


18G 284 H 


Adaptor—basic bearing 
remover 


Use with 18G 284 J. 
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18G 512 


Steering wheel nut spanner 


a 


18G 562 


Steering wheel nut spanner 


Austin 
Healey Sprite, |, Il and III. 


M.G. 
Midget I and Il. 


18G 1030 


Steering rack ball joint 
spanners 


Austin « 
1800. 


This tool will enable steering wheel nuts of 1-325” A.F. to be 
loosened or tightened without completely withdrawing the 
stator tube. 


The wall of this socket spanner is cut away to prevent 
damage to the ebonite horn switch contact when tightening 
the steering wheel nut. 


18G 706 | 


Steering rack ball joint 
spanners 


M.G. 
M.G. B. 


EE 
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18G 707 


Steering rack ball joint 
spanners 


Austin * 
Mini, all versions. 
Morris 

Mini all versions, 1100 
M.G. 

1100. 

Wolseley 

Hornet. 

Riley 

Elf. 

Vanden Plas 
Princess 1100. 


18G 75 A 
Steering arm remover 


Austin 
Taxi and Hire-car petrol and diesel. 
Healey 100/six, Healey 3000. 


Vanden Plas 
Princess 4-litre. 


Austin Trucks 

LD.1A, LDO.1A, 25-cwt. petrol, LD.2A, LDO.2A, 14-ton 
(Series S200) petrol and diesel, 301 petrol and diesel, 
LCFO, 2-ton (Series T200) petrol and diesel, 2-ton 34-litre, 
2-ton (Series 1 and 2), 3-ton (Series 303 and 304) petrol and 
diesel, 4-ton (Series 403 and 404) petrol and diesel, 5-ton 
3}-litre, 5-ton (Series 1 and 2), 5-ton (Series 503) petrol and 
diesel, 7-ton (Series 701 and 702), Gipsy petrol and diesel, 
F.J. Series. 


Morris Trucks 
LD.1M, LDO.1M, LD.2M,*_DO.2M, 14-ton (Series $200) 


petrol and diesel, LC.5, LCO.5, LC.5T, LCO.5T, LCFO, Thread protectors 18G 75 C, to suit B.S.F.-threaded shatts, 
2-ton (Series T200) petrol and diesel, 3-ton (Series 303 and are included with this tool. The steel jaws are adjustable 
304) petrol and diesel, 4-ton (Series 403 and 404) petrol and and an Allen key is provided to release and secure the jaw 
diesel, 5-ton (Series 503) petrol and diesel, 7-ton (Series screws. 


701 and 702), F.J. Series. 


18G 75 B : 


Steering arm remover 
thread protectors—UNF - 


Set of adaptors for use on shafts with U.N.F. threads. 
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18G 75 C 


Steering arm remover 
thread protectors—BSF 


Service replacement for 18G 75 A. 


18G 390 


Steering arm remover 


Austin 
A90 Six, A95, A105. 


Wolseley 
6/90, |, Il and III. 


18G 607 


Steering arm remover 
(manual) 


Austin 
A99, A110. 


Wolseley 
6/99, 6/110, | and Il. 


Vanden Plas NOTE: 
Princess 3-litre. 


18G 1038 


Steering arm remover 


Austin 
A110. 


Wolseley 
6/110, Mk. | & Il. 


Vanden Plas NOTE: 
Princess 4-litre R. When fitted with integral power steering. 
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18G 312 


Steering tie-rod pin spanner 


a 


Austin 
Healey Sprite, | & Il. 


Morris 

Minor, all versions, Cowley 1500, Oxford (Series MO), 
(Series Il, II and IV), $-ton Van (Series MCV and Ill). 
Wolseley 


4/44, 1500, 15/50. 


M.G. 

Series TD, TF, M.G. A (1500 and 1600), M.G. A Twin Cam, 

Magnette (Series ZA and ZB), Midget. Designed for dismantling the steering tie-rod ball housing 
in conjunction with 'C’ spanner 18G 313. The opposite end 

Riley of the spanner is used to hold the rear spring shackle 

1:5. 


bolts against rotation while the nuts are removed. 


18G 313 


Steering tie-rod ‘C’ spanner 


Austin 
Healey Sprite, | & Il. 


Morris 

Minor, all versions, Cowley 1500, Oxford (Series MO), 
Oxford (Series II, Ill and IV), $-ton Van (Series MCV and 
Il). 


Wolseley 
4/44, 1500, 15/50. 


M.G. 
Series TD, TF, M.G. A (1500 and 1600), M.G. A Twin Cam, 
Magnette (Series ZA and ZB), Midget. 


Riley A ‘C' type spanner designed for both three- and six-slot 
1:5. housing. 


18G 1003 


Steering relay shaft 
rebushing equipment 


Austin 
Gipsy Mk. I, Il & IV. 
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18G 125 


Steering ball joint 
separator 


Austin : 
A90 Six, A95, A105, Healey 100 Six, Healey 3000. 


Austin Trucks 


Series 101, 152, Gipsy petrol and diesel. A tool designed on the shock and wedge principle to remove 


steering ball joints from their levers. On no account must 
the tool to be used to lever the components apart; the handle 
is short to obviate its misuse in this way. 


Morris Trucks 
J, JB, J2. 


18G 126 


Steering ball joint 
separator 


Austin Trucks 

25-cwt. petrol, LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton 
(Series S200) petrol and diesel, 301 petrol and diesel, 
LCFO, 2-ton 34-litre, 2-ton (Series 1 and 2), 2-ton (Series 
T200) petrol and diesel, 3-ton (Series 304) petrol and diesel, 
4-ton (Series 404) petrol and diesel, 5-ton 3-litre, 5-ton 
(Series 1 and 2). 


Morris Trucks 

LD.1M, LDO.1M, LD.2M, LDO.2M, 14-ton (Series S200) 
petrol and diesel, LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 

2-ton (Series T200) petrol and diesel, 3-ton (Series 304) 
petrol and diesel, 4-ton (Series 404) petrol and diesel. 


Vanden Plas 
Princess (Mark IV), Princess 4-litre. 


18G 576 


Steering ball joint 
separator 


Austin Trucks 
5-ton (Series 503 and 504) F.C.C., 7-ton (Series 701 and 702), 
F.J. Series. 


Morris Trucks 
5-ton (Series 503 and 504) F.C.C., 7-ton (Series 701 and 702), 
F.J. Series. 
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18G 122 


Swivel axle pin remover 


Austin 
Taxi and Hire-car, petrol and diesel. 


Austin Trucks 

25-cwt. petrol, 2-ton 3}-litre, 2-ton (Series 1 and 2), 5-ton Comprising a body with thrust race, centre screw, and a 

3}-litre, 5-ton (Series 1 and 2). box of three adaptors. The adaptors are screwed to the 
swivel axle pin and the centre screw of the tool. 


18G 122 A 
18G 122 | S4 Service replacements for 18G 122. 
18G 122 C 


18G 464 


Swivel axle pin remover 


Series 101, 152, LD.1A, LDO.1A, LD.2A, LDO.2A, 301 petrol 


Austin Trucks ——> ‘= an 
—, | i 
=) 

and diesel, LCFO. = 


Morris Trucks 

J, JB, J2, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, 
LC.4, LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 3/5-ton CV, ECV, 
NCV, FV, PP, NVS.3, NVS.5, FVS, ECVO, NCVO, NVO.5, 
FVO, FVSO, OP. 
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18G 605 


Swivel axle pin remover 


a 
’ 


Austin 
Gipsy, |, I} & IV. 


18G 57 


Swivel axle bush remover 
and replacer 


Vanden Plas 
Princess 4-litre, Princess Mk. IV. 


Austin Trucks 

25-cwt. petrol, 2-ton 3$-litre, 2-ton (Series 1 and 2), 4-ton 
(Series 404) petrol and diesel, 5-ton 3}-litre, 5-ton (Series 1 
and 2), 5-ton Perkins diesel, Gipsy petrol and diesel. 


Morris Trucks 
4-ton (Series 404) petrol and diesel. 


This tool enables the swivel axle bushes to be removed 
and fitted without the distortion which would occur if an 
improvised drift were used. The shoulder of the driver is 
recessed to prevent the split bushes from Opening when 
being pressed into position. The tool should be used with a 
press. 


18G 85 


Swivel axle bush remover 
and replacer 


Austin 
A55, A55 (Mk. II), A90 Six, A95, A105, all versions, Healey 
100 Six, Healey 3000. 


Morris 
Oxford (Series V and VI), all versions. 


Wolseley 
15/60, 16/60. 


M.G. 
Magnette (Mk. III and IV). 


Riley 
4/68, 4/72. 


This tool enables swivel axle bushes to be removed and 
fitted without the distortion which would occur if an 
improvised drift were used. The shoulder of the driver is 
recessed to prevent the split bushes from opening 

when being pressed into position. The tool should be 
used with a press. 
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18G 1006 


Swivel axle bush remover 
and replacer 


Austin 

A35 Van (from AVB 13401). ; 

A40 Mk. Il Saloon (from RHD 50201) (LHD 50301). 
Countryman (from RHD 50251) (LHD 


50401). 
Healey Sprite Mk II (from 24732). 
M.G. 
Midget (from 16184). 
NOTE: 
On models prior to above Chassis Nos. use 18G 154 A 
(See below). 


18G 154 A 


Swivel axle bush remover 
and replacer 


Austin 
A35, A40 (Series A2S6), Healey Sprite, Metropolitan. 


M.G. 


Midget. This tool enables the swivel axle bushes to be removed 
and fitted without the distortion which would occur if an 
- improvised drift were used. The shoulder of the driver 
is recessed to prevent the split bushes from opening when 
being pressed into position. The tool is designed for use 
with a press. 


18G 486 


Swivel axle bush remover 
and replacer 


Austin Trucks s 
5-ton (Series 503 and 504) F.C.C. petrol and diesel, 7-ton 
(Series 701 and 702). 


Morris Trucks 
5-ton (Series 503 and 504) F.C.C. petrol and diesel, 7-ton 


This set, comprising a remover and replacer, two bushes 
(Series 701 and 702). 


and an anvil, is designed for use with a standard press. 
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18G 596 


Swivel axle bush remover 
and replacer 


fF 


Austin 
A99, A110 Mk. | & Il. 


M.G. 
M.G. B. 


Wolseley 
6/99, 6/110 Mk. | & Il. 


Vanden Plas 
Princess 3-litre, Princess 4-litre R. 


18G 638 


Swivel axle bush reamer 
wrench 


Use with all reamers having $” square drive. The weight 
has been carefully determined to ensure that the reamer 
will pass through the bushes during rotation without any 
undue pressure by the operator. 


18G 62 


Swivel axle bush reamer— 
top 


Austin ~ 
Taxi and Hire-car petrol and diesel. 


18G 63 


Swivel axle bush reamer— 
bottom 


Austin 
Taxi and Hire-car petrol and diesel. 
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18G 64 


Swivel axle bush reamer— 
top 


=i 


Austin 
A55, A55 (Mk. II), A60, A90 Six, A95, A105, all versions, 
Healey 100 Six, Healey 3000. 


Morris 
Oxford (Series V & VI, all versions). 


Wolseley 
15/60, 16/60. 


M.G. 
Magnette Mk. Ill & IV). 


Riley 
4/68, 4/72. 


18G 65 


Swivel axle bush reamer— 
bottom 


Austin 
A55, A55 (Mk. Il), A60, A90 Six, A95, A105, all versions, 
Healey 100 Six, Healey 3000. 


Morris 
Oxford (Series V & VI, all versions). 


Wolseley 
15/60, 16/60. 


M.G. 
Magnette (Mk. Ill & IV). * 


Riley 
4/68, 4/72. 


18G 66 | 


Swivel axle bush reamer 


Austin Trucks 


25-cwt., 2-ton 3}-litre, 2-ton (Series 1 and 2), Gipsy petrol 
and diesel. 
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18G 71 


Swivel axle bush reamer 


a 
a 


Vanden Plas 
Princess (Mk. IV), Princess 4-litre. 


Austin Trucks 

3-ton (Series 303) petrol and diesel, 4-ton (Series 403 and 
404) petrol and diesel, 5-ton 3}-litre, 5-ton (Series 1 and 2), 
5-ton (Series 503) petrol and diesel, 5-ton Perkins diesel. 


Morris Trucks 
3-ton (Series 303) petrol and diesel, 4-ton (Series 403 and 
404) petrol and diesel, 5-ton (Series 503) petrol and diesel. 


18G 467 


Swivel axle bush reamer 


Austin Trucks 

LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton (Series $200) 
petrol and diesel, 301 petrol and diesel, LCFO, 2-ton (Series 
T200) petrol and diesel, 3-ton (Series 304) petrol. 


Morris Trucks 

PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4, 
14-ton (Series S200) petrol and diesel, LC.5, LC.5T, LCO.5, 
LCO.5T, LCFO, 2-ton (Series T200) petrol and diesel, 
3-ton (Series 304) petrol. 


18G 597 


Swivel axle bush reamer 


Austin 

A99, A110 Mk. | & Il. 
M.G. 

M.G. B. 


Wolseley 
6/99, 6/110 Mk. | & Il. 


Vanden Plas 
Princess 3-litre, Princess 4-litre R. 
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18G 604 


Swivel axle bush reaming 
equipment 


Austin 
Taxi and Hire-car (FX4D, FL2D). 


This equipment will effectively remove the bushes, fit the 
replacements, and ensure that these are correctly reamed 
‘in-line’. 


18G 604 A 


Swivel axle bush reamer 


Service replacement for 18G 604. 


18G 1006 A 


Swivel axle bush reamer 


Austin 
A35 Van (from Chassis No. AV8 13401). 
A40 Mk. Il Saloon (RHD from 50201). 
(LHD from 50301). 
Countryman (RHD from 50251). 
(LHD from 50401). 
Healey Sprite Mk. II (from 24732). 


M.G. 
Midget (from 16184). 
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18G 155 


Swivel axle bush broaching 
equipment 


Austin ar F ; 

A35, A40 (Series A2S6), Healey Sprite, Metropolitan. Consisting of an anvil, two broaches, two guide bushes 
and two support adaptors. They are for use with a light 

M.G. press and will ensure highly finished bores. The worn 

Midget. bushes can be removed and new bushes fitted with tool 


18G 154 A. Broach guide 18G 155 A is required on all 
models after A30 Car No. 79639. 


18G 155 A 


Swivel axle bush broach 
guide 


Austin 
A35, A40 (Series A2S6), Healey Sprite, Metropolitan. 


M.G. 
Midget. 


18G 606 


Swivel axle bush reaming 
equipment 


Austin’ Trucks 
5-ton (Series 504) F.C.C. from Chassis,No. 93271, 7-ton 
(Series 702) from Chassis No. 93248, F.J. Series. 


NOTE: 
Morris Trucks On models prior to above Chassis Nos. use 18G 485. 


5-ton (Series 504) F.C.C. from Chassis No. 93271, 7-ton 
(Series 702) from Chassis No. 93248, F.J. Series. 
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18G 485 


Swivel axle bush broaching 
equipment 


Austin Trucks 

5-ton (Series 503 and 504) F.C.C. petrol and diesel up to 
Chassis No. 93270, 7-ton (Series 701 and 702) up to 
Chassis No. 93247. 


Morris Trucks 

5-ton (Series 503 and 504) F.C.C. petrol and diesel up to 
Chassis No. 93270, 7-ton (Series 701 and 702) up to 
Chassis No. 93247. 


This equipment, when used with the normal workshop press, 
enables new swivel axle bushes to be accurately finished 

to size speedily and easily. For replacement purposes the 
broach is obtainable separately (see 18G 485 A). 


18G 485 A 


Swivel axle bush broach 


Service replacement for 18G 485. 


18G 532 


Swivel axle bush broaching 
equipment 


Austin Trucks - 
Series 101, 152. 


Morris Trucks This equipment is designed for use in a suitable press. _ 
J, JB, J2. The set includes equipment for removing and refitting 
the swivel axle bushes. 


18G 532 A 


Broach Service replacement for 18G 532. 
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18G 89 


Front suspension assembly 
fixture 


Austjn 

A55, A55 (Mk. II), A60, all versions, Taxi (Series FX4D) and 
Hire-car (Series FL2D) diesel, A90 Six, A95, A105, A99, 
A110, Mk. | & Il, Healey 100 Six, Healey 3000, Metropolitan. 


Morris 

Oxford (Series V & VI, all versions). 
Wolseley 

15/60, 16/60, 6/99, 6/110 Mk. | & Il. 
M.G. 

Magnette (Mk. Ill & IV). 

Riley 

4/68, 4/72. 

Vanden Plas 

Princess 3-litre, Princess 4-litre R. 


Designed to serve the dual purpose of accurately 
assembling front suspension unit for fitting as a 
replacement to a vehicle and also as a means of checking 
a unit suspected of damage or misalignment. This tool 
must be used in conjunction with adaptors 18G 89 A or 
18G 89 B and checking plate 18G 56. 


18G 89 A 


Front suspension checking 
fixture adaptor 


Austin 

A55, A55 (Mk. II), A60, all versions, Taxi (Series FX4D), 
and Hire-car (Series FL2D) diesel, A90 Six, A95, A105, A99, 
A110 Mk. | & Il, Healey 100 Six, Healey 3000, Metropolitan. 
Morris 

Oxford (Series V). 

Wolseley 

15/60. 

M.G. 

Magnette (Mk. III). 

Riley 

4/68. 


18G 89 B 


Front suspension assembly 
fixture adaptor 


Austin 
A99, A110 Mk. | & Il. 


Wolseley 
6/99, 6/110 Mk. 1 & Il. 


Vanden Plas 
Princess 3-litre, Princess 4-litre R. 
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18G 56 


Front suspension checking 
plate 


Austin 

A55, A55 (Mk. Il), A60, all versions, Taxi (Series FX4D) 
and Hire-car (Series FL2D) diesel, A90 Six, A95, A105, 
A99, A110 Mk. | & Il, Healey 100 Six, Healey 3000, 
Metropolitan. 


Morris 
Oxford (Series V & VI, all versions). 


Wolseley 
15/60, 16/60, 6/99, 6/110 Mk. | & Il. 


M.G. 
Magnette (Mk. Ill & IV). 


Riley 
4/68, 4/72. 


The checking plate has four pegs accurately positioned to 
enable the lower wishbone arms to be correctly aligned 
Princess 3-litre, Princess 4-litre R. when assembling the front suspension unit. 


Vanden Plas 


18G 95 


Front suspension assembly 
fixture 


Designed to serve the dual purpose of accurately 
assembling a front suspension unit for fitting as a . 
replacement to a vehicle, and also as a means of checking 

a unit suspected of damage or misalignment. Checking 
plate 18G 78 must be used in conjunction with this tool. 


Vanden Plas re 
Princess (Mk. IV), Princess 4-litre. 


18G 78 


Front suspension checking 
plate 


The checking plate has four pegs which are precision made 
and accurately positioned to enable the lower wishbone arms 
to be correctly aligned when assembling the suspension unit. 


Vanden Plas 
Princess (Mk. IV), Princess 4-litre. 
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18G 253 


Front suspension assembly 
fixture 


vf 


Austin 


A35, A40 (Series A2S6), Healey Sprite, Metropolitan. 


oS Designed to serve the dual purpose of accurately 
assembling a front suspension unit for fitting as a 3 
replacement to a vehicle, and also as a means of checking 
a unit suspected of damage or misalignment. 


18G 18 


Front spring pin and shackle 
bush remover 


The shaft of the tool has two diameters, the smaller one for 
driving out the spring pins and the larger one for driving 
Austin Trucks out the bushes. 
5-ton 3$-litre, 5-ton (Series 1 and 2). 


18G 19 


Front spring pin and shackle 
bush remover 


Austin Trucks 
2-ton 34-Jitre, 2-ton (Series 1 and 2). 


not illustrated 


18G 76 


Front suspension spring 
compressor : 


The spring compressor thrust pad is ball-mounted to assist 
in lining-up the spring and spring seat. f 


Vanden Plas 
Princess (Mk. IV), Princess 4-litre. 


Page 125 


service tools 


18G 153 


Front suspension spring 
compressor 


Austin 
A35, A40 (Series A2S6), Healey Sprite. 


M.G. The spring compressor thrust pad is ball-mounted to assist 
.Midget. in lining-up the spring and spring seat. 


18G 574 B 


Suspension rubber spring 
compressor 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Wolseley 
Hornet. 


Riley 
Elf. 


An essential tool, used to compress the rubber spring when 
dismantling and reassembling the front suspension. 
NOTE: 


Except hydrolastic type. 


18G 574 A 


Suspension rubber spring 
compressor (replacement 
spindle) , 


A service replacement for 18G 574. 
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18G 693 


Front suspension spring 
compressor 


a 

Austin 

A55, A55 Mk. II, A60, all versions, Taxi & Hire-car (Series 
FX4D and FL2D) diesel, A90 six, A95, A105, A99, A110 
Mk. | & Il, Healey 100 Six, Healey 3000. 


Morris 
Oxford (Series V & VI, all versions). 


M.G. 
Magnette, Mk. Ill & IV, M.G. B. 


Riley 
4/68, 4/72. 


Wolseley 


15/60, 16/60, 6/110 Mk. 1 & Il. er : 
Operating instructions are included with tool. 


Vanden Plas 
Princess 3-litre, Princess 4-litre R. 


18G 704 


Bearing remover-replacer 
front suspension arm 

Austin 

1100. 


Morris 
1100. 


M.G. 
1100. 


Vanden Plas 
Princess 1100. 


18G 587 


Socket spanner—Swivel (iy 
ball pin nut 


Austin 
Mini, all versions. 


< 


a  - 4 
Crm 


Morris 

Mini, all versions. 
Riley 

Elf. 


Wolseley 
Hornet. 
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18G 581 


Front suspension and idler 
gear 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Riley 
Elf. 


Wolseley 
Hornet. 


18G 1025 


Swivel hub ball pin nut 
spanner 


Austin 
1800. 


18G 682 A 
Major service kit 


(Complete set gland seals & gaskets to service both pumps 

and connectors). 
SERVICE KIT 
For 18G 682 


18G 632 3} Hydrolastic service unit. 


Minor service kit 


(To service connectors only.) 


18G 682 superseded by 18G 703. 
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18G 685 
Hydrolastic hand pump 


vf 


Austin 
Mini, 11, 1800. 


Morris 
Mini, 1100. 


M.G. 
1100. 


Wolseley 
Hornet. 


a This pump should be used to restore pressure loss when 
: necessary to bring the car up to correct trim. If the system 
has been dismantled or deflated through damage, it will 


be necessary to use the service equipment 18G 703. 
Vanden Plas 


Princess 1100. 


18G 703 


Hydrolastic suspension 
service unit 


Supersedes 18G 682. 


Austin 
Mini, 1100, 1800. 


Morris 
Mini, 1100, 1800. 


M.G. 
1100. 


Wolseley 
Hornet. 2 


Riley 
Elf. 


Vanden Plas 
Princess 1100. 
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18G 703 A 
Major service kit 


(Complete set §Jland seals and gaskets to service both 


pumps and connectors). 
SERVICE KIT 
for 18G 703. 


18G 703 B 


Minor service kit 


(To service connectors only.) 


18G 555 


End plug and lock ring 
spanner 


Austin Trucks 

5-ton (Series 503 and 504) when fitted with Hydrosteer 
equipment, 7-ton (Series 701) from Chassis No. 51477 
onwards, 7-ton (Series 702), F.J. Series. 


Morris Trucks 

5-ton (Series 503 and 504) when fitted with Hydrosteer 
equipment, 7-ton (Series 701) from Chassis No. 51477 
onwards, 7-ton (Series 702), F.J. Series. 


18G 556 A 


Ball cup spanner 


Austin Trucks f 

5-ton (Series 503 and 504) when fitted with Hydrosteer 
equipment, 7-ton (Series 701) from Chassis No. 51477 
onwards, 7-ton (Series 702), F.J. Series. 


Morris Trucks 

5-ton (Series 503 and 504) when fitted with Hydrosteer 
equipment, 7-ton (Series 701) from Chassis No. 51477 
onwards, 7-ton (Series 702), F.J. Series. For use on ‘in-line’ Hydrosteer unit. 
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18G 557 


Ball cup lock screw 
spanner 


Austin Trucks 

5-ton (Series 503 and 504) when fitted with Hydrosteer 
equipment, 7-ton (Series 701) from Chassis No. 51477 
onwards, 7-ton (Series 702). 


Morris Trucks 

5-ton (Series 503 and 504) when fitted with Hydrosteer 
equipment, 7-ton (Series 701) from Chassis No. 51477 
onwards, 7-ton (Series 702). : 


For use on ‘in-line’ Hydrosteer unit. 


18G 558 


Bearing oil seal replacer 


Austin Trucks 

5-ton (Series 503 and 504) when fitted with Hydrosteer 
equipment, 7-ton (Series 701) from Chassis No. 51477 
onwards, 7-ton (Series 702). 


F.J. Series. 


Morris Trucks 
5-ton (Series 503 and 504) when fitted with Hydrosteer 
equipment, 7-ton (Series 701) from Chassis No. 51477 


onwards, 7-ton (Series 702) F.J. Series. For use on ‘in-line’ Hydrosteer unit. 


18G 559 A 


Bearing ‘O’ ring fitting 
sleeve 


Austin Tfucks 

5-ton (Series 503 and 504) when fitted with Hydrosteer 
equipment, 7-ton (Series 701) from Chassis No. 51477 
onwards, 7-ton (Series 702), F.J. Series. 


Morris Trucks 

5-ton (Series 503 and 504) when fitted with Hydrosteer 

equipment, 7-ton (Series 701) from Chassis No. 51477 

onwards, 7-ton (Series 702), F.J. Series. For use on ‘in-line’ Hydrosteer unit. 
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18G 559 B 


‘CO’ ring fitti ng sleeve A service replacement sleeve for 18G 559 A. 


18G 608 


End plug and lock ring 
spanner 


Vanden Plas 
Princess 4-litre. 


For use on 1 in. bore Hydrosteer unit. 


18G 609 


Ball cup spanner 


Vanden Plas 
Princess 4-litre. 


For use when removing and replacing the internal ball 
pin cup on the 14 in. bore Hydrosteer unit. 


18G 610 


ae 
Bearing ‘O’ ring fitting tool or 


Nw \\t' 


Vanden Plas 


f This tool will prevent damage to the ‘O' ring seal when 
Princess 4-litre. 
ha sa assembling it to the outer tube of the 14 in. bore Hydrosteer 
unit. 
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18G 610 A 


‘OQ’ ri ng fitting sleeve A replacement sleeve for 18G 610. 


a3 


18G 611 


Piston shaft oil seal 
replacer 


Will ensure that the seal is fitted undamaged to the piston 


shaft of the 14 in. bore Hydrost it. 
Vanden Plas + ydrosteer uni 


Princess 4-litre. 


18G 692 


Valve spool locking tool 


Austin 
A110 Mk. | & Il. 


Morris 
6/110 Mk. 1 & Il. 


Vanden Plas 
Princess 3-litre, Princess 4-litre R. 
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FRONT & 
REAR HUB 
(including brakes) 


service tools 


Part No. Description Page 
18G 8 Hub Assembly Remover (Basic Tool). 134 
18G 47 C Differential Bearing Remover (Basic Tool). 134 
18G 134 Bearing and Oil Seal Replacer (Basic Tool). 135 
18G 220 Front and Rear Hub Remover (Basic Tool). 135 
18G 260 Front Hub Bearing Outer Race Remover (Basic Tool). 135 
18G 304 Front and Rear Hub Remover (Basic Tool). 136 
18G 705 Bearing Race Centre Remover. 136 
18G 8A Front Hub Remover Adaptor. 136 
18G 8B Rear Hub Remover Adaptor. 137 
18G 8D Rear Hub Remover Adaptor. 137 
18G 8 E Front Hub Remover Adaptor. 137 
18G 8 F Front Hub Remover Adaptor. 137 
18G 8 P Front Hub Bearing Inner Race Remover Adaptor. 138 
18G 8 T Front Hub Remover Adaptor. 138 
18G 47 J Rear Hub Bearing Inner Race Remover Adaptor. 138 
18G 134 B Front Hub Outer Bearing Replacer Adaptor. 138 
18G 134 C Front Hub Inner Bearing Replacer Adaptor. 139 
18G 134 F Front Hub Outer Bearing Replacer Adaptor. 139 
18G 134 J Front Hub Inner Bearing Replacer Adaptor. 139 
18G 134 K Rear Hub Bearing Remover Adaptor. 140 
18G 134 P Rear Hub Bearing Remover Adaptor. 140 
18G 134 Q Rear Hub Remover Adaptor. 140 
18G 134 AL Rear Hub Oil Seal Replacer Adaptor. 141 
18G 134 AN Rear Hub Bearing Remover Adaptor. 141 
18G 134 AP Rear Hub Oil Seal Replacer Adaptor. 141 
18G 134 AQ Rear Hub Oil Seal Replacer Adaptor. 142 
18G 134 BB Rear Hub Bearing Replacer Adaptor. 142 
18G 134 BH Flywheel and Front Hub Oil Seal Replacer. 142 
18G 134 BL Axle Shaft Oil Seal Replacer Adaptor. 143 
18G 134 BM Front Hub Oil Seal Replacer Adaptor. 143 
18G 134 BN Front Hub Oil Seal Adaptor Replacer. 143 
18G 134 BP Front Hub Oil Seal (Inner) Adaptor Replacer. 143 
18G 134 CB Adaptor Replacer Front Hub Bearings. 144 
18G 134 CC Adaptor Replacer, Rear Hub, Radius and Suspension Arm Bearing. 144 
18G 220A Front and Rear Hub Remover Adaptors (Basic Tool). 144 
18G 220 B Hub Remover Adaptors. 144 
18G 220 C Hub Remover Thrust Pad. 145 
18G 220 D Hub Remover Adaptor Ring. 145 
18G 220 E Hub Remover Thrust Pad. 145 
18G 220 F Rear Hub Remover Adaptor. 145 
18G 260 A Front Hub Bearing Outer Race Remover Adaptor. 146 
18G 260 B Front Hub Bearing Outer Race Remover Adaptor. 146 
18G 260 C Front Hub Bearing Outer Race Remover Adaptor. 146 
418G 260 D Front Hub Bearing Outer Race Remover Adaptor. 147 
18G 260 E Front Hub Bearing Outer Race Remover Adaptor. 147 
18G 260 F Front Hub Inner Bearing Outer Race Remover Adaptor. 147 
18G 260 H Front Hub Drive Flange Outer Race Remover Adaptor. 148 
18G 260 J Hub Bearing Outer Race Remover and Replacer Adaptor. 148 
18G 260 K Hub Bearing Outer Race Remover and Replacer Adaptor. 148 
18G 304 A Bolt Adaptor—t in. U.N.F. 149 
18G 304 B Bolt Adaptor—3 in. U.N.F. 149 
18G 304 C Bolt Adaptor— in. U.N.F. 149 
18G 304 D Bolt Adaptor—+ in. B.S.F. 150 
18G 304 E Bolt Adaptor— in. B.S.F. 150 
18G 304 F Bolt Adaptor— in. U.N.F. 150 
18G 304 H Hub Remover Thrust Pad. 151 
18G 304 J Hub Remover Thrust Pad. 154 
18G 304 K Hub Remover Thrust Pad. 151 
18G 304 P Adaptor—Remover Drive Flange. 152 
18G 705 A Rear Hub Bearing Race Centre Remover Adaptor. 152 
18G 705 B Front Hub Bearing Race Centre Remover Adaptor. 152 
18G 705 D Rear Hub Bearing Race Centre Remover Adaptor. 153 


service tools 


Part No. Description Page 
18G 483 Front Hub Cap Spanner. 153 
18G 531 Front Hub Cap Spanner. 154 
18G 7 Front Hub Outer Bearing Remover. 154 
18G 575 Front Hub Drive Flange Remover. 154 
186 146.- Front Hub and Rear Hub Remover. 155 
18G 363 Hub Remover—Wire Wheels. 155 
18G 1032 Hub Remover—Wire Wheels. 155 
18G 1005 Front and Rear Hub Spanner. 155 
18G 48 A Rear Hub Nut Spanner 156 
18G 152 Rear Hub Nut Spanner. 156 
18G 258 Rear Hub Nut Spanner. 156 
18G 446 Rear Hub Nut Spanner. 157 
18G 497 Rear Hub Nut Spanner. 157 
18G 549 Rear Hub Nut Spanner. 157 
18G 46 Rear Hub Assembly Remover. 158 
18G 1031 Rear Hub Nut Spanner. 158 
18G 35 Rear Hub Oil Seal Housing Spanner. 158 
18G 36 Rear Hub Oil Seal Housing Spanner. 158 
18G 14 Bevel Pinion and Rear Hub Oil Seal Replacer. 159 
18G 553 Disc Brake Resetting Tool. 159 
18G 590 Disc Brake Piston Resetting Tool. 159 
18G 600 Hydrovac/Hydraulic Brake Test Equipment. 160 
18G 619 Brake Adjusting Spanner. 160 


18G 1035 Gauge—Shim Assessment—Air Brake Master Cylinder. 160 
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service tools 


Tools for use with various adaptors (as listed). 


fe AS L C TOO LS For model application adaptors refer. 


For method of use see Workshop Manual. 


18G 8 


Hub assembly remover 


adaptors 


FRONT REAR 
186 8A 18G 8B 
18G 8E 18G 8 D 
18G 8 F 
18G 8 P 
18G 8 T 


See pages 136, 137 and 138 


18G 47 C 


Differential bearing 
remover 


adaptors 


18G 47 J 


See page 138 


A standardised tool which must be used with the 
appropriate adaptor, for removing rear hub bearings. 
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18G 134 


Bearing and oil seal 


replacer 
a 
adaptors 
FRONT REAR 
18G 134 B 18G 134 K 
18G 134 C 18G 134 P 
18G 134 F 18G 134 Q 
18G 134 J 18G 134 AL 
18G 134 BH 18G 134 AN 
a es i i fas A detachable handle designed for use with a range of 
18G BP 18G | ee adaptors, supplied separately, which will deal with the 
| | ings. 
18G 134 CB 18G 134 BL removal and replacement of front and rear hub bearings 
18G 134 CC 


See pages 138, 139, 140, 141, 142, 143 and 144 


18G 220 


Front and rear hub 


remover 
adaptors 
FRONT REAR Wo 
186 220 A 186 220 A taal 
18G 220 B 18G 220 B ime 
18G 220 D 18G 220 C al : 
18G 220 E 18G 220 D The outer race of a front hub bearing frequently remains | 
18G 220 F 18G 220 E inside the hub when dismantling. This remover with the 
18G 220 F appropriate adaptor will ensure easy extraction from the 
See pages 144 and 145 ; hub. 


18G 260 


Front hub bearing 
outer race remover 


adaptors 


18G 260 A 18G 260 F 
18G 260 B 18G 260 H 
18G 260 C 18G 260 J 
18G 260 D 18G 260 K 
18G 260 E 


See pages 146, 147 and 148 
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18G 304 


Front and rear hub 
remover 


adaptors 

18G 304 A 18G 304 H 

18G 304 B 18G 304 J 

18G 304 C 18G 304..K Rear Only 
18G 304 D 18G 304 P 

18G 304 E 

18G 304 F 


See pages 149, 150, 151 and 152 


18G 705 


Bearing race centre 
remover 


adaptors 

FRONT REAR 
18G 705 B 18G 705 A 
18G 705 E 18G 705 D 


See pages 152 and 153 


186 8A 


Front hub remover 
adaptor 


Austin Trucks 


25-cwt. petrol, 2-ton 34-litre, 2-ton (Series 1 and 2), 3-ton 
(Series 303) petrol and diesel, 4-ton (Series 403 and 404) 
petrol and diesel, 5-ton 34-litre, 5-ton (Series 1 and 2), 


5-ton (Series 503) petrol and diesel. 


Morris Trucks 


3-ton (Series 303) petrol and diesel, 4-ton (Series 403 and 
404) petrol and diesel, 5-ton (Series 503) N.C. petrol and 


diesel. 
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18G 8B 


Rear hub remover 
adaptor © 


Austin 
Taxi and Hire-Car (9-2 diesel). 


18G 8 D 


Rear hub remover 
adaptor 


Vanden Plas 
Princess 4-litre 
Princess Mk. IV. 


18G 8 E 


Front hub remover 
adaptor 


Vanden Plas 
Princess 4-litre 
Princess Mk. IV. 


18G 8 F 


Front hub remover 
adaptor 


Austin 

Taxi FX3 petrol from chassis No. 40740, Hire-car FL1 petrol 
from chassis Nos. (RHD) 59886 and (LHD) 40812, Taxi and 
Hire-car diesel. 
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18G 8 P 


Front hub bearing inner 
race remover adaptor 


Austin 
A35, A40 (Series A2S6), Healey Sprite. 


18G 8 T 


Front hub remover 
adaptor 


Austin Trucks 
5-ton (Series 503 and 504) F.C.C. petrol and diesel, 7-ton 
(Series 701 and 702). F.d. Series. 


Morris Trucks 
5-ton (Series 503 and 504) F.C.C. petrol and diesel, 7-ton 
(Series 701 and 702). F.J. Series. 


18G 47 J 


Rear hub bearing inner 
race remover adaptor 


Austin Trucks 

2-ton 3}-litre, 2-ton (Series 1 and 2), 4-ton (Series 403 and 

404) petrol and diesel, 5-ton 34-litre, 5-ton (Series 1 and 2), 
5-ton (Series 503 and 504) petrol and diesel (single-speed 

axle). F.Jd. Series. 


Morris Trucks 

4-ton (Series 403 and 404) petrol and diesel, 5-ton (Series 
503 and 504) petrol and diesel (single-speed axle). 

F.J. Series. 


18G 134 B 


Front hub outer bearing 
replacer adaptor 


Austin 
A35, A40 (Series A2S6 and Mk. II), Healey Sprite Mk. | 
and Il. 


M.G. 
Midget Mk. | and Il. 
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18G 134 C 


Front hub inner bearing 
replacer adaptor 


Austin 
A35, A40 (Series A2S6 and Mk. II). 
Healey Sprite Mk. | and Il. 


M.G. 
Midget Mk. | and Il. 


18G 134 F 


Front hub outer bearing 
replacer adaptor 


Austin 
A90 Six, A95, A105, A99, A110 Mk. | and Il. 


Vanden Plas 
Princess 3-litre. 
Princess 4-litre R. 


Wolseley 
6/99 Mk. |, Il and Ill. 
6/110 Mk. | and Il. 


18G 134 J 


Front hub inner bearing 
replacer adaptor 


Austin 
AQ0 Six, A95, A105, A99, A110 Mk. | and Il. 


Vanden Plas 
Princess 3-litre 
Princess 4-litre R. 
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18G 134 K 


Rear hub bearing remover 
adaptor 
oe 


A90 Six, A95, A105, A99, A110 Mk. | and II, Healey 100 Six, 
Healey 3000. 


Morris 
$-ton Van (Series Ill). 


Vanden Plas 
Princess 3-litre. 


Wolseley 
6/90, 6/90 (Series II and III), 6/99, 6/110 Mk. | and Il. 


Austin Trucks 
Series 152. 


Morris Trucks 
J2. 


18G 134 P 


Rear hub bearing remover 


This adaptor is also suitable for the replacement of the rear 
hub assembly. 


adaptor 

Austin 

A55 Mk. Il, A60. 

Morris 

Cowley 1500, Oxford Series II, Ill, IV, V and VI. 
M.G. 


M.G. A. (1500 and 1600), M.G. A. Twin Cam, 
M.G. B., Magnette (Series ZA, ZB, Mk. III and IV). 


Riley 
4/68, 4/72. 

/ / This adaptor is also suitable for replacing, differential 
Wolseley rear hub assemblies. 


15/50 from Car No. 35858, 15/60, 16/60. 


18G 134 Q 


Rear hub remover adaptor 


Austin - 

A385, A40 (Series A2S6 and Mk. II) 

Healey Sprite Mk. |, Il and III. 

Morris 

Minor (Series || and 1000), 4-ton Van, 6-cwt. Van. 


This adaptor is also suitable for removing rear hub bearings. 
Wolseley 


1500. 
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18G 134 AL 


Rear hub oil seal 
replacer adaptor 


Austin Trucks 
LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton (Series S200) 
petrol and diesel, 301 petrol and diesel, (single wheels). 


Morris Trucks 
PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4 
1}-ton (Series S200) petrol and diesel, LC.5, LCO.5. 


18G 134 AN 


Rear hub bearing 
remover adaptor 


Austin Trucks 
LD.2A, LDO.2A, 14-ton (Series S200) petrol and diesel, 
301 petrol and diesel (single wheels). 


Morris Trucks 
LD.2M, LDO.2M, 14-ton (Series S200) petrol and diesel, 
LC, LC.3, LC.4, LC.5, LCO.5; 


18G 134 AP 


Rear hub oil seal 
replacer adaptor 


Austin Trucks 
5-ton (Series 504) two-speed axle, 7-ton (Series 702) - 
two-speed axle. F.J.Series. 


Morris Trucks 
5-ton (Series 504) two-speed axle, 7-ton (Series 702) 
two-speed axle. F.J. Series. 
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18G 134 AQ 


Rear hub oil seal 
replacer adaptor 

Austin 

Taxi and Hire-car (FX4D, FL2D) diesel. 

A90 Six, A95, A105, Healey 100 Six, Healey 3000. 
Vanden Plas 


Princess 3-litre. 


Wolseley 
6/90 Mk. I, Il and III, 6/99, 6/110. 


Austin Truck 
Series 152. 
Morris Truck 
J2. 


18G 134 BB 


Rear hub bearing 
replacer adaptor 


Austin Trucks 
LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton (Series S200) 
i trol and diesel (single rear wheel 


petrol and diesel, 301 pe 


Morris Truc 


is Trucks 
PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4, 
LES; ar 


14-ton (Series S200) petrol and diesel, LC.5, LCO 


18G 134 BH 


Flywheel and front hub 
oil seal replacer 


ornet. 


—-. 
Ct LS 


I 
Ur ee 
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18G 134 BL 


Axle shaft oil seal 
replacer adaptor 


Vanden Plas 
Princess 4-litre R. 


18G 134 BM 


Front hub oil seal 
replacer 


Vanden Plas 
Princess 4-litre R. 


18G 134 BN 


Front hub oil seal 
replacer 


Austin 
1800. 


18G 134 BP 


Front hub oil seal (inner) 
replacer 


Austin 
1800. 
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18G 134 CB 


Adaptor-replacer front 


hub bearings oo 


Austin 
1800 


18G 134 CC 
Adaptor-replacer, rear hub, 

radius & suspension arm bearing 
Austin 

1800. 


18G 220 A 


Hub remover adaptors 


Austin 
Front hubs; Healey 100 Six (disc wheels only). 


Front and rear hubs: Taxi and Hire-car (FX4D, FL2D) diesel, 
A55 Mk. Il, A90 Six, A95, A105. 


Rear hubs; Healey 100 Six (disc wheels only). 


Austin Trucks 

Rear hubs: LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton 
(Series S200) petrol and diesel, 301 petrol and diesel 
(single-wheel rear axle only). 


Front and rear driving flanges: Gipsy petrol and diesel. 


Morris Trucks 

Rear hubs: PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, 
LC.3, LC.4, 14-ton (Series S200) petrol and diesel, LC.5, 
LCO.5. 


18G 220 B 
Hub remover adaptors [j 


Austin 
Front and rear hubs: A55, A55 Mk. Il. 
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18G 220 C 


Hub remover thrust pad 


a 
’ 


») 
oo 
Cy 


Austin 
Rear hubs: A55, A55 Mk. Il. 


18G 220 D 


Hub remover adaptor ring 


Austin 
Front hubs: Healey 100 Six (disc wheels only). 


Front and rear hubs: Taxi and Hire-car (FX4D, FL2D) diesel, 
A90 Six, A95, A105. 


Rear hubs: Healey 100 Six. 


18G 220 E 
Hub remover thrust pad 


Austin “iia { jit 


Front hubs: Healey 100 Six (disc wheels only). “imanns! 


Rear hubs; Taxi and Hire-car (FX4D, FL2D) diesel, A90 Six, 
A95, A105, Healey 100 Six. 


18G 220 F 


Rear hub remover adaptor 


Austin Trucks 

LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton (Series S200). 
petrol and diesel, 301 petrol and diesel (single wheels), 
Gipsy petrol and diesel (for front and rear driving flanges). 


Morris Trucks 
PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4, 
14-ton (Series S200) petrol and diesel, LC.5, LCO.5. 
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service tools 


18G 260 A 


Front hub bearing outer 
race remover adaptor 


ih 
rent 
Kiseitn SU 
A35, A40 (Series A2S6 and Mk. II), Healey Sprite Mk. |, 
Il and Il. 
M.G. 


Midget Mk. | and Il. 


18G 260 B 


Front hub bearing outer 
race remover adaptor 


Austin 
A35, A40 (Series A2S6 and Mk. II), 
Healey Sprite Mk. |, Il and Ill. ° 


M.G. 
Midget Mk | and II. : 
idge an not illustrated 


18G 260 C 


Front hub bearing outer 
race remover adaptor 
Austin 

A55 (Mk. II), A60, A90, Metropolitan. 


Morris 
Oxford (Series V and VI). 


M.G. 
Magnette (Mk. III and IV). 


Riley 
4/68, 4/72. 


Wolseley 
15/60, 16/60. 
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(2) service tools 


18G 260 D 


Front hub bearing outer 
race remover adaptor 


Austin 
A55, A55 Mk. Il, A60, A90, A90 Six, A95, A105, Ag99, 
Metropolitan, A110 Mk. | and II. 


Morris 
Oxford (Series V and VI). 


M.G. — 
Magnette (Mk. III and IV). 


Riley 
4/68, 4/72. 


Vanden Plas 
Princess 3-litre 


Princess 4-litre R 


Wolseley 
15/60, 16/60, 6/90 Mk. |, Il and III, 6/99, 6/110 Mk. | and Il. 


18G 260 E 


Front hub bearing outer 
race remover adaptor 


Austin 
Taxi and Hire-car (FX4D, FL2D) diesel, A90 Six, A95, 
A105, A99, A110 Mk. | and Il. 


Vanden Plas 

Princess 3-litre, | 
Princess 4-litre R. 

Wolseley 

6/90 Mk. |, Il and III, 6/99, 6/110 Mk. | and II. 


18G 260 F 


Front hub inner bearing . 
outer race remover adaptor 


Austin 
Taxi and Hire-car (FX4D, FL2D) diesel. 
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18G 260 H 


Front hub drive flange 
outer race remover 
adaptor 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Riley 
Elf. 


Wolseley 
Hornet. 


18G 260 J 


Hub bearing outer race 
remover and replacer 
adaptor 


Austin 
Healey 3000. 


18G 260 K 


Hub bearing outer race 
remover and replacer 
adaptor 


Austin 
Healey 3000. 
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18G 304 A 


Bolt adaptor—} in. U.N.F. 


Austin 2 

1800. » 

Morris 

Oxford (Series MO) from chassis No. 97795, Six (Series MS) 
from chassis No. 11345, $-ton Van (Series MCV) from 
chassis No. 8967. 


M.G. 
Series YB from chassis No. 0286, TD from 
chassis No. 12285, TF. 


Wolseley 

4/50 from chassis No. 10533, 6/80 from chassis No. 15138. 
Austin Trucks 

Series 101. 


Morris Trucks 
J (late models), JB. 


Three adaptor bolts are required to remove front and rear 
hubs on these models. 


18G 304 B 


Bolt adaptor—- in. U.N.F. 


Austin 
A55, A55 Mk. Il, A60, A90 Six, A95, A105, A99, 
A110 Mk. | and II, 1100. 


Morris 
Cowley 1500*, Oxford (Series II*, III*, IV*, V and VI), 
4-ton Van (Series III*). 1100. 


M.G. 
M.G. A (1500* and 1600*), M.G. A Twin Cam*, 
M.G. B, Magnette (Mk. III* and IV*), 1100%* 


Riley 
4/68*, 4/72”. 


Vanden Plas 
Princess 3-litre, Princess 4-litre R, Princess 1100% 


Wolseley 
15/50*, 15/60*, 16/60*, 6/90 Mk. Il and III, 6/99, 
6/110 Mk. | and Il. 


Austin Trucks 
Series 152. 


Morris Trucks 
J2. 


*Two adaptor bolts are required to remove front and rear 
nubs on these models; three adaptor bolts are required for 
the remainder. 


18G 304 C 


Bolt adaptor —-% in. U.N.F. 


Morris 
Minor (Series || and 1000) up to chassis No, 228266 
approximately. 


Two adaptor bolts are required to remove front and rear 
hubs on these models. 
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service tools 


18G 304 D 


Bolt adaptor—+ in. B.S.F. 


Morris 

Oxford (Series MO) up to Chassis No. 97794, Six (Series 
MS) up to Chassis No. 11344, 4-ton Van (Series MCV) 
up to chassis No. 8966. 


M.G. 
Series YB up to chassis No. 0285, TD up to 
chassis No. 12284, 


Wolsele 

4/50 up chassis No. 10532, 6/80 up to chassis No. 15137. Three adaptor bolts are required to remove front and rear 
hubs on these models. 

Morris Trucks 

J (early models) 


18G 304 E 


Bolt adaptor—- in. B.S.F. 


Two adaptor bolts are required to remove front and rear 


Morris hubs from this model. 


Minor (Series MM) up to chassis No. 131857. 


18G 304 F 


Bolt adaptor—3 in. U.N.F. 


Austin 
A35, A40 (A2S6 and Mk. II), Metropolitan. 
Mini, all versions. 


Morris 
Mini, all versions, Minor (Series II) from chassis No. 228267, 
Minor 1000, +-ton Van. 


Riley 

Elf. Two adaptor bolts are required to remove front and rear 
hubs on these models. 

Wolseley 


1500, Hornet. 
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18G 304 H 


Hub remover thrust pad 


Austin 
A35, A40 (A2S6 and Mk. II), Metropolitan. 


Morris 


Minor (Series Il) from chassis No. 228267, Minor 1000, 
4-ton Van. 


Riley 
1:5. 


Wolseley 
1500. 


18G 304 J 


Hub remover thrust pad 


Austin 
A55, A55 Mk. II, A60. 


Morris 
Cowley 1500, Oxford (Series Il, Ill, 1V, V and VI). 


M.G. 
M.G. A (1500 and 1600), M.G. A Twin Cam, M.G. B. 
Magnette (Series ZA, ZB, Mk. III and IV). 


Riley 
4/68, 4/72. 


Wolseley 
15/50, 15/60, 16/60. 


18G 304 K 


Hub remover thrust pad 


Austin 
A90 Six, A95, A105, A99, A110 Mk. | and II, Healey 3000. 


Morris 
$-ton Van (Series III). 


Vanden Plas 
Princess 3-litre. 


Wolseley 
6/90, 6/99 Mk. |, Il and III, 6/110 Mk. | and II. 


Austin Trucks 
Series 152. 


Morris Trucks 
J2. 
RnR RS Re 
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18G 304 P 


Adaptor-remover drive flange 
Austin 
Mini, all drum-brake versions. 


Morris 
Mini, all drum-brake versions. 


Riley 
Elf. 


Wolseley 
Hornet. 


18G 705 A 


Rear hub bearing race 
centre remover adaptor 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Wolseley 
Hornet. 


18G 705 B 


Front hub bearing race 
centre remover adaptor 


Austin ~ 
Mini, all versions, 1100. 


Morris 
Mini, all versions, 1100. 


M.G. 
1100. 


Riley 
Elf. 


Vanden Plas 
Princess 1100. 


Wolseley 
Hornet. 
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18G 705 D 


Rear hub bearing race 
centre remover adaptor 


Austin 
1100. 


Morris 
1100. 


M.G. 
1100. 


Vanden Plas 
Princess 1100. 


18G 705 E 


Front hub bearing race 
centre remover adaptor 


Austin 
A110 Mk. 1 and II. 


Vanden Plas 
Princess 4-litre R. 


Wolseley 
6/110 Mk. | and Il. 


18G 483 


Front hub cap spanner 


Austin Trucks 
5-ton (Series 503) F.C.C. diesel, 5-ton (Series 504) petrol 
and diesel, 7-ton (Series 701 and 702). F.J. Series. 


Damage to the alloy front hub caps is avoided by the use of 
Morris Trucks this special spanner. The cranked handle will not foul 
5-ton (Series 503) F.C.C. diesel, 5-ton (Series 504) petrol the wheel studs and nuts. 

and diesel, 7-ton (Series 701 and 702). F.J. Series. 


ee srl lier Ss 
Page 153 


service tools 


18G 531 


Front hub cap spanner 


a 
’ 


Austin Trucks 

LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton (Series S200) 
petrol and diesel, 301 petrol and diesel, LCFO, 2-ton 
(Series T200) petrol and diesel, 3-ton (Series 304) 
petrol and diesel. 


Morris Trucks 

LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4, 

14-ton (Series S200) petrol and diesel, LC.5, LC.5T, LCO.5, 
LCO.5T, LCFO, 2-ton (Series T200) petrol and diesel, 
NVO.3, 3-ton (Series 304) petrol and diesel, 3/5-ton CV, 
ECV, NCV, FV, PP, NVS.3, NVS.5, FVS, ECVO, NCVO, 
NVO.5, FVO, FVSO, OP. 


18G 7 


Front hub outer bearing 
remover 


Austin 
A35, A40 (Series A2S6 and Mk. II), A55, Taxi and Hire-car 
petrol, Healey Sprite, Metropolitan. 


Vanden Plas 
Princess 4-litre R. 


18G 575 


Front hub drive flange 
remover 


Austin 
Mini, all versions. 


Morris’ 
Mini, all versions. 


Riley 
EIf. 


Wolseley 
Hornet. 
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service tools 


18G 146 


Front hub and rear hub 
remover | 


Austin 


li ith tool i | 
A35, A40 (Series A2S6), Metropolitan, Healey Sprite. The'saruet pad eupplied with the tool (s for use only when 


removing the rear hubs. 


18G 363 


Hub remover—wire wheels 
(12 t.p.i.) 


Austin 
Healey 100 Six, 3000, Sprite Mk. | and II to chassis No. 26704. 


M.G. ; ; 
Sees 70, TF, LG A (an 8 Dest he an nd ad oc 
M.G. B to chassis No. 50850, Midget Mk. I. y y bitin gl bt 


thread in one end and a right-hand thread in the other. 


18G 1032 


Hub remover—wire wheels 
(8 t.p.i.) 


Austin 
Healey 3000 from chassis No. 26705, Sprite Mk. III. 


M.G. Designed to withdraw left-hand and right-hand ‘knock-on’ 
M.G. B from chassis No. 50851, Midget Mk. II. hubs. The body is internally threaded with a left-hand 
thread in one end and a right-hand thread in the other. 


18G 1005 


Front and rear hub spanner 


Austin 
Gipsy Mk. IV. 
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18G 48 A 


Rear hub nut spanner 


Austin Trucks 

%-cwt. petrol, 2-ton 34-litre, 2-ton (Series 1 and 2), 3-ton 
petrol and diesel (Series 303), 4-ton (Series 403 and 404) 
petrol and diesel, 5-ton 3$-litre, 5-ton (Series 1 and 2), 
5-ton Perkins diesel, 5-ton (Series 503 and 504) petrol and 
diesel, 7-ton (Series 701 and 702) 2-speed axle. F.J. Series. 


Morris Trucks 

3-ton (Series 303) petrol and diesel, 4-ton (Series 403 and 
404) petrol and diesel, 5-ton (Series 503 and 504) petrol and 
diesel, 7-ton (Series 701 and 702) 2-speed axle. F.J. Series. 


18G 152 


Rear hub nut spanner 


Austin 
A35, A40 (Series A2S6 and Mk. Il), A55, and Mk. Il, A60, 
Metropolitan, Healey Sprite, Mk. II and III. 


A reinforced tubular spanner complete with tommy-bar, 
designed to pilot in the axle tube with the axle shaft 
withdrawn. 


Morris 
Minor (Series II and 1000), Cowley 1500, Oxford (Series II, 
Ill, IV, V and V1), $-ton Van. 6-cwt. Van. 


Wolseley 
1500, 15/50 from chassis No. 35858, 15/60, 16/60. 


M.G. 
M.G. A (1500 and 1600), M.G. A Twin Cam, 
Magnette, (Series ZA, ZB, Mk. III and IV), M.G. B, 


Midget Mk. | and Il. ; 
A reinforced tubular spanner complete with tommy-bar, 


Riley designed to pilot in the axle tube with the axle shaft 
4/68, 4/72. withdrawn. 


18G 258 


Rear hub nut spanner 


Austin 
Taxi and Hire-car (FX4D, FL2D) diesel, A90 Six, A95, A105, 
Healey 100 Six, Healey 3000. 


Morris 
z-ton Van (Series Ill). 


Vanden Plas 
Princess 3-litre. - 


Wolseley 
6/90 Mk. I, Il and III, 6/99, 6/110 Mk. 1 and II. 


Austin Trucks 
Series 152. 


Morris Trucks 
J2. 
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18G 446 


Rear hub nut spanner 


\) 
S >> 


Austin Trucks 
Series 301 petrol and diesel, LCFO, 2-ton (Series T200) 
petrol and diesel, 3-ton (Series 304) petrol and diesel. 


Morris Trucks 

LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 2-ton (Series T200) 
petrol and diesel, 30-cwt./3-ton CV, ECV, NV, NVO.3, 

3-ton (Series 304) petrol and diesel, 3/5-ton CV, ECV, NCV, 
FV, PP, NVS.3, NVS.5, FVS, ECVO, NCVO, NVO.5, FVO, 
FVSO, OP. 


18G 497 


Rear hub nut spanner 


Austin Trucks 
LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton (Series $200) 
petrol and diesel, 301 petrol and diesel (single wheels). 


Morris Trucks The spanner has four spigots at one end to remove the 
PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4, locknut. The multiple spigots at the other end are then 
14-ton (Series S200) petrol and diesel, LC.5, LCO.5. used to loosen the main nut. 


18G 549. 


Rear hub nut spanner 


Austin Trucks 
7-ton (702) single-speed (rear axle only). 
F.J. Series. 


Morris Trucks 
7-ton (702) single-speed (rear axle only) 
F.J. Series. 
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18G 46 


Rear hub assembly 
remover 


Austin Trucks 

25-cwt. petrol, 2-ton 34-litre, 2-ton (Series 1 and 2), 4-ton 
(Series 404) petrol and diesel, 5-ton 34-litre, 5-ton (Series 
1 and 2), 5-ton (Series 503 and 504) petrol and diesel, 7-ton 
(Series 701 and 702) 2-speed axle only. F.J. Series. 


Morris Trucks The drive screw incorporating a steel thrust ball is loosely 
4-ton (Series 404) petrol and diesel, 5-ton (Series 503 and mounted in the body; a sharp hammer-blow on the head 
504) petrol and diesel, 7-ton (Series 701 and 702) 2-speed of the centre screw will assist the withdrawal of a very 
axle only. F.uJ. Series. tight hub. A thrust pad for insertion in the axle tube end 


is also supplied with the remover. 


18G 1031 


Rear hub nut spanner 


Austin F.J. 8-ton and 18-ton Prime Mover, 
Morris 7-ton L.W.B. Tipper. 


When fitted with heavy-duty axle. 


18G 35 


Rear hub oil seal 
housing spanner 


Designed for use on the rear hub oil seal housing prior to 

the fitting of two-leading-shoe brakes. Adequate leverage 
is provided, but in addition pegs built into the body of the 

tool enable a hammer to be used if necessary. 


Austin Trucks 
2-ton 34-litre, 2-ton (Series 1 and 2). 


18G 36 


Rear hub oil seal . 
housing spanner 


Austin Trucks 
5-ton 34-litre, 5-ton (Series 1 and 2). 
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18G 14 


Bevel pinion and rear hub 
oil seal. replacer 


AS REAR HUB OIL SEAL REPLACER. 


ee Spills. This replacer is contoured to the exact shape of the oil 

seal and bevelled at its leading edge to facilitate insertion 
Morris of the seal and fitting without damage. The tool is also —S 
Minor (Series I and 1000) from chassis No. 228267. mia to replace the bevel pinion oil seal on certain 

models. 


18G 553 


Disc brake resetting tool 


M.G. 


M.G. A Twin Cam. This tool is used to press the operating piston down the 


cylinder bore when replacing friction pad assemblies. 


18G 590 


Disc brake piston —_ N ) 
resetting tool 


Austin > 

A99, A110 Mk. | and II, 1100. t 
Morris 

1100. 

M.G. 


M.G. A 1600, M.G. B, 1100. 


Vanden Plas 

Princess 3-litre ‘ 
Princess 4-litre R. 

Princess 1100. 


Wolseley For use when refitting the operating piston and piston seals; 

6/99, 6/110 Mk. | and Il. ' ; mn ~ 
also for resetting the piston to the zero position when 
fitting replacement brake pads. 
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18G 600 


Hydrovac/hydraulic brake 
test equipment 


Austin Trucks 
7-ton (Series 701) with Hydrovac conversion, 
7-ton (Series 702). 


Morris Trucks 
7-ton (Series 701) with Hydrovac conversion, 
7-ton (Series 702). 


18G 619 


Brake adjusting spanner 


Austin 
Mini (not 2 leading shoe front), A55, A55 Mk. II, A60. 


Morris 
Mini (not 2 leading shoe front), Oxford Series V and VI. 


M.G. 
Magnette Mk. III and IV. 


Riley 
1-5, 4/68, 4/72. 


Wolseley 
15/60, 16/60. 


Austin Trucks 
10/12-cwt. Van. 


Morris Trucks 
J4. 


18G 1035 


Gauge—shim assessment— 
air brake master cylinder 


Austin F.J. 5-ton, 7-ton, 18-ton 
Morris Prime Mover. 
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service tools 


Part No. Description Page 
18G 12 A Bevel Pinion Bearing Remover (Basic Tool). 162 
18G 47 C Differential Bearing Remover (Basic Tool). 162 
18G 134 Bearing and Oil Seal Replacer (Basic Tool). 163 
18G 264 Pinion Bearing Outer Race Remover (Basic Tool). 163 
18G 284 Impulse Extractor—U.N.F. (Basic Tool), 163 
18G 12 B Bevel Pinion Pilot Bearing Remover Adaptor. 164 
18G 12 C Bevel Pinion Bearing Inner Race Remover Adaptor. 164 
18G 47 L Differential Bearing Remover Adaptor. 164 
18G 47 M Differential Bearing Remover Adaptor. 165 
18G 47 Q Differential Bearing Remover Adaptor. 165 
18G 47 T Differential Bearing Remover Adaptor. 165 
18G 47 AA Bevel Pinion Pilot Bearing Remover and Replacer Adaptor. 165 
18G 47 AB Differential Bearing Inner Race Remover Adaptor. 166 
18G 47 AC Differential Bearing Inner Race Remover Adaptor. 166 
18G 47 AD Differential Bearing Remover Adaptor. 166 
18G 47 AE Bevel Pinion Rear Bearing Inner Race Remover and Replacer Adaptor. 166 
18G 47 AH Bevel Pinion Inner Race Remover/Replacer Adaptor. 167 
18G 47 AJ Bevel Pinion Bearing Remover/Replacer Adaptor. 167 
18G 47 AK Differential Bearing Remover Adaptor. 167 
18G 47 AL Differential Bearing Remover Adaptor. 167 
18G 47 AN Differential Bearing Remover Adaptor. 168 
18G 134 A Differential Bearing Replacer Adaptor. 168 
18G 134 P Differential Bearing and End Cover Oil Seal Replacer. 168 
18G 134 T Differential Bearing Outer Race Replacer Adaptor. 168 
18G 134 AD Bevel Pinion Oil Seal Replacer Adaptor. 169 
18G 134 AE Differential Bearing Inner Race Replacer Adaptor. 169 
18G 134 AF Bevel Pinion Bearing Remover and Replacer Adaptor. 169 
18G 134 AH Bevel Pinion Pilot Replacer Bearing Outer Race. 170 
18G 134 AJ Differential Oil Seal and Housing Replacer Adaptor. 170 
18G 134 AK Differential Oil Seal and Housing Replacer Adaptor. 170 
18G 134 AM Differential Bearing Inner Race Replacer Adaptor. 170 
18G 134 BJ Radius Arm Bearing Outer Race Replacer. 171 
18G 134 CC Adaptor-Replace Radius Arm Bearing. 171 
18G 134 CE Adaptor-Replace—Differential Bearing. 174 
18G 264 D Bevel Pinion Bearing Outer Race Remover Adaptor. 171 
18G 264 E Bevel Pinion Bearing Outer Race Remover Adaptor. 172 
18G 264 F Bevel Pinion Bearing Outer Race Remover Adaptor. 172 
18G 264 H Bevel Pinion Bearing Outer Race Remover Adaptor. 172 
18G 264 K Partitioned Fibre Box. 172 
18G 264 L Bevel Pinion Pilot Bearing Outer Race Remover Adaptor. 173 
18G 264 M Differential Bearing Outer Race Remover Adaptor. 173 
18G 264 N Bevel Pinion Front and Rear Bearing Race Remover Adaptors. 173 
18G 264 P Bevel Pinion Bearing Outer Race Remover Adaptor. 174 
18G 264 Q Bevel Pinion Bearing Outer Race Remover Adaptor. 174 
18G 264 T Bevel Pinion Bearing Outer Race Remover Adaptor. 174 
18G 264 AA Bridge Piece Adaptor—Large. 175 
18G 264 AB Bevel Pinion Outer Race Remover Adaptor—Front. 175 
18G 264 AC Bevel Pinion Outer Race Remover Adaptor—Rear. 175 
18G 284 E Rear Axle Shaft Assembly Remover Adaptor. 175 
18G 284 J Adaptor-Remover, Radius and Suspension Arm Bearing. 176 
18G 1 Crankshaft Gear Pulley and Propeller Flange Replacer. 176 

, 186 2 Crankshaft Gear Pulley and Propeller Flange Remover. 176 
18G 33 Propeller Shaft Flange Wrench. 177 
18G 34 A Bevel Ptnion Flange Wrench. 177 
18G 484 Bevel Pinion Flange Wrench. 177 
18G 669 Drive Shaft Coupling Flange Wrench. 178 
18G 131 C Rear Axle Casing Stretcher. 178 
18G 131 B Conversion Set—Rear Axle Casing Stretcher. 178 
18G 285 Bevel Pinion Bearing inner Race Remover and Replacer. 179 
18G 14 Bevel Pinion and Rear Hub Oil Seal Replacer. 179 
18G 292 Bevel Pinion Mud Shield Replacer. 179 
18G 24 Differential Assembly Adjusting Tool. 180 
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service tools 


Description 


Differential Bearing Adjuster. 
Differential Bearing Replacer. 


Bevel Pinion Setting Gauge. 


Differential Bearing Gauge. 

Dummy Pinion. 

Differential Cage Assembly Gauge. 

Bevel Pinion Bearing Preload Gauge. 
Adaptor Arms—Bearing Preload Gauge. 
Selection Gauge—Birfield Universal Joint. 
Rear Axle Shaft and Bearing Replacer. 

Final Drive Gear Nut Spanner. 

Rear Spring Pin and Shackle Bush Remover. 
Rear Radius Arm Bush Remover. 


Rear Radius Arm Needle—Bearing Remover Adaptor. 


Rear Radius Arm Bush Replacer. 

Rear Radius Arm Reamer. 

Rear Radius Arm Reamer Guide Bush. 

Rear Radius Arm Needle—Bearing Replacer. 
Rear Shackle Bolt Pin Spanner. 

Radius Arm Bearing Outer Race Remover. 
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service tools 


Foreword Where reference is made to standardised Units 
against Tool application the car models referred to, 
are as follows :— 


‘A’ type final drive 


AUSTIN = A335 (all versions). 
A40 (A2S6 & Mk. Il) (all versions). 
Healey Sprite (Mk. |, Il and Ill). 
Metropolitan. 


MORRIS Minor II and 1000 (all versions). 
WOLSELEY 1500 


RILEY 15. 


M.G. Midget Mk. | and Il. 


‘B’ type final drive 
AUSTIN = A50, A55, and Mk. Il, A60 (all versions). 
MORRIS Cowley, Cowley 1500, Oxford Mk. Il, Ill, IV, V and VI (all versions). 
WOLSELEY 15/50, 15/60, 16/60. 
RILEY 4/68 and 4/72. 


M.G. M.G. A. 1500, 1600 and Mk. Il, M.G. B. 
M.G. A. Twin Cam. 
Magnette ZA, ZB; Mk. Ill and Mk. IV. 


‘C’ type final drive 


AUSTIN  A90/6, A95, A105, A99, A110 Mk. | and II. 
Healey 100/6, Healey 3000 Mk. | and Il. 


WOLSELEY 6/90 Mk. II and III, 6/99, 6/110 Mk. | and II. 


VANDEN PLAS Princess 3-litre. 
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BASIC TOOLS carpet ee a 


For method of use see workshop manual. 


18G 12 A 


Bevel pinion bearing 


remover 
adaptors 
18G 12 B 
18G 12 C 
For use with various adaptors to remove and replace 
See page 164 bevel pinion bearings. 


18G 47 C 


Differential bearing remover 


adaptors le 

186 47 L 18G 47 AE cS. 
186 47 M 186 47 AH 

186 47 Q 186 47 Ad || 

186 47 T 186 47 AK 

186 47 AA 186 47 AL ah 
186 47 AB 18G 47 AN Ww 

186 47 AC 

186 47 AD 


See pages 164, 165, 166, 167 and 168 
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18G 134 


Bearing and oil seal 
replacer * 


adaptors 

18G 134 A 18G 134 AJ 

18G 134 P 18G 134 AK 

18G 134 T 18G 134 AM 

18G 134 AD 18G 134 BJ A detachable handle designed for use with a range of 
18G 134 AE 18G 134 CC adaptors. 

18G 134 AF 18G 134 CE 

18G 134 AH 


See pages 168, 169, 170 and 171 


18G 264 


Pinion bearing outer race 


remover 
adaptors 

18G 264 D 18G 264 N 
18G 264 E 18G 264 P 
18G 264 F 18G 264 Q 
18G 264 H 18G 264 T 
18G 264 K 18G 264 AA 
18G 264 L 18G 264 AB 
18G 264 M 18G 264 AC 


See pages 171, 172, 173, 174 and 175 


18G 284 


Impulse extractor—U.N.F. 


adaptors 


18G 284 E 
18G 284 J For rear axle shaft removal from Nuffield-type axles; 
suitable for U.N.F. threads only. 


See pages 175 and 176 
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18G 12 B 


Bevel pinion pilot bearing 
remover adaptor 


Austin Trucks 

LD.2A, LDO.2A, 14-ton (Series S200) petrol and diesel, 
301 petrol and diesel, LCFO, 2- ton (Series T200) 

petrol and diesel, 3-ton (Series 304) petrol and diesel. 


Morris Trucks 

LD.2M, LDO.2M, LC, LC.3, LC.4, 14-ton (Series S200) 

petrol and diesel, LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 

2-ton (Serigs T200) petrol and diesel, 30-cwt./3-ton CV, 

ECV, NV, NVO.3, 3-ton (Series 304) petrol and diesel, 

3/5-ton CV, ECV, NCV, FV, PP, NVS.3, NVS.5, FVS, ECVO, Used to remove and replace the small roller bearing 
NCVO, NCO.5, FVO, FVSO, OP. inner race on the bevel pinion. 


18G 12 C 


Bevel pinion bearing 
inner race remover 
adaptor 


Austin Trucks 
LD.1A, LDO.1A. 


Morris Trucks — at 
J (non-hypoid), PV, LD.1M, LDO.1M. Used to remove the bearing inner race from the bevel pinion. 


18G 47 L 


Differential bearing 
remover adaptor 


Austin 


Vanden Plas 
Princess (Mark IV), Princess 4-litre. 
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18G 47 M 


Differential bearing 
remover adaptor 


Use on ‘‘A”’ type standardised units. 


18G 47 Q 


Differential bearing 
remover adaptor 


Austin Trucks 

4-ton (Series 403 and 404) diesel, 5-ton (Series 1 and 2) 
from chassis No. 230609, 5-ton (Series 503 and 504) petrol 
and diesel (single-speed axle), 7-ton (Series 702) single- 
speed axle. 


Morris Trucks 
4-ton (Series 403 and 404) diesel, 5-ton (Series 503 and 504) 


petrol and diesel (single-speed axle), 7-ton (Series 702) 
single-spee axle. 


18G 47 T 


Differential bearing 
remover adaptor 


Use on “‘B” type standardised units. 


18G 47 AA 


Bevel pinion pilot bearing 
remover and replacer 
adaptor 


Austin Trucks 
5-ton (Series 503 and 504) petrol and diesel 


7-ton (Series 701 and 702), F.J. Series. When titted 

with 16500 
Morris Trucks Eaton 2-speed 
5-ton (Series 503 and 504) petrol and diesel axle. 


7-ton (Series 701 and 702), F.J. Series. 
a eee eee 
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18G 47 AB 


Differential bearing inner 
race remover adaptor 


Austin Trucks 


LD.1A, LDO.1A. 
Morris Trucks Use to remove the differential bearing inner races from 
J (non-hypoid), PV, LD.1M, LDO.1M. the differential case journals. 


18G 47 AC 


Differential bearing inner 
race remover adaptor 


Austin Trucks 

LD.2A, LDO.2A, 14-ton (Series S200) petrol and diesel, 
301 petrol and diesel, LCFO, 2-ton (Series T200) petrol and 
diesel, 3-ton (Series 304) petrol and diesel. 

Morris Trucks 

LD.2M, LDO.2M, LC, LC.3, LC.4, 14-ton (Series S200) 
petrol and diesel, LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 
2-ton (Series T200) petrol and diesel, 30-cwt./3-ton CV, 
ECV, NV, NVO.3, 3-ton (Series 304) petrol and diesel, 
3/5-ton CV, ECV, NCV, FV, PP, NVS.3, NVS.5, FVS, ECVO, 
NCVO, NVO.5, FVO, FVSO, OP. 


18G 47 AD 


Differential bearing 
remover adaptor 


Use on “C" type standardised units. 


Use to remove the differential bearing inner races from 
the differential case journals. 


Austin Trucks 
Series 152, Gipsy petrol and diesel (front and rear axle). 


Morris Trucks 
J2. 


18G 47 AE 


Bevel pinion rear bearing 
inner race remover and 
replacer adaptor 


Austin Trucks 


5-ton (Series 503 and 504) petrol and diesel When fitted 
7-ton (Series 701 and 702), with 16500 
Morris Trucks Eaton 2-speed 
5-ton (Series 503 and 504) petrol and diesel axle. 


7-ton (Series 701 and 702). 


Page 166 


——— 


18G 47 AH 


Bevel pinion inner race 
remover/replacer adaptor 


M.G. 
M.G. B. 


18G 47 AJ 


Bevel pinion bearing 
remover/replacer 
adaptor 


Vanden Plas 
Princess 4-litre R. 


RLS 
ee ie . 
ome Cc service tools 


18G 47 AK 


Differential bearing 
remover adaptor 


Vanden Plas 
Princess 4-litre R. 


18G 47 AL 


Differential bearing 
remover adaptor 


Austin 
1800. 
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18G 47 AN 
Differential bearing 
remover adaptor 


Austin 
5-ton, 7-ton B.M.C. rear- axle assembly, single or two-speed 


18G 134 A 


Differential bearing 
replacer adaptor 


Vanden Plas 
Princess (Mk. IV), Princess 4-litre. 


18G 134 P 


Differential bearing and 
end cover oil seal 
replacer 

Use on “‘B"” type standardised unit. 


Austin 
1800. 


18G 134 T 


Differential bearing outer race 
replacer adaptor 


Austin Trucks 

LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton (Series S200) 
petrol and diesel, 301 petrol and diesel, LCFO, 2-ton 
(Series T200) petrol and diesel, 3-ton (Series 304) petrol 
and diesel. 


Morris Trucks , 

PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, LC.3, LC.4, 
14-ton (Series S200) petrol and diesel, LC.5, LC.5T, LCO.5, 
LCO.5T, LCFO, 2-ton (Series T200) petrol and diesel, 
30-cwt./3-ton CV, ECV, NV, NVO.3, 3-ton (Series 304) 
petrol and diesel, 3/5-ton CV, ECV, NCV, FV, PP, NVS.3, 
NVS.5, FVS, ECVO, NCVO, NVO.5, FVO, FVSO, OP. 
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18G 134 AD 


Bevel pinion oil seal 
replacer adaptor 


For use with 18G 134. 


Austin Trucks 
LD.1A, LDO.1A. 


| i | 
Morris Trucks il no 


J (non-hypoid), PV, LD.1M, LDO.1M. 


18G 134 AE 


Differential bearing inner 
race replacer adaptor 


Austin Trucks 

LD.2A, LDO.2A, 14-ton (Series S200) petrol and diesel, 
301 petrol and diesel, LCFO, 2-ton (Series T200) petrol and 
diesel, 3-ton (Series 304) petrol and diesel. 


Morris Trucks 

LD.2M, LDO.2M, LC, LC.3, LC.4, 14-ton (Series $200) 

petrol and diesel, LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 

2-ton (Series T200) petrol and diesel, 30-cwt./3-ton CV, 
ECV, NV, NVO.3, 3-ton (Series 304) petrol and diesel, 
3/5-ton CV, ECV, NCV, FV, PP, NVS.3, NVS.5, FVS, ECVO, 
NCVO, NVO.5, FVO, FVSO, OP. — 


i 
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18G 134 AF 


Bevel pinion bearing 
remover and replacer 
adaptor 


Austin Trucks 
LD.2A, LDO.2A, 14-ton (Series S200) petrol and diesel, 
301 petrol. 


Morris Trucks = 
LD.2M, LDO.2M, LC, LC.3, LC.4, 14-ton (Series S200) 
petrol and diesel, LC.5, 30-cwt./3-ton CV (early models only). 


service tools 


18G 134 AH 


Bevel pinion pilot replacer 
bearing outer race 


Austjn Trucks 

LD.2A, LDO.2A, 14-ton (Series S200) petrol and diesel, 
301 petrol and diesel, LCFO, 2-ton (Series T200) petrol 
and diesel, 3-ton (Series 304) petrol and diesel. 
Morris Trucks 

LD.2M, LDO.2M, LC, LC.3, LC.4, 14-ton (Series S200) 
petrol and diesel, LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 
2-ton (Series T200) petrol and diesel, 30-cwt./3-ton CV, 
ECV, NV, NVO.3, 3-ton (Series 304) petrol and diesel, 
5-ton CV, ECV, NCV, FV, PP, NVS.3, NVS.5, FVS, ECVO, 
NCVO, NVO.5, FVO, FVSO, OP. 


18G 134 AJ 


Differential oil seal and 
housing replacer adaptor 


Austin 

Taxi and Hire-car (FX4D, FL2D) diesel. 

Austin Trucks 

LD.2A, LDO.2A, 14-ton (Series S200) petrol and diesel, 
301 petrol and diesel, LCFO, 2-ton (Series T200) petrol 
and diesel, 3-ton (Series 304) petrol and diesel. 

Morris Trucks 

LD.2M, LDO.2M, LC, LC.3, LC.4, 14-ton (Series S200) 
petrol and diesel, LC. 5, LC.5T, LCO.5, LCO.5T, LCFO, 
2-ton (Series T200) petrol and diesel, 30-cwt./3-ton CV, ECV, 
NV, NVO.3, 3-ton (Series 304) petrol and diesel. 


18G 134 AK 


Differential oil seal and 
housing replacer adaptor 


Austin Trucks 
LD.1A, LDO.1A. 
Morris Trucks 
J (non-hypoid), PV, LD.1M, LDO.1M. 


18G 134 AM 


Differential bearing inner 
race replacer adaptor 


il 1 


Austin 3 
Taxi and Hire-car (FX4D, FL2D) diesel. - 
Austin Trucks 

LD.1A, LDO.1A. 


Morris Trucks 
J (non-hypoid), PV, LD.1M, LDO.1M. 
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18G 134 BJ 


Radius arm bearing 
outer race replacer 


Austin 
1100. 


Morris 
1100. 


M.G. 
1100. 


Vanden Plas 
Princess 1100. 


18G 134 CC 


Adaptor-replacer 
radius arm bearing 


Austin 
1800. 


18G 134 CE 


Adaptor-replacer— 
differential bearing 


5-ton and 7-ton 


Austin Fitted with B.M.C. 
Singel or 2-speed axle. 
Morris F.J. Series 


18G 264 D 


Bevel pinion bearing 
outer race remover 
adaptor 


Use on ‘‘A" and ‘'C”’ type standardised units. 
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18G 264 E 


Bevel pinion bearing 
outer race remover 
adaptor 


Use on ‘‘A”’ and ‘'B” type standardised units. 


18G 264 F 


Bevel pinion bearing 
outer race remover 
adaptor 


Use on ‘‘B” type standardised units. 


18G 264 H 


Bevel pinion bearing 
outer race remover 
adaptor 


Use on ‘‘C’' type standardised units. 


Austin Trucks 
Series 152, Gipsy petrol and diesel (front and rear axles). 


Morris Trucks 
J2. 


18G 264 K 


Partitioned fibre box 


A strong fibre box for storing the bevel pinion bearing outer \¥ 
race remover adaptors. 
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18G 264 L 


Bevel pinion bearing 
outer race remover 
adaptor 


Austin Trucks 

LD.2A, LDO.2A, 14-ton (Series S200) petrol and diesel, 
301 petrol and diesel, LCFO, 2-ton (Series T200) petrol and 
diesel, 3-ton (Series 304) petrol and diesel. 


Morris Trucks 

LD.2M, LDO.2M, LC, LC.3, LC.4, 14-ton (Series $200) 
petrol and diesel, LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 
2-ton (Series T200) petrol and diesel, 30-cwt./3-ton CV, 
ECV, NV, NVO.3, 3-ton (Series 304) petrol and diesel, 


5-ton CV, ECV. NCV, FV, PP, NVS.3, NVS.5, FVS, ECVO, 
NCVO, NVO.5, FVO, FVSO, OP. 


18G 264 M 


Differential bearing outer 
race remover adaptor 


Austin Trucks 

LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton (Series $200) 
petrol and diesel, 301 petrol and diesel, LCFO, 2-ton 
(Series T200) petrol and diesel, 3-ton (Series 304) petrol 
and diesel. 


Morris Trucks 

J (non-hypoid), PV, LD.1M, LDO.1M, LD.2M, LDO.2M, 
LC, LC.3, LC.4, 14-ton (Series $200) petrol and diesel, 
LC.5, LC.5T, LCO.5, LCO.5T, LCFO, 2-ton (Series T200) 
petrol and diesel, 30-cwt./3-ton CV, ECV, NV, NVO.3, 
3-ton (Series 304) petrol and diesel, 5-ton CV, ECV, NCV, 
FV, PP, NVS.3, NVS.5, FVS, ECVO, NCVO, NVO.5, FVO, 
FVSO, OP. 


18G 264 N 


Bevel pinion front and 
rear bearing race 
remover adaptors 


Austin Trucks 
LD.1A, LDO.1A. 


Morris Trucks 
J (non-hypoid), PV, LD.1M, LDO.1M. 
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18G 264 P 


Bevel pinion bearing 
outer race remover 
adaptor 


Austin 
Metropolitan. 


Wolseley 
1500 up to chassis No. 15831. 


Riley 
1:5 up to chassis No. 5848. See 18G 264 T for later models. 


18G 264 @ 


Bevel pinion bearing 
outer race remover 
adaptor 


Austin 
Metropolitan. 


Wolseley 
1500. 


Riley 
1:5. 


18G 264 T 


Bevel pinion bearing 
outer race remover 
adaptor ae 


Wolseley 
1500 from chassis No. 15832. 


Riley 
1-5 from chassis No. 5849. 


For earlier models see 18G 264 P. 


Page 174 


en 7 -_ a ia 


service tools 


18G 264 AA 


Bridge piece adaptor—large 


Vanden Plas 
Princess 4-litre R. 


18G 264 AB 


Bevel pinion outer race as 
remover adaptor—front 


Vanden Plas 
Princess 4-litre R. 


18G 264 AC 


Bevel pinion outer race 
remover adaptor—rear 


Vanden Plas 
Princess 4-litre R. 


18G 284 E 


Rear axle shaft assembly 
remover adaptor 


Vanden Plas 
Princess 4-litre R. 


Use in conjunction with 18G 284 D. 
(Sliding weight adaptor—large.) 
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18G 284 J 


Adaptor-remover 
radius and suspension 
arm bearing 


Austin 
1800. Use in conjunction with 18G 284 H. 


See Engine Section, page 10. 


18G 1 


Crankshaft gear, pulley, 
and propeller flange 
replacer 


Use on ''B” and ‘“‘C"’ type standardised units. 


Vanden Plas 
Princess 4-litre. 


Austin Trucks 
25-cwt, 2-ton 3}-litre, 2-ton (Series 1 and 2), 5-ton 3}-litre, 
5-ton (Series 1 and 2), 5-ton Perkins diesel, Gipsy, petrol 


Used when replacing the bevel pinion and propeller shaft 
and diesel. 


flanges. 


i 
— 


18G 2 St 
Crankshaft gear, pulley, 
and propeller flange 


remover 


A multipurpose tool with alternative legs readily 
interchangeable; the pair with thin, flat ends are designed 
for removing crankshaft gears and propeller shaft and 
bevel pinion flanges. 


Refer to Workshop Manual for application. 
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18G 33 


Propeller shaft 
flange wrench 


Vanden Plas 
Princess Mk. IV, Princess 4-litre. 


Austin Trucks 

25-cwt. petrol, 2-ton 3}-litre, 2-ton (Series 1 and 2), 2-ton 
(Series T200) petrol and diesel, 3-ton (Series 303 and 304) 
petrol and diesel, 4-ton (Series 403 and 404) petrol and diesel 
5-ton 34-litre, 5-ton (Series 1 and 2), 5-ton (Series 50 

504) petrol and diesel, 5-ton Perkins diesel. F.J. Series. 


Morris Trucks 

3-ton (Series 303 and 304) petrol and diesel, 4-ton (Series 
403 and 404) petrol and diesel, 5-ton (Series 503 and 504) 
petrol and diesel, F.J. Series. 


18G 34A 


Bevel pinion flange wrench 
Use on A”’, “‘B” and “C” type standardised units. 


Vanden Plas 
Princess 4-litre R. 


Austin Trucks 

Series 101, 152, LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton 
(Series S200) petrol and diesel, 301 petrol and diesel, 
LCFO, 2-ton (Series T200) petrol and diesel, 3-ton (Series 
304) petrol and diesel, Gipsy petrol and diesel. 


Morris Trucks 

J, JB, J2, PV, LD.1M, LDO.1M, LD.2M, LDO.2M, LC, 
LC.3, LC.4, 14-ton (Series S200) petrol and diesel, LC.5, 
LC.5T, LCO.5, LCO.5T, LCFO, 2-ton (Series T200) petrol 
and diesel, 3-ton (Series 304) petrol and diesel. 


18G 484 


Bevel pinion flange wrench 


Austin s 
5-ton (Series 503) petrol and diesel, 7-ton (Series 701 
and 702) single-speed and two-speed axles, F.J. Series. 


Morris Trucks 
5-ton (Series 503) petrol and diesel, 7-ton (Series 701 
and 702) single-speed and two-speed axles. F.J. Series. 


For use with Eaton 16500 axle. 
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18G 669 


Drive shaft coupling 
flange wrench 


Austin 
Mini, all versions, 1100. 


Morris 
Mini, all versions, 1100. 


M.G. 
1100. 


Wolseley 
Hornet. 


Riley 
EIf. 


Vanden Plas 

Princess 1100. 
An essential tool for holding the coupling flange correctly 
when slackening the retaining nut. 


18G 131 C 


Rear axle casing stretcher 


Vanden Plas 
Princess Mk. IV. 
Princess 4-litre. 
Princess 4-litre R. 


Before the differential assembly can be withdrawn the axle 
case must be stretched. This tool enables the operation 
to be done easily and without damage to the components. 


18G 131 B 


Conversion set— 
rear axle casing stretcher 


Converts earlier 18G 131 A to 18G 131 C. 
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18G 285 


Bevel pinion bearing 
inner race remover 
and replacer 


Use on “‘A"’ ,, ‘‘B”’ and ‘'C”’ type standardised units. 


Note: For M.G. B see 18G 47 C and 18G 47 AH. 


Austin Trucks 
Series 101, 152, Gipsy petrol and diesel (front and rear axles). A tool which is essential when withdrawing or replacing the 
Morris Trucks inner bearing race of the pinion shaft. 


JB, J2. 


18G 14 


Bevel pinion and rear hub 
oil seal replacer 


Austin Trucks 

25-cwt. petrol, 2-ton34-litre, 2-ton (Series 1 and 2), 3-ton 
(Series 303) petrol and diesel, 4-ton (Series 403 and 404) 
petrol and diesel, 5-ton 3}-litre, 5-ton (Series 1 and 2), 
5-ton (Series 503 and 504) petrol and diesel, 7-ton (Series 
702) single-speed axle. F.J. Series single-speed axle. 


Morris Trucks 
3-ton (Series 303) petrol and diesel, 4-ton (Series 403 


and 404) petrol and diesel, 5-ton (Series 503 and 504) petrol This replacer is contoured to the exact shape of the oil 
and diesel, 7-ton (Series 702) single-speed axle, F.J. Series seal and bevelled at its leading edge to facilitate insertion 
single-speed axle. and fitting of the seal without damage. 


18G 22 


Bevel pinion mudshield 
replacer 


Austin Trucks 

25-cwt. petrol, 2-ton 34-litre, 2-ton (Series 1 and 2), 4-ton 
(Series 404) petrol and diesel, 5-ton 3$-litre, 5-ton (Series 
1 and 2), 5-ton (Series 504) petrol and diesel single-speed 
axle, 7-ton (Series 702) single-speed axle. 

F.J. Series single-speed axle. _ 


Morris Trucks 


4-ton (Series 404) petrol and diesel, 5-ton (Series 504) Consisting of a replacer and a separate pilot. The pilot is 
petrol and diesel single-speed axle, 7-ton (Series 702) inserted into the flange and the mudshield driven on the 
single-speed axle, F.J. Series single-speed axle. flange with the replacer. 
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18G 24 


Differential assembly 
adjusting tool 


Austin Trucks 

2-ton 34-litre, 2-ton (Series 1 and 2), 4-ton (Series 404) 
petrol and diesel, 5-ton 34-litre, 5-ton (Series 1 and 2), 
5-ton (Series 504) petrol and diesel, single-speed axle, 
7-ton (Series 702) single-speed axle. 


Morris Trucks 

4-ton (Series 404) petrol and diesel, 5-ton (Series 504) 

petrol and diesel, single-speed axle, 7-ton (Series 702) 

single-speed axle. Dogs formed in the body of the tool engage slots in the 
crown wheel adjuster collar. The tool pilots in the 
differential case to ensure rigidity in use. 


18G 689 


Differential bearing adjuster 


Austin 
FHK 100, WEK 100, F.J. Series. 


Morris 
FHK 100, WEK 100, F.J. Series. 


18G 578 


Differential bearing replacer 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Wolseley 
Hornet. 


Riley 
EIf. 


— ee 
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18G 191 


Bevel pinion setting gauge 


Use on “A”’, ‘‘B” and ‘‘C”’ type standardised units. 


Austin 
Taxi and Hire-car (FX4D, FL2D). 


Vanden Plas 
Princess Mk. IV, Princess 4-litre, Princess 4-litre R. 


Austin Trucks 


Series 152, Gipsy petrol and diesel (front and rear axles). This gauge block and dial indicator is essential to obtain 
accurate location of the pinion in the axle case. 


18G 191 A 


Differential bearing gauge 


Use on “A”, “B” and ‘‘C”’ type standardised units. 


[_| 
Austin ein! | _ 


Taxi and Hire-car (FX4D, FL2D). 


Vanden Plas 
Princess Mk. IV, Princess 4-litre R. 


This gauge, used with the component parts of 18G 191, is 
designed to check the bearing width, and is also used to 

mount the clock gauge on the gear carrier to check crown 
wheel and bevel pinion backlash. 


Austin Trucks 
Series 152, Gipsy petrol and diesel (front and rear axles). 


18G 191 D 


Dummy pinion 


Vanden Plas 
Princess 4-litre R. 
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18G 191 E 


Differential cage 
assembly gauge 


Vanden Plas 
Princess 4-litre R. 


18G 207 F 


Bevel pinion bearing 
preload gauge 


Use on “A”, ‘‘B”’ and ‘'C”’ type standardised units. 


Vanden Plas 
Princess 4-litre, Princess Mk. IV, Princess 4-litre R. 


Austin Trucks 

Series 101, 152, Gipsy petrol and diesel (front and rear : ee 

axle), 7-ton (Series 702) single-speed axle. F.J. Series The movable arms of the tool are located in opposite holes 

(with 186 207 C). of the bevel pinion flange (flanges of 2”—3” P.C.D.) and 
the weight moved along the rod to the poundage required. 

Morris Trucks 

J (non-hypoid), JB, J2, 7-ton (Series 702) single-speed axle, 

F.J. Series (with 18G 207 C). 


18G 207 C 


Adaptor arms—bearing 
preload gauge (flanges from 
34’ — 51)” P.C.D.) 


Austin 
F.J. Series. 
Morris 


not illustrated 
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18G 1012 


Selection gauge—Birfield 
universal joint 

Austin 

Mini, all versions, 1100. 


Morris 
Mini, all versions, 1100. 


M.G. 
1100. 


Wolseley 
Hornet. 


Riley 
Elf. 


Vanden Plas 
Princess 1100. 


18G 1015 
Rear axle shaft and 
bearing replacer 


Vanden Plas 
Princess 4-litre R. 


18G 1022 


Final drive gear nut spanner 


Austin 
1800. 


18G 17 


Rear spring pin and 
shackle bush remover —=— SS 


Austin Trucks 
2-ton 3$-litre, 2-ton (Series 1 and 2), 5-ton 3}-litre, 
5-ton (Series 1 and 2). F.d. Series. 
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18G 583 


Rear radius arm bush 
remover 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Wolseley 
Hornet. 


Riley 
Elf. 


18G 583 B 


Rear radius arm needle- 
bearing remover adaptor 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Wolseley 

Hornet. 

a An essential tool for the removal of the needle-roller race 
nt ey from the inboard end of the modified (cast-iron type) 


rear Suspension radius arm. 


18G 584 


Rear radius arm bush 
replacer 


Austin 
Mini, all versions. 


S 


l[ 


SS SS 


SJ 


Morris ' 
Mini, all versions. 


Wolseley 
Hornet. 


Riley 
EIf. 
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18G 588 


Rear radius arm reamer 


Austin , 
Mini, all versions. 


Morris 
Mini, all versions. 


Wolseley 

Hornet. 

Riley The use of this tool will ensure that the rear radius arm a 
Elf. bushes are correctly reamed in line. 


18G 588 A 


Rear radius arm reamer 
guide bush 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Wolseley 
Hornet. 


Riley For use with 18G 588 when reaming a new outer bush for - 
EIf. the modified (cast-iron type) rear suspension radius arm. ) 


18G 620 


Rear radius arm needle- 
bearing replacer 


Austin 
Mini, all versions. 


Morris 
Mini, all versions. 


Wolseley 

Hornet. 

p An essential tool for the correct replacement of the 

Riley needle-roller race in the inboard end of the modified 

Elf (cast-iron type) rear suspension radius arm. os 
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18G 612 


Rear shackle bolt pin 
spanner 

Austin 

A99 (all models), A95, A110 Mk. | and Il. 
Wolseley 


6/99 Mk. I, Il and III. 
6/110 Mk. | and Il. 


Vanden Plas The two pins will engage the holes in the shackle bolt head 


Princess 3-litre. while the nut is removed. 


18G 704 


Radius arm bearing outer 
race remover 


Austin 
1100. 


Morris 
1100. 


M.G. 
1100. 


Vanden Plas 
Princess 1100. 


| 


j 
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service tools 


Part No. Description Page 
18G 528 Tool Board Hook—2 in. (50-8 mm.). 187 
18G 529 Tool Board Hook—3 in. (76:2 mm.). 187 
18G 468 Rubber Moulding Glazing Tool. 187 
18G 468 A Rubber Moulding Glazing Tool Adaptor. 188 
18G 614 Door Lock Setting Gauge. 188 
18G 614A Door Lock Setting Gauge Adaptor. 189 
18G 1001 Lockring Spanner. 189 
18G 670 Warning Light Bezel Nut Spanner. 189 
18G 671 Switch Bezel Light Spanner. 190 


service tools 


18G 528 


Tool board hook— 
2 in. (50-8 mm.) 


A strongly made hook in mild steel with non-corrosive 
finish used for the display and storage of service tools. 
Supplied in packs of one dozen. 


not illustrated 


18G 529 


Tool board hook— 
3 in. (76-2 mm.) 


A larger size of 18G 528. Supplied in packs of one dozen. 
not illustrated 


18G 468 


Rubber moulding 
glazing tool 


Austin 
Mini, all versions, Taxi and Hire-car (FX4D, FL2D). 


Morris 
Mini, all versions. 


Wolseley 
Hornet. * 
Riley 

Elf. 


Austin Trucks 

Series 101, 152, LD.1A, LDO.1A, LD.2A, LDO.2A, 14-ton 
(Series S200) petrol and diesel, 2-ton (Series T200) petrol 
and diesel, 3-ton (Series 304) petrol and diesel, 4-ton 
(Series' 404) petrol and diesel, 5-ton (Series 503 and 504) 
petrol and diesel, 7-ton (Series 701 and 702). F.J. Series. 


A tool for fitting the rubber sealing strip to the windscreen 
and the side and rear window mouldings. 

The tool comprises: 

(1) Handle, (2) Key, (3) Post, (4) Eye, (5) Hook. 


Morris Trucks 

JB, J2, LD.1M, LDO.1M, LD.2M, LDO.2M, 14-ton (Series 
$200) petrol and diesel, 2-ton (Series T200) petrol and diesel, 
3-ton (Series 304) petrol and diesel, 4-ton (Series 404) 

petrol and diesel, 5-ton (Series 503 and 504) petrol and 
diesel, 7-ton (Series 701 and 702), F.J. Series. 
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18G 468 A 


Rubber moulding 
glazing-tool adaptor 


Austin 
Mini, all versions, Taxi and Hire-car (FX4D, FL2D). 


Morris 
Mini, all versions. 


Wolseley 
Hornet. 


Riley 
Elf. 


Austin Trucks : 

Series 152, 4-ton (Series 404) petrol and diesel, 5-ton 
(Series 503 and 504) petrol and diesel, 7-ton (Series 701 and 
702). F.J. Series. 


Morris Trucks 

J2, 4-ton (Series 404) petrol and diesel, 5-ton (Series 503 
and 504) petrol and diesel, 7-ton (Series 701 and 702). 
F.J. Series. 


18G 614 


Door lock setting gauge 


Austin 
A55 Mk. Il, A99. 


Morris 
Oxford (Series V). 


Wolseley 
15/60, 6/99. 


M.G. 
Magnette Mk. III. 


Riley 
4/68. 


The use of this tool will ensure the correct setting ot 
‘zero torque’ door locks. 


Vanden Plas 
Princess 38-litre, 
Princess 4-litre R. 
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service tools 


18G 614 A 


Door lock setting gauge Uf) 
adaptor — 


Vanden Plas 
Princess 4-litre R. 


18G 1001 


Lockring spanner 


Austin 
1100. 


Morris 
1100. 


M.G. 
1100. 


Vanden Plas 
Princess 1100. 


To remove and replace the lockring of the fuel tank gauge 
unit. 


18G 670 


Warning light bezel nut 
spanner 


For use on all models fitted with brake vacuum warning 
lights. 


4 
Page 189 
aa) 


18G 671 


Switch bezel light spanner 
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